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H . . LABORATORY ACCREDITATION
L‘AE United Analyst and Engineering Consultant Co,, Ltd. \ mes ’
3Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
ENG ERIN

Consuirr conpns tnes Tel. 02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI
CONTACT INFORMATION : TEL : 02233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : JANUARY 12, 2023
SAMPLING DATE : JANUARY 11, 2023 ANALYTICAL DATE : JANUARY 12-19, 2023
SAMPLING TIME ¥ = REPORT NO. : 2023-U005219
SAMPLING METHOD i WORK NO. 1 2022-010842
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AA532-0001 - T23AA532-0002
ANALYZED BY : MISS AMONRAT PUTTALEE
PARAMETER UNIT METHOD OF ANALYSIS : RESULT 5 N TORY:!  PEYECTION
T23AA532-0001 | T23AA532-0002
pH? - ELECTROMETRIC METHOD (SM: 4500-H* B) 6.7 (25°C) 70 (25°C) 59 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 1530 120 <30 20
DEMAND °© 4500-O C AND 5210 B)
SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 958 109 <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS 001 101 55 <35 15
b (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE ? mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 276 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID
SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
®; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING A)

RESULT2  : EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND : NON-DETECTABLE.

(MISS BENJAWAN VIRIYOTHAT)
LABORATORY SUPERVISOR

JANUARY 24, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1S0 14001:20 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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(7 . . LABORATORY ACCREDITATION
UA United Analyst and Engineering Consultant Co., Ltd. mADsS
3Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 \J
UNITED ANALYST AND ¢
consuLT Tel.02763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025 TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAL
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL
SAMPLE TYPE : WASTEWATER RECEIVED DATE : FEBRUARY 17, 2023
SAMPLING DATE : FEBRUARY 15, 2023 ANALYTICAL DATE : FEBRUARY 17-24, 2023
SAMPLING TIME i - REPORT NO. : 2023-U014048
SAMPLING METHOD i - WORK NO. : 2023-001003
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AC830-0001 - T23AC830-0002
ANALYZED BY ' : MISS AMONRAT PUTTALEE
RESULT
PARAMETER UNIT METHOD OF ANALYSIS : s S A aos Y PETECTION
T23AC830-0001 | T23AC830-0002
pH? - ELECTROMETRIC METHOD (SM: 4500-H* B) 6.5 (25°C) 7.0 (25°C) 59 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 1716 26.8 <30 20
DEMAND °© 4500-O C AND 5210 B)
SUSPENDED SOLIDS 2 mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 2,148 16 <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 146 79 <35 15
b (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE °© mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 146 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID BROWN/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)

> ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)

° : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017,

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING A)

RESULT2  : EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND - NON-DETECTABLE.

(MISS BENJAWAN VIRIYOTHAI)
LABORATORY SUPERVISOR

FEBRUARY 28, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 14001201 CERTIFIED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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u AE United Analyst and Engineering Consultant Co., Ltd. ‘ o

3Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING

consuLtant conpany uwireo Te1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAT)
ADDRESS : 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAT
SAMPLE TYPE : WASTEWATER RECEIVED DATE : MARCH 15, 2023
SAMPLING DATE : MARCH 13, 2023 ANALYTICAL DATE : MARCH 15-22, 2023
SAMPLING TIME s- REPORT NO. 1 2023-U021519
SAMPLING METHOD |- WORK NO. 1 2023-001284
SAMPLING BY . CUSTOMER ANALYSIS NO. : T23AE622-0001 - T23AE622-0002
ANALYZED BY : MISS KALLAYA SOMPHONG
PARAMETER UNIT METHOD OF ANALYSIS : il ; R NaASRY | PETECTION
T23AE622-0001 | T23AE622-0002
pH @ - ELECTROMETRIC METHOD (SM: PART 4500 | 6.6 (25°C) 6.9 (25°C) 59 <
-H'B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 3,204 86 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 5,142 51 <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 325 54 <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
c
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 610 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TU RBID BROWN/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

2 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)

b ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)

©; VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING A)

RESULT2  : EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND © NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

MARCH 28, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 140012015 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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UNITED ANALYST AND ENGINEE
CONSULTANT COMPANY LIMIT

RIN

United Analyst and Engineering Consultant Co., Ltd.
3Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
& Tel.027632828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025

£

LABORATORY ACCREDITATION

\ BLA-DSS ’

TESTING

TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : APRIL 20, 2023
SAMPLING DATE : APRIL 19, 2023 ANALYTICAL DATE : APRIL 20 - MAY 2, 2023
SAMPLING TIME i REPORT NO. 1 2023-U032130
SAMPLING METHOD i = WORK NO. 1 2023-002230
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AG981-0001 - T23AG981-0002
ANALYZED BY : MISS KALLAYA SOMPHONG
RESULT
PARAMETER UNIT METHOD OF ANALYSIS = v = REGULATORY' |[DETECTION
T23AG981-0001 | T23AG981-0002
pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.3 (25°C) 7.1(25°C) 5-9
H'B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 248 37 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS © mg/lL SUSPENDED SOLIDS DRIED AT 103-105 °C 294 ND <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 430 <LOQ <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
C
FAT, OIL AND GREASE °© mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 36 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/CLEAR
SEDIMENT BROWN BROWN

@1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE
SM

RESULT 1
RESULT 2

: BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.
: STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

: INFLUENT (BUILDING A)

: EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE

ND
<LOQ

MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

: NON-DETECTABLE.
< LIMIT OF QUANTITATION (TOTAL KJELDAHL NITROGEN > 15 AND < 5.0 mg/L).

(MISS SIRIPHAPORN MUANRAE)
LABORATORY SUPERVISOR

MAY 3, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.

1SO 9001:2015 CERTIFED

1SO 140012015 CERTIRED
BY BSI GROUP (THAILAND) CO,,LTD.

© THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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LABORATORY ACCREDTTATION

UAE United Analyst and Engineering Consultant Co., Ltd. : MASS

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING
consuurant coweny uireo Tel.0 2763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  NSC-TISI-TIS 17025 TESTING

TESTING 0207 No. 0063
ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 / 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 02233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE . WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : MAY 17, 2023
SAMPLING DATE : MAY 15, 2023 ANALYTICAL DATE : MAY 17-26, 2023
SAMPLING TIME ;- REPORT NO. : 2023-U041238
SAMPLING METHOD ‘- WORK NO. 1 2023-003383
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AJ003-0001 - T23A3003-0002
ANALYZED BY : MISS KALLAYA SOMPHONG
PARAMETER UNIT METHOD OF ANALYSIS : RESULT 2 o nanp, | PETECTION
T23A003-0001 | T23AJ003-0002
pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.1 (25°C) 7.1 (25°C) 5-9 -
-H'B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 646 159 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 573 ND <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE TP WAS 001 326 <LoQ <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
(o7
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 46 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURB]D YELLOW/TURBID | YELLOW/TURBID
SEDIMENT BROWN BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
® ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING A)

RESULT 2 : EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND : NON-DETECTABLE.

<LOQ < LIMIT OF QUANTITATION (TOTAL KJELDAHL NITROGEN > 1.5 AND < 5.0 mg/L).

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

MAY 29, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 140012015 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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u AE United Analyst and Engineering Consultant Co,, Ltd. i

3Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING

consurant cowpay Lmireo  Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025 TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT

CUSTOMER NAME . KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)

ADDRESS : 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200

CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com

SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI

SAMPLE TYPE : WASTEWATER RECEIVED DATE - JUNE 9, 2023

SAMPLING DATE : JUNE 7, 2023 ANALYTICAL DATE : JUNE 9-20, 2023

SAMPLING TIME ‘- REPORT NO. 1 2023-U049709

SAMPLING METHOD s - WORK NO. 1 2023-004349

SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AK859-0001 - T23AK859-0002

ANALYZED BY : MISS KALLAYA SOMPHONG

RESULT
PARAMETER UNIT METHOD OF ANALYSIS : . REGHLATORY || DETECTION
T23AK859-0001 | T23AK859-0002

pH@ = ELECTROMETRIC METHOD (SM: PART 4500 | 6.7 (25°C) 69 (25°C) 59 -
-H'B)

BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 241 97 <30 20

DEMAND © 5210 B AND PART 4500-O C)

SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 130 ND <40 50
(SM: PART 2540 D)

TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS 001 32.1 55 <35 15

b (KJELDAHL METHOD); SM: PART 4500-Norg
c

FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 104 ND <20 3
METHOD (SM: PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID

SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
® : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING A)

RESULT2  : EFFLUENT (BUILDING A)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND : NON-DETECTABLE.

Bepl S

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

JUNE 22, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSiS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1S0 14001:20%5 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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. N " LABORATORY ACCREDITATION
AE United Analyst and Engineering Consultant Co., Ltd. \ s ’
3Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
YST A ERING
wreo Tel.02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC -TISI-TIS 17025 TESTING
TESTING 0207 No. 0063

up
CONSU

ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qgc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL
SAMPLE TYPE : WASTEWATER RECEIVED DATE : JANUARY 12, 2023
SAMPLING DATE : JANUARY 11, 2023 ANALYTICAL DATE : JANUARY 12-19, 2023
SAMPLING TIME - REPORT NO. 1 2023-U005220
SAMPLING METHOD 8 - WORK NO. 1 2022-010842
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AA532-0003 - T23AA532-0004
ANALYZED BY : MISS AMONRAT PUTTALEE
PARAMETER UNIT METHOD OF ANALYSIS - i S REGhLATORY' | DETECTION
T23AA532-0003 | T23AA532-0004
pH? - ELECTROMETRIC METHOD (SM: 4500-H* B) 6.9 (25°C) 6.8 (25°C) 59 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 602 34 <30 20
DEMAND © 4500-O C AND 5210 B)
SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 321 ND <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 121 <LoQ <35 15
b (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE 2 mglL LIQUID-LIQUID, PARTITION-GRAVIMETRIC 35 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT2  : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND : NON-DETECTABLE.
<LoQ < LIMIT OF QUANTITATION (TOTAL KJELDAHL NITROGEN > 1.5 AND < 5.0 mg/L).

(MISS BENJAWAN VIRIYOTHAI)
LABORATORY SUPERVISOR

JANUARY 24, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 1400120 CERTIRED o THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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United Analyst and Engineering Consultant Co., Ltd.
3Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
Tel.02763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

NSC -TISI-TIS 17025

TESTING 0207

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : ki-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : FEBRUARY 17, 2023
SAMPLING DATE : FEBRUARY 15, 2023 ANALYTICAL DATE : FEBRUARY 17-24, 2023
SAMPLING TIME i - REPORT NO. 1 2023-U014049
SAMPLING METHOD HE WORK NO. : 2023-001003
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AC830-0003 - T23AC850—0004
ANALYZED BY : MISS KANNIKAR SUMLEETHA
RESULT
PARAMETER UNIT METHOD OF ANALYSIS : S RECULATORY: | DETECTION
T23AC830-0003 | T23AC830-0004
pH? - ELECTROMETRIC METHOD (SM: 4500-H* B) 74 (25°C) 7.0 (25°C) 5-9 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 358 21 <30 20
DEMAND °© 4500-O C AND 5210 B)
SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 750 ND <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 141 ND <35 15
c (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 10 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID BROWN/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

@ 1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT 2 : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND : NON-DETECTABLE.

(MISS BENJAWAN VIRIYOTHAI)
LABORATORY SUPERVISOR

FEBRUARY 28, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
150 14001:20% CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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LABORATORY ACCREDITATION

uA United Analyst and Engineering Consultant Co., Ltd. \ A
3Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 u
a0 oA Tel.02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063
ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)

ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200

CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qgc@kasemkij.com

SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI

SAMPLE TYPE : WASTEWATER RECEIVED DATE : MARCH 15, 2023

SAMPLING DATE © MARCH 13, 2023 ANALYTICAL DATE : MARCH 15-22, 2023

SAMPLING TIME &= REPORT NO. 1 2023-U021521

SAMPLING METHOD = WORK NO. 1 2023-001284

SAMPLING BY : CUSTOMER ANALYSIS NO. 1 T23AE622-0003 - T23AE622-0004

ANALYZED BY : MISS KALLAYA SOMPHONG

RESULT
PARAMETER UNIT METHOD OF ANALYSIS : . RN LATORY: | DETECTION
T23AE622-0003 | T23AE622-0004

pH? - ELECTROMETRIC METHOD (SM: PART 4500 7.1(25°C) 6.8 (25°C) 59 -
-H'B)

BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 305 56 <30 20

DEMAND © 5210 B AND PART 4500-O C)

SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105°C 224 57 <40 50
(SM: PART 2540 D)

TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 146 A7 <35 15

b (KJELDAHL METHOD); SM: PART 4500-Norg
c

FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 9 ND <20 3
METHOD (SM: PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURB]D YELLOW/TURBID YELLOW/CLEAR

SEDIMENT BROWN BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "“EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT2  : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND : NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

MARCH 28, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY 'i'HE LABORATORY.
1SO 1400120 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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LABORATORY ACCREDTTATION

UAE United Analyst and Engineering Consultant Co., Ltd. A

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
YST AND ENGINEERING

anr coveany unreo 11,0 2763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  NSC-TISI-TIS 17025 TESTING
TESTING 0207 No,0063

ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : APRIL 20, 2023
SAMPLING DATE : APRIL 19, 2023 ANALYTICAL DATE : APRIL 20-28, 2023
SAMPLING TIME ‘- REPORT NO. 1 2023-U032131
SAMPLING METHOD ‘- WORK NO. 1 2023002230
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AG981-0003 - T23AGI81-0004
ANALYZED BY . MISS KALLAYA SOMPHONG
RESULT
PARAMETER UNIT METHOD OF ANALYSIS . ; REoLiATORY, | DETECTION
T23AG981-0003 | T23AG981-0004
pH @ . ELECTROMETRIC METHOD (SM: PART 4500 | 7.1 (25°C) 69 (25°C) 59 )
-H*B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 188 24 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 27 ND <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE. TP WAS 001 172 <LoQ <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
C
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 4 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID BROWN/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

@1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b+ ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT 2 : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND - NON-DETECTABLE..

<LOQ < LIMIT OF QUANTITATION (TOTAL KJELDAHL NITROGEN > 1.5 AND < 50 mg/L).

(MISS SIRIPHAPORN MUANRAE)
LABORATORY SUPERVISOR

MAY 3, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1O 14001201 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.

————— i OO O

1SO 9001:2015 CERTIFED
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LABORATORY ACCREDITATION

L‘AE United Analyst and Engineering Consultant Co., Ltd. » Bk
3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 \J
consurair sowmman res Tel. 02763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  NSC-TISI-TIS 17025 TESTING
TESTING 0207 No. 0063
ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)

ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200

CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qgc@kasemkij.com

SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL

SAMPLE TYPE © WASTEWATER RECEIVED DATE : MAY 17, 2023

SAMPLING DATE © MAY 15, 2023 ANALYTICAL DATE 1 MAY 17-26, 2023

SAMPLING TIME P REPORT NO. 1 2023-U041239

SAMPLING METHOD §= WORK NO. 1 2023-003383

SAMPLING BY : CUSTOMER ANALYSIS NO. : T23A2003-0003 - T23AX003-0004

ANALYZED BY : MISS KALLAYA SOMPHONG

PARAMETER UNIT METHOD OF ANALYSIS : RESULT ; RECULATORY: |DEVECTION
T23AJ003-0003 | T23A003-0004

pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.3 (25°C) 7.1(25°C) 59 -
-H'B)

BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 939 29 <30 20

DEMAND © 5210 B AND PART 4500-O C)

SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 178 11 <40 50
(SM: PART 2540 D)

TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 114 90 <35 15

b (KJELDAHL METHOD); SM: PART 4500-Norg
C

FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 15 ND <20 3
METHOD (SM: PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID

SEDIMENT BROWN BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
©: ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT 2 : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND - NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

MAY 29, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 14001:20%5 CERTIFIED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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. . . LABORATORY ACCREDITATION
UAE United Analyst and Engineering Consultant Co., Ltd. HADSS
3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

Tel.02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING

UNITED ANALYST AND ERING
CONSULTANT COMPANY LIMITED

TESTING 0207 N, 8063
ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAIL 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : JUNE 9, 2023
SAMPLING DATE 1 JUNE 7, 2023 ANALYTICAL DATE : JUNE 9-20, 2023
SAMPLING TIME e REPORT NO. 1 2023-U049710
SAMPLING METHOD = WORK NO. 1 2023-004349
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AK859-0003 - T23AK859-0004
ANALYZED BY : MISS KALLAYA SOMPHONG
RESULT
PARAMETER UNIT METHOD OF ANALYSIS ; ; R ATORY | PETECTION
T23AK859-0003 | T23AK859-0004
pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 6.6 (25°C) 6.4 (25°C) 59 =
-H* B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 219 64 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 143 ND <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 913 87 <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
C
FAT, OIL AND GREASE ¢ mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 4 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID YELLOW/TURBID
SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING B)

RESULT 2 : EFFLUENT (BUILDING B)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND - NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

JUNE 22, 2023

e © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1S0 1400120 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
(A
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£

. 4 " LABORATORY ACCREDITATION
United Analyst and Engineering Consultant Co., Ltd. \ s y
% 350i Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
wuwnes  Tel.0 27632828 Fax 02763 2800 www.uaeconsultant.com E-mail: uac@uaeconsultant.com NSC-TISI-TIS 17025 TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS i 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE : WASTEWATER RECEIVED DATE : JANUARY 12, 2023
SAMPLING DATE : JANUARY 11, 2023 ANALYTICAL DATE : JANUARY 12-19, 2023
SAMPLING TIME §u= REPORT NO. 1 2023-U005221
SAMPLING METHOD H WORK NO. 1 2022-010842
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AA532-0005 - T23AA532-0006
ANALYZED BY : MISS AMONRAT PUTTALEE
PARAMETER UNIT METHOD OF ANALYSIS : RESULT . R Rt | PETECTION
T23AA532-0005 | T23AA532-0006
pH? - ELECTROMETRIC METHOD (SM: 4500-H* B) | 7.4 (25°C) 656 (25°C) 5-9 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 142 72 <30 20
DEMAND © 4500-O C AND 5210 B)
SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 116 93 <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 101 139 <35 15
b (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE # mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 9 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID
SEDIMENT BROWN BROWN

#: ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
®: ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT 2 : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND : NON-DETECTABLE.

(MISS BENJAWAN VIRIYOTHAI)
LABORATORY SUPERVISOR

JANUARY 24, 2023

p—— © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
150 Wo0120' CERTED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES,
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LABORATORY ACCREDITATION

AE United Analyst and Engineering Consultant Co., Ltd. maos

350i Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

wumtes  Tel.02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME * KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 / 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAIL
SAMPLE TYPE : WASTEWATER RECEIVED DATE : FEBRUARY 17, 2023
SAMPLING DATE : FEBRUARY 15, 2023 ANALYTICAL DATE : FEBRUARY 17-24, 2023
SAMPLING TIME 5= REPORT NO. 1 2023-U014050
SAMPLING METHOD i= WORK NO. 1 2023-001003
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AC830-0005 - T23AC830-0006
ANALYZED BY : MISS AMONRAT PUTTALEE
RESULT
PARAMETER UNIT METHOD OF ANALYSIS - - FETLATORY | DETECTION
T23AC830-0005 | T23AC830-0006
pH? - ELECTROMETRIC METHOD (SM: 4500-H B) | 7.4 (25°C) 59 (25°C) 59 -
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: 262 125 <30 20
DEMAND ¢ 4500-O C AND 5210 B)
SUSPENDED SOLIDS 2 mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 429 112 <40 50
(SM: 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 199 66 <35 15
b (KJELDAHL METHOD); SM: 4500-Norg C
FAT, OIL AND GREASE ¢ mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 12 ND <20 3
METHOD (SM: 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID BROWN/TURBID | YELLOW/CLEAR
SEDIMENT BROWN BROWN J

# 1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
® : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT 2 : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,
PART 125 D, DATED DECEMBER 29, 2005.

ND : NON-DETECTABLE.

(MISS BENJAWAN VIRIYOTHATI)
LABORATORY SUPERVISOR

FEBRUARY 28, 2023

S0 90012015 CERTIFED © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
1SO 140012015 CERTIFIED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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LABORATORY ACCREDTATION

UAE United Analyst and Engineering Consultant Co., Ltd.

BLA-DSS
3Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 \J
UNITED ANALYST AND ENGINEERING
consuLrant company Lmeo  1el.02763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING

TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME . KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL
SAMPLE TYPE © WASTEWATER RECEIVED DATE : MARCH 15, 2023
SAMPLING DATE © MARCH 13, 2023 ANALYTICAL DATE : MARCH 15-22, 2023
SAMPLING TIME i s REPORT NO. 1 2023-U021524
SAMPLING METHOD s 8 WORK NO. : 2023-001284
SAMPLING BY : CUSTOMER ANALYSIS NO. 1 T23AE622-0005 - T23AE622-0006
ANALYZED BY : MISS KALLAYA SOMPHONG
RESULT
PARAMETER UNIT METHOD OF ANALYSIS : - R aaan! | PETECTION
T23AE622-0005 | T23AE622-0006
pH? - ELECTROMETRIC METHOD (SM: PART 4500 7.2 (25°C) 6.4 (25°C) 59 -
-H'B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 164 ND <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS 2 mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 510 52 <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS 001 204 52 <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
C
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 70 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID YELLOW/CLEAR
SEDIMENT BROWN BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 "“EDITION, 2017.

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT2  : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND - NON-DETECTABLE.

Repl  S.

LABORATORY SUPERVISOR

MARCH 28, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.

150 9001:2015 CERTIFED

1SO 140012015 CERTIRED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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. & - LABORATORY ACCREDITATION
L‘AE United Analyst and Engineering Consultant Co., Ltd. wAs
3 Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 \J
UNITED ANALYST AND ENGINEERING

consurant coweany umiten Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025 TESTING
TESTING 0207 No. 0063

ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS 1 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL
SAMPLE TYPE : WASTEWATER RECEIVED DATE 1 APRIL 20, 2023
SAMPLING DATE 1 APRIL 19, 2023 ANALYTICAL DATE 1 APRIL 20-28, 2023
SAMPLING TIME - REPORT NO. 1 2023-U032132
SAMPLING METHOD - WORK NO. 1 2023-002230
SAMPLING BY . CUSTOMER ANALYSIS NO. : T23AG981-0005 - T23AG981-0006
ANALYZED BY : MISS KALLAYA SOMPHONG
PARAMETER UNIT METHOD OF ANALYSIS ; REsuLT ; RECUCATORY | DETECTION
T23AG981-0005 | T23AG981-0006
pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.4 (25°C) 6.2 (25°C) 59 -
-H* B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 930 52 <30 20
DEMAND © 5210 B AND PART 4500-O C)
SUSPENDED SOLIDS @ mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 151 89 <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 13 73 <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
C
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 4 ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID
SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
® ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT2  : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND - NON-DETECTABLE.

(MISS SIRIPHAPORN MUANRAE)
LABORATORY SUPERVISOR

MAY 3, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.

150 9001:2015 CERTIFED

1SO 14001:201% CERTIFED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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& . . % TABORATORY ACCREDITATION
L‘AE United Analyst and Engineering Consultant Co., Ltd. N /
3Soi Udomsuk41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 |
UNITED ANALYST AND ENGINEERING
consuermnt coumsy Lo Tel.0 2763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  NSC-TISI-TIS 17025 TESTING
TESTING 0207 Na; 0063

ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)
ADDRESS : 44, 44 [ 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200
CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com
SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAI
SAMPLE TYPE . WASTEWATER RECEIVED DATE : MAY 17, 2023
SAMPLING DATE : MAY 15, 2023 ANALYTICAL DATE : MAY 17-26, 2023
SAMPLING TIME |- REPORT NO. 1 2023-U041240
SAMPLING METHOD s - WORK NO. 1 2023-003383
SAMPLING BY : CUSTOMER ANALYSIS NO. : T23A3003-0005 - T23A)003-0006
ANALYZED BY : MISS KALLAYA SOMPHONG
PARAMETER UNIT METHOD OF ANALYSIS - RESULT = ";f;’r}‘n‘;gg" BT o
T23A3003-0005 | T23A3003-0006
pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.2 (25°C) 57 (25°C) 5-9 -
H'B)
BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 68.1 53 <30 20
DEMAND 2 5210 B AND PART 4500-0 C)
SUSPENDED SOLIDS 2 mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 922 51 <40 50
(SM: PART 2540 D)
TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE TP WAS.001 563 64 <35 15
b (KJELDAHL METHOD); SM: PART 4500-Norg
[+
FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC ND ND <20 3
METHOD (SM: PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID
SEDIMENT BROWN BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
®: ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE  : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT2  : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND - NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

MAY 29, 2023

« PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
150 HODL20% CERTIRED o THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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LABORATORY ACCREDITATION

L‘AE United Analyst and Engineering Consultant Co., Ltd.

BLA-DSS
3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 ¢ u
UNITED ANALYST AND ENGINEERING
consurant coweany miteo Tel.0 2763 2828 Fax 02763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025  TESTING

TESTING 0207 No. 0063

ANALYSIS REPORT

CUSTOMER NAME : KASEMKIJ COMPANY LIMITED (KANTARY HILLS HOTEL CHIANG MAI)

ADDRESS : 44, 44 | 1-4 NIMMANHEMIN ROAD SUTHEP MUEANG CHIANG MAI CHIANG MAI 50200

CONTACT INFORMATION : TEL : 0 2233 8989-98 e-mail : kj-qc@kasemkij.com

SAMPLING SOURCE : WASTEWATER TREATMENT PLANT OF KANTARY HILLS HOTEL CHIANGMAL

SAMPLE TYPE © WASTEWATER RECEIVED DATE 1 JUNE 9, 2023

SAMPLING DATE © JUNE 7, 2023 ANALYTICAL DATE 1 JUNE 9-20, 2023

SAMPLING TIME % - REPORT NO. 1 2023-U049711

SAMPLING METHOD = WORK NO. 1 2023-004349

SAMPLING BY : CUSTOMER ANALYSIS NO. : T23AK859-0005 - T23AK859-0006

ANALYZED BY : MISS KALLAYA SOMPHONG

PARAMETER UNIT METHOD OF ANALYSIS = REsuLT - R ANOAGRY | DETECTION
T23AK859-0005 | T23AK859-0006

pH? - ELECTROMETRIC METHOD (SM: PART 4500 | 7.2 (25°C) 6.2 (25°C) 5-9 -
-H'B)

BIOCHEMICAL OXYGEN mg/L AZIDE MODIFICATION METHOD (SM: PART 837 21 <30 20

DEMAND © 5210 B AND PART 4500-O C)

SUSPENDED SOLIDS © mg/L SUSPENDED SOLIDS DRIED AT 103-105 °C 618 ND <40 50
(SM: PART 2540 D)

TOTAL KJELDAHL NITROGEN mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 936 179 <35 15

b (KJELDAHL METHOD); SM: PART 4500-Norg
[o}

FAT, OIL AND GREASE © mg/L LIQUID-LIQUID, PARTITION-GRAVIMETRIC 12 ND <20 3
METHOD (SM: PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID | YELLOW/TURBID

SEDIMENT BROWN BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
® ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT STILL NOT ACCREDITED

IN-HOUSE ~ : BASED ON STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

M : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 23 “EDITION, 2017.

RESULT 1 : INFLUENT (BUILDING C)

RESULT2  : EFFLUENT (BUILDING C)

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS B, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 122,

PART 125 D, DATED DECEMBER 29, 2005.
ND - NON-DETECTABLE.

(MRS PIYAPAT SUTTAMANUTWONG)
LABORATORY SUPERVISOR

JUNE 22, 2023

© PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORVT o
15O 14001:20%5 CERTIFIED © THIS ANALYSIS REPORT APPROVES ONLY FOR SUBMITTED SAMPLES.
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