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Customer : Date Tested:

Recommendation Recertification

Address : Period 12 Months

Talad Kwan, Mueang Recertification Due:

Date Last Certified:

User Name: Visit Number: 1 of 1

Phone: 086-568-4249 PerkinElmer Phone: 02-719-6420 ext 206

E - Mail : PerkinElmer Fax: 02-318-5597

CONFIGURATION TESTED

MODEL SERIAL NUMBER SOFTWARE

Avio 200 079S16062402

TESTED EQUIPMENT CALIBRATION NUMBER EXPIRATION

IPV Method

TEST STANDARD USED PART NUMBER EXPIRATION DATE

Multielement Standard N069-1579 Jun 30,2023

Instrument Cal. STD4 N930-0221 Nov 30, 2023

CUSTOMER SUPPLIED COMMENTS CUSTOMER INITIALS

2 % HNO3

10 % HNO3
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  MAINTENANCE AND IPV TEST CERTIFICATE MODEL

Avio 200

September 9, 2023

January 14, 2021

September 9, 2022

40 Soi Liangmueangnon 13

K. Alisa

Environment & Laboratory 

Nonthaburi 11000

PerkinElmer Ltd. 290 Soi 17 Rama 9 Road, Khwang Bangkapi, Khet Huay Kwang, Bangkok 10310, Thailand
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1. MECHANICAL CHECKS

    A. Inspect and clean all fans and filters. OK

    B. Inspect and replace as necessary, all torch components including the RF coil. OK

    C. Inspect all tubing for sign of clacking or leaking. OK

    D. Adjust water and gas pressure regulator settings. OK

    E. Inspect and leak check pneumatics drawers. OK

    F. Clean the exterior of the instrument. OK

2. OPTICAL CHECKS

    A. Inspect and clean all optical components. OK

    B. As reqiured, check and replace all purgebfilters. OK

    C. Recheck optical alignment. OK

3. COOLING SYSTEM CHECKS

    A. Perform preventive maintenance on chiller. OK

    B. Flush out the chiller every year. OK

4. PERFORMANCE CHECKS

     A. Torch View Alignment. OK

     B. Wavelength Calibration. OK
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    PARAMETER      SPECIFICATION FINAL VALUE

    Spectral Resolution : UV

As 193.696 nm < 0.009 nm 0.00765 nm

Ni 231.604 nm < 0.011 nm 0.00885 nm

Ni 341.476 nm < 0.015 nm 0.01268 nm

    Spectral Resolution : VIS

Ba 455.403 nm < 0.020 nm 0.01519 nm

    Precision

Zn 206.200 nm % RSD < 1.0 % 0.58 %

Mg 280.271 nm % RSD < 1.0 % 0.17 %

Mg 285.213 nm % RSD < 1.0 % 0.18 %

Ba 455.403 nm % RSD < 1.0 % 0.22 %

    Detection Limits : Axial

Tl  190.801 nm 3(sd) 0.25 ppb

As 193.696 nm 3(sd) 1.92 ppb

Se 3(sd) 0.99

Pb 220.353 nm 3(sd) 1.24 ppb

    Detection Limits : Radial

As 193.696 nm 3(sd) 1.12 ppb

Zn 213.857 nm 3(sd) 0.06 ppb

Mn 257.610 nm 3(sd) 0.00 ppb

La 379.478 nm 3(sd) 0.09 ppb

Ba 455.403 nm 3(sd) 0.01 ppb

Ba 493.408 nm 3(sd) 0.01 ppb

    BEC : Axial  (IB X 1000)/(IS-IB)

Mn 257.610 nm < 30 ppb 4.50 ppb

    BEC : Radial (IB X 1000)/(IS-IB)

Mn 257.610 nm < 30 ppb 5.91 ppb

Page 3 of 4

  MAINTENANCE AND IPV TEST CERTIFICATE MODEL
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  DATE TESTED:    SERIAL NUMBER: September 9, 2022

PerkinElmer Ltd. 290 Soi 17 Rama 9 Road, Khwang Bangkapi, Khet Huay Kwang, Bangkok 10310, Thailand



WO-01062148

079S16062402

    Remarks :

Commissioning follow as commissioning performance sheets.

This is to certify that the above tests have been perfomed and the configuration tested

a     meets

    does not meet

the PerkinElmer Specifications listed on this certificate.

This certificate does not modify PerkinElmer's standard terms and condition of sale,

including warranty terms.

         Service Department PerkinElmer Ltd.

     Customer Service Engineer:
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Service Engineer

(                     Duang Hiransuk                       )
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