AMANUIN A.

FIUUNANITNTIDINBINAUTIIUNNUNIATINTIURBUTgUIeY 2567



Environment Research & Technology Company Limited

envi research
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Head Office/Tax ID 0105 542 064 981
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Sampling Date
Sampling Time
Sampling Method

ANALYSIS REPORT
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: Ambient Air Quality

-l
1 WuUNTAsINIS

:UTM (WGS84) 47P 0419576 E, 0976466 N

:June 27-30, 2024
:12:15

:U.S. EPA 40 CFR Part 50

Quotation No. :AR2024-00991
Analysis No. : 2024-AD254
Received Date :July 2, 2024
Analytical Date :July 2-4, 2024

Sampling By : Mr.Naruedom Chotikan Report No. 1 2024-RAAN6G52
Analyzed By : Environment Research & Technology Co., Ltd. Report Date : July 4, 2024
Result
Parameter Unit Method of Analysis Standard?’
Jun 27-28, 24 Jun 28-29, 24 | Jun 29-30, 24

Total Suspended Particulate (TSP) mg/m?® | High-Volume, Gravimetric 0.072 0.037 0.032 0.330
24 Hours Average

Particulate Size Less Than 10 mg/m® | PM10 Size Selective, High-Volume, 0.039 0.020 0.017 0.120
Micron (PM10) 24 Hours Average Gravimetric

Remark : 1’ Notification of National Environmental Board, No.10, B.E.2538 (1995), published in the Royal Government Gazette No.112 Part 42D dated May 25, B.E.2538 (1995) and Notification
No.24, B.E.2547 (2004), published in the Royal Government Gazette No.121 Special Part 104D dated September 22, B.E.2547 (2004), under the Enhancement and Conservation of
National Environmental Quality Act B.E.2535 (1992).
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Laboratory Supervisor

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORT ANALYSIS REFERS TO SUBMITTED SAMPLE (5) ONLY
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Environment

Research & Technology Company Limited
25/114 Mu 6 Soi Chinnakhet 1, Ngam Wong Wan Road,
Thung Song Hong, Lak Si, Bangkok 10210

Tel 0-2954-7745-6 Fax 0-2954-7747

E-mail : envi@enviresearch.co.th

www.enviresearch.co.th

Head Office/Tax ID 0105 542 064 981

Customer Name
Address

Project Name
Project Location
Measured Source
Measured Point
GPS. Coordinate

ANALYSIS REPORT

LU sufinssoy $aiia

115 vyl 2 fuaniang sunenziu Samdeien
: TA59n1s5 Le Menara

tuaLng anangdith Foniawen

: Ambient Air Quality

: Auitasenis

:UTM (WGS84) 47P 0419576 E, 0976466 N

Quotation No. + AR2024-00991

Measured Date :June 28-29, 2024 Analysis No. : 2024-AD254-004
Measured By : Mr.Naruedom Chotikan Report No. 1 2024-RAAN544
Analyzed By : Environment Research & Technology Co., Ltd. Report Date :July 4, 2024
Measured Instrument :CO NDIR Analyzer Horiba Model APMA-370 Serial Number YKACO90F
Interval Time Result CO (ing/iv7) Standard®’
1 hr Avg 8 hr Avg
13:00-14:00 0.5 -
14:00-15:00 0.3 -
15:00-16:00 0.5 =
16:00-17:00 0.3 e
17:00-18:00 0.3 =
18:00-19:00 0.3 -
19:00-20:00 0.3 -
20:00-21:00 0.5 0.4
21:00-22:00 0.5 - 04
22:00-23:00 0.5 0.4
23:00-00:00 0.6 0.4
00:00-01:00 0.5 0.4
01:00-02:00 0.5 0.5
02:00-03:00 0.5 0.5
03:00-04:00 0.5 0.5
04:00-05:00 0.5 0.5
05:00-06:00 0.5 0.5
06:00-07:00 0.5 0.5
07:00-08:00 0.5 0.5
08:00-09:00 0.5 0.5
09:00-10:00 0.5 0.5
10:00-11:00 0.5 0.5
11:00-12:00 0.5 0.5
12:00-13:00 0.5 0.5
24 Hours Average 0.5 - -
1 Hour Maximum 0.6 - 34.2
8 Hours Maximum - 0.5 10.26

Remark : 1’ Notification of National Environmental Board, No.10, B.E.2538 (1995), published in the Royal Government Gazette No.112 Part 42D dated May 25, B.E.2538 (19?5), under the
Enhancement and Conservation of National Environmental Quality Act B.E.2535 (1992).

Laboratory Reviewer

Laboratory Supervisor

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORT ANALYSIS REFERS TO SUBMITTED SAMPLE (5) ONLY
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1 Arsenic 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method™
2) Digestion, Inductively Coupled Plasma Method™
Barium Digestion, Inductively Coupled Plasma Method"!
Biochemical Oxygen Demand | 1) 5-Day BOD Test, Azide Modification Method™
2) 5-Day BOD Test, Membrane Electrode Method"!
4 Cadmium Digestion, Inductively Coupled Plasma Method™
5 Chemical Oxygen Demand Closed Reflux, Titrimetric Method™
6 Chromium Digestion, Inductively Coupled Plasma Method™
7 Color ADMI Weighted-Ordinate Spectrophotometric
Method™
8 Copper Digestion, Inductively Coupled Plasma Method™!
Cyanide Distillation, Colorimetric method™
10 Formaldehyde Distillation, Colorimetric Method®
11 Free Chlorine 1) lodometric Method™
2) DPD Colorimetric Method™
12 Hexavalent Chromium Colorimetric Method™
13 Lead 1) Digestion, Electrothermal Atomic Absorption
| Spectrometric Method™
2) Digestion, Inductively Coupled Plasma Method™
14 Manganese Digestion, Inductively Coupled Plasma Method™
15 Mercury Digestion, Cold-Vapor Atomic Absorption
Spectrometric Method™
16 Nickel Digestion, Inductively Coupled Plasma Method™
17 Oil & Grease Liquid-Liquid, Partition-Gravimetric Method"!
18 | pH Electrometric Method™
19 Phenols Distillation, Direct Photometric Method™
20 Selenium 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method'!
2) Digestion, Inductively Coupled Plasma Method™
21 | Sulfide lodometric method"™

22 Temperature...
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22 | Temperature Laboratory and Field Methods™

23 | Total Dissolved Solids Dried at 180 °C?

24 Total Kjeldahl Nitrogen 1) Macro Kjeldahl Method"™!
2) Semi-Micro Kjeldahl Method™

25 Total Suspended Solids Dried at 103-105 °C®

26 Trivalent Chromium Digestion, Inductively Coupled Plasma Method;
Colorimetric Method; Calculation®

27 Zinc Digestion, Inductively Coupled Plasma Method™

U leAu 37U 58 518115

Ao C @suaie "NATIZA
1 Acetone Purge and Trap Gas Chromatographic/
Mass Spectrometric Method™ _
2 Antimony Digestion, Inductively Coupled Plasma Method"!
Arsenic 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method™
2) Digestion, Inductively Coupled Plasma Method™
Barium Digestion, Inductively Coupled Plasma Method™!
Benzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method®
Beryllium Digestion, Inductively Coupled Plasma Method™!
Bromodichloromethane Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
8 Bromoform Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
9 Cadmium Digestion, Inductively Coupled Plasma Method"!
10 Carbon Disulfide Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
11 Carbon Tetrachloride Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
12 Chlorobenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
13 Chlorodibromomethane Purge and Trap Gas Chromatographic/

Mass spectrometric Method™
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14 Chloroform Purge and Trap Gas Chromatographic/
Mass spectrometric Method"!

15 Chromium Digestion, Inductively Coupled Plasma Method™

16 Chromium (II) Digestion, Inductively Coupled Plasma Method;
Colorimetric Method; Calculation®

17 Chromium (V1) Colorimetric Method™!

18 Cyanide Colorimetric Method™

19 1,2-Dichlorobenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method'™!

20 1,3-Dichlorobenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™

21 1,4-Dichlorobenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method'™!

22 1,1-Dichloroethane Purge and Trap Gas Chromatographic/
Mass spectrometric Method!™

23 1,2-Dichloroethane Purge and Trap Gas Chromatographic/
Mass spectrometric Method™

24 1,1-Dichloroethylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method'!

25 cis-1,2-Dichloroethylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method"!

26 trans-1,2-Dichloroethylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method'!

27 1,2-Dichloropropane Purge and Trap Gas Chromatographic/
Mass spectrometric Method™

28 1,3-Dichloropropane Purge and Trap Gas Chromatographic/
Mass spectrometric Method™!

29 1,3-Dichloropropene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™

30 Ethylbenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™

31 Hexachloro-1,3-butadiene Purge and Trap Gas Chromatographic/

Mass spectrometric Method™

; BT naasuuniie 32 Lead...
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32 Lead 1) Digestion, Electrothermal Atomic Absorption
Spectrometric Method™
2) Digestion, Inductively Coupled Plasma Method™
33 Manganese Digestion, Inductively Coupled Plasma Method'!
34 Mercury Digestion, Cold-Vapor Atomic Absorption
Spectrometric Method™
35 Methyl Bromide Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
36 Methylene Chloride Purge and Trap Gas Chromatographic/
Mass spectrometric Method'!
37 Methyl Tert-Butyl Ether Purge and Trap Gas Chromatographic/
Mass spectrometric Method"™
38 Naphthalene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
39 Nickel Digestion, Inductively Coupled Plasma Method™!
40 pH Electrometric method™
41 Selenium 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method™
2) Digestion, Inductively Coupled Plasma Method!!
a2 Silver Digestion, Inductively Coupled Plasma Method™!
43 Styrene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
a4 1,1,2,2-Tetrachloroethane Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
45 Tetrachloroethylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
46 Toluene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
a7 1,2,4-Trichlorobenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
48 1,1,1-Trichloroethane Purge and Trap Gas Chromatographic/
Mass spectrometric Method"!
49 1,1,2-Trichloroethane Purge and Trap Gas Chromatographic/

Mass spectrometric Method'!

fonenrinthane IgNABMIIATIE
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50 Trichloroethylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
51 1,3,5-Trimethylbenzene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
52 Vanadium Digestion, Inductively Coupled Plasma Method™
55 Vinyl Chloride Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
54 m-Xylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
55 o-Xylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
56 p-Xylene Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
57 Xylene (Total) Purge and Trap Gas Chromatographic/
Mass spectrometric Method™
58 Zinc Digestion, Inductively Coupled Plasma Method™

21NALde (Uaaeszune) 31U2U 26 518015
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L Antimony Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
2 Arsenic 1) Isokinetic Sampling, Digestion, Hydride
Generation/Atomic Absorption Spectrometric
Method™
2) Isokinetic Sampling, Digestion, Inductively
Coupled Plasma Method™
3 Beryllium Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
a4 Cadmium Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™”
Carbon Monoxide Instrumental Analyzer Method™
6 Chlorine

1) Absorption Sampling, lon Chromatographic
Method™

2) Isokinetic Sampling, lon Chromatographic
Method™

" 7 Chromium...
N ASIERNAABULNIR
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Chromium Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
8 Cobalt Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
9 Copper Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
10 Dioxin/Furans Isokinetic Sampling®”
11 Hydrogen Chloride 1) Absorption Sampling, lon Chromatographic
Method™
2) Isokinetic Sampling, lon Chromatographic
Method™
12 Hydrogen Fluoride 1) Absorption Sampling, lon Chromatographic
Method™
2) Isokinetic Sampling, lon Chromatographic
Method™
13 Hydrogen Sulfide Absorption Sampling, lodometric Method™
14 Lead 1) Isokinetic Sampling, Digestion, Direct Air-Acetylene
Flame Method™
2) Isokinetic Sampling, Digestion, Inductively
Coupled Plasma Method™
15 Manganese Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
16 Mercury Isokinetic Sampling, Digestion, Cold-Vapor Atomic
Absorption Spectrometric Method™
17 Nickel Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
18 Opacity Ringelmann’s Method!!
19 Oxide of Nitrogen 1) Absorption Sampling, Phenoldisulfonic acid
Method™
2) Instrumental Analyzer Method™
20 Selenium 1) Isokinetic Sampling, Digestion, Hydride

{SmneninguanmignAsnT
A-12  sewsduuionujuenm

Generation/Atomic Absorption Spectrometric
Method™
2) Isokinetic Sampling, Digestion, Inductively
Coupled Plasma Method™

21 Sulfur...
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21 Sulfur Dioxide 1) Absorption Sampling, Barium-Thorin Titrimetric
Method™
2) Isokinetic Sampling, Barium-Thorin Titrimetric
Method™
3) Instrumental Analyzer Method™
22 Sulfuric Acid Isokinetic Sampling, Barium-Thorin Titrimetric
Method™
23 Tin Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
24 Total Suspended Particulate | Isokinetic Sampling, Gravimetric Method™
25 Vanadium Isokinetic Sampling, Digestion, Inductively Coupled
Plasma Method™
26 Xylene Adsorption Sampling, Gas Chromatographic Method™

dalfnansadagnlailduda 91uu 20 s18n1s
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1 Antimony Digestion, Inductively Coupled Plasma Method™®
2 Arsenic 1) Digestion, Hydride Generation/Atomic
| Absorption Spectrometric Method®™®!
2) Digestion, Inductively Coupled Plasma Method®™®!
3 Barium Digestion, Inductively Coupled Plasma Method®>®
4 Beryllium Digestion, Inductively Coupled Plasma Method™®
5] Cadmium Digestion, Inductively Coupled Plasma Method™®
6 Chromium Digestion, Inductively Coupled Plasma Method™®
¥ Chromium (Ill) Digestion, Inductively Coupled Plasma Method;
Alkaline Digestion, Colorimetric Method;
Calculation Method!>6810
8 Chromium (VI) Alkaline Digestion, Colorimetric Method! ¢
Cobalt Digestion, Inductively Coupled Plasma Method®®
10 | Copper Digestion, Inductively Coupled Plasma Method™®
11 Lead Digestion, Inductively Coupled Plasma Method™®
12 Mercury Digestion, Cold-Vapor Atomic Absorption
Spectrometric Method!"
13 Molybdenum Digestion, Inductively Coupled Plasma Method®®
14 Nickel Digestion, Inductively Coupled Plasma Method™®!

15 pH...
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15 pH Electrometric Method™®
16 Selenium 1) Digestion, Hydride Generation/Atomic

Absorption Spectrometric Method®™'?

2) Digestion, Inductively Coupled Plasma Method®®

17 Silver Digestion, Inductively Coupled Plasma Method®™®
18 | Thallium Digestion, Inductively Coupled Plasma Method®®
19 Vanadium Digestion, Inductively Coupled Plasma Method®™®
20 Zinc Digestion, Inductively Coupled Plasma Method™®

A I1UIU 56 518115

aeuil dnsuany 8RN
1 Acetone Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method™**!
Antimony Digestion, Inductively Coupled Plasma Method™®
Arsenic 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method™?
2) Digestion, Inductively Coupled Plasma Method®®
il Barium Digestion, Inductively Coupled Plasma Method®®
Benzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!**
Beryllium Digestion, Inductively Coupled Plasma Method®®
7 Bromodichloromethane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?!
8 Bromoform Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?
9 Cadmium Digestion, Inductively Coupled Plasma Method®®
10 Carbon Disulfide Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?
11 Carbon Tetrachloride Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?
12 Chlorobenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?
13 Chlorodibromomethane Purge and Trap, Gas Chromatographic/

Mass Spectrometric Method!"**!

ﬁﬁ'nnamm:iummgvﬁmz’» AsE
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14 Chloroform Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!?
15 Chromium Digestion, Inductively Coupled Plasma Method®®
16 Chromium (Ill) Digestion, Inductively Coupled Plasma Method;
Colorimetric Method:; Calculation Method® %!
17 Chromium (V) Alkaline Digestion, Colorimetric Method!"!!
18 1,2-Dichlorobenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
19 1,3-Dichlorobenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method"**
20 1,4-Dichlorobenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric. Method!**!
21 1,1-Dichloroethane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!*
22 1,2-Dichloroethane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!**
23 1,1-Dichloroethylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!**!
24 cis-1,2-Dichloroethylene. Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!**
25 trans-1,2-Dichloroethylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?!
26 1,2-Dichloropropane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*!
27 1,3-Dichloropropane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*
28 1,3-Dichloropropene Purge and Trap, Gas Chromatographic/
| Mass Spectrometric Method"*?!
29 Ethylbenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!*!
30 Hexachloro-1,3-butadiene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method™*!
31 Lead Digestion, Inductively Coupled Plasma Method™®!
32 Manganese Digestion, Inductively Coupled Plasma Method®™®!
33 Mercury Digestion, Cold-Vapor Atomic Absorption

11]
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34 Methyl...
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34 Methyl Bromide Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!™*!
35 Methylene Chloride Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method"*?!
36 Methyl Tert-Butyl Ether Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method("*
37 Naphthalene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!™*!
38 Nickel Digestion, Inductively Coupled Plasma Method®®
39 Selenium 1) Digestion, Hydride Generation/Atomic
Absorption Spectrometric Method®*?
2) Digestion, Inductively Coupled Plasma
Method®®
40 Silver Digestion, Inductively Coupled Plasma Method®™®
41 Styrene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!*
42 1,1,2,2-Tetrachloroethane Purge and Trap, Gas Chromatographic/
’ Mass Spectrometric Method!"!
43 Tetrachloroethylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!*
a4 Toluene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"*?!
45 1,2,4-Trichlorobenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"!?!
46 1,1,1-Trichloroethane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
a7 1,1,2-Trichloroethane Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
48 Trichloroethylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
49 1,3,5-Trimethylbenzene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
50 | Vanadium Digestion, Inductively Coupled Plasma Method!®®
51 Vinyl Chloride Purge and Trap, Gas Chromatographic/

Mass Spectrometric Method!"**!

éﬁmam‘mépmmgmﬁc
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52 m-Xylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!*!
53 o-Xylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method!"**!
54 p-Xylene Purge and Trap, Gas Chromatographic/
Mass Spectrometric Method(™*!
55 Xylene (Total) : Purge and Trap, Gas Chromatographic/
' Mass Spectrometric Method!"*
56 Zinc Digestion, Inductively Coupled Plasma Method®®
LONE1581989

1. NIBNTNYAEMNTIU. UTLNIANTENTNEAGINNTIN, W.A. 2549. Fo3 fvuaAUTai
afuiideuuluanmafiszuiseanainudesweaiedlssddnildunauudowmas.
s1fea Iy, 4 Sunnau 2549, luil 123 aeudila 1254,

2. anefmnssudundenwissamdlng. dlotinseviinde. fuviaded 4. nganme:
ISOULAINTTALN, 2547,

3. APHA, AWWA, WEF. Standard Methods for the Examination of Water and
Wastewater. 23" ed. Washington, DC: APHA, 2017.

4. United States Environmental Protection Agency. Standards of Performance for
New Stationary Sources. 40 CFR 60. Appendix A, 2019.

5. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Acid Digestion of Sediments, Sludges, and Soils.
SW-846 Method 30508, 1996.

6. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Alkaline Digestion for Hexavalent Chromium.
SW-846 Method 3060A, 1996.

7. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Closed-System Purge-and-Trap and Extraction for
Volatile Organics in Soil and Waste Samples. SW-846 Method 5035A, 2002.

8. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Inductively Coupled Plasma-optical Emission
Spectrometry. SW-846 Method 6010D, 2018

9. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Antimony and Arsenic (Atomic Absorption,
Borohydride ReductionX. SW-846 Method 7062, 1992.

10. United...
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10. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Chromium, Hexavalent (Colorimetric), SW-846
Method 7196A, 1992.

11. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Mercury in Solid or Semisolid Waste (Manual Cold-
Vapor Technique, SW-846 Method 7471B, 2007.

12. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Selenium (Atomic Absorption, Borohydride
Reduction), SW-846 Method 7742, 1994.

13. United States Environmental Protection Agency. Test Methods for Evaluation
Solid Waste Physical/Chemical Methods. Volatile Organic Compounds by Gas
Chromatography/ Mass Spectrometry (GC/MS). SW-846 Method 8260D, 2018.

14. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Solid and Waste pH. SW-846 Method 9045D, 2004.
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1 TPH (Cs - Cg) Purge and Trap, Gas Chromatographic Method®?
2 TPH (Csg = Cyg) Ultrasonic Extraction, Gas Chromatographic Method!™?
3 TPH (Cs16 — Css) Ultrasonic Extraction, Gas Chromatographic Method!?!
LlANE1581984

1. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Ultrasonic Extraction. SW-846 Method 3550C, 2007.

2. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Closed System Purge and Trap and Extraction for
Volatile Organics in Soil and Waste Sample. SW-846 Method 5035A, 2002.

3. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Mg¢thods. Nonhalogenated Organics Using GC/FID. SW-846
Method 8015D, 200
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1 Arsenic Waste Extraction, Digestion, Inductively Coupled
Plasma Method!??!

2 Barium Waste Extraction, Digestion, Inductively Coupled
Plasma Method!*??!

3 Beryllium Waste Extraction, Digestion, Inductively Coupled
Plasma Method2?]

4 Cadmium Waste Extraction, Digestion, Inductively Coupled
Plasma Method!*2?

5 Chromium Waste Extraction, Digestion, Inductively Coupled
Plasma Method!!?!

6 Chromium (Ill) Waste Extraction, Digestion, Inductively Coupled
Plasma Method; Waste Extraction, Colorimetric
Method; Calculationt*?34

7 Chromium (V1) Waste Extraction, Colorimetric Method™®

8 Cobalt Waste Extraction, Digestion, Inductively Coupled
Plasma Method!2?!

9 Copper Waste Extraction, Digestion, Inductively Coupled
Plasma Method2*

10 Lead Waste Extraction, Digestion, Inductively Coupled
Plasma Method!?*

11 Mercury Waste Extraction, Digestion, Cold-Vapor Atomic
Absorption Spectrometric Method!2*

12 Molybdenum Waste Extraction, Digestion, Inductively Coupled
Plasma Method*2?

13 Nickel Waste Extraction, Digestion, Inductively Coupled
Plasma Method*2?!

14 Selenium Waste Extraction, Digestion, Inductively Coupled
Plasma Method*2?! i
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15 Silver Waste Extraction, Digestion, Inductively Coupled
Plasma Method!t2?]
16 Thallium Waste Extraction, Digestion, Inductively Coupled
Plasma Method!??
17 Vanadium Waste Extraction, Digestion, Inductively Coupled
Plasma Method!*>*

18 Zinc Waste Extraction, Digestion, Inductively Coupled

Plasma Method™%* -

1. N9ENTIQAAINNTTU. UTENIANTENTNGAAIMNTIY, W.A. 2548, 1To3 msfdndaufnanie

LBNE15D19D9

Faniilalldudn srvRvampunen. 25 unsiau 2549, il 123 aoufivay 11,

2. United States Environmental Protection Agency. Test Methods for Evaluation
Solid Waste Physical/Chemical Methods. SW-846, 1997.

| 3. United States Environmental Protection Agency. Test Methods for Evaluation Solid

Waste Physical/Chemical Methods. Inductively Coupled Plasma-Optical Emission
Spectrometry. SW-846 Method 6010D, 2018.

4. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Chromium, Hexavalent (Colorimetric). SW-846 Method
T196A, 1992.

5. United States Environmental Protection Agency. Test Methods for Evaluation Solid
Waste Physical/Chemical Methods. Mercury in Liquid Waste (Manual Cold-Vapor Technique).
SW-846 Method 7470A, 1994.
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Environment Research & Technology Company Limited
25/114 Mu 6 Soi Chinnakhet 1, Ngam Wong Wan Road,

Thung Song Hong, Lak Si, Bangkok 10210

Tel 0-2954-7745-6 Fax 0-2954-7747

E-mail : envi@enviresearch.co.th

-
envi research -
Y

www.enviresearch.co.th
Head Office/Tax ID 0105 542 064 981

ENVIRONMENT RESEARCH & TECHNOLOGY Co., LTD.

TSP HIGH VOLUME AIR SAMPLER CALIBRATION REPORT

Quotation 2024-00991 Date June 22,2024
Sampler Location L — Start Time 9:50 AM
Sampler Number TSP No.A19 Transfer Standard Type Orifice Stop Time 10:00 AM
Instrument Model HIVOL-BBCBE Calibrator Model TE-5025A
Motor Serial Number 2014-04 Calibrator Serial Number 3142 Calibrated By Mr. Kitsada Rachchapun
Recorder Serial Number 7372
Plate (Delta H) (A) (X) (1) (Y) Temparature | Barometric Starl Stop
No. |Pressure Drop Across Orifice (inH,0) [AHJO(Fa/Psm)(Tsld/Ta)]m Qstd = (1/m)[(A-b)] [ample Flow Rate Indicatio| |C = l[(Pa/Psm)(Tm/Ta)]w Pressure Meter Meter
Positive | Negalive | AH,0 ( m/min ) ({[J/min ) (°K =°C+273) (mmHg)
5 1.8 1.8 36 1.88042 0.91444 30.0 29.73 301.0 754.0
7 27 27 54 2.30304 1.11845 40.0 39.64 301.0 754.0
10 4.2 4.2 84 2.87239 1.39329 46.0 45.59 301.0 754.0
13 56 56 11.2 3.31675 1.60780 52.0 51.54 301.0 754.0 =
18 6.7 6.7 134 3.62791 1.75800 56.0 55.50 301.0 754.0
Linear Regresstion Y ON X:Y=mX +b Average 301.0 754.0
1 |Slope (m) 2.07156|Linear Equalion fz 0.979835|Pstd(mmHg)| 760.0
2 |intercept(b) -0.01390|Set Point Flow Rate (X ) (malmin) 1.133 r 0.9898662 [ Tyrp 298.0
3 |Correlation Coefficient (r) 0.99980|Final Set Flow Rate = () 0 (Pa/Pstd)*(Tstd/Ta) 0.982217171
Result C=(Pa/Ps!d)*(Tstd/Ta)"0.5 0.991068701
COMMENT
Andersen Instruments, Inc.

IC (CFM) Qstd-IC y =29.114332x + 4.851059
R2 =0.979835
70.00 -
A
60.00 ] X
/’
50.00 A
40.00 -
30.00 %
20.00
10.00
Qstd (m*min)
0.00
0.00 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 220 2.40

Checked By

Technician Environmental Scientist

F-AB-028, Rev. 02, June 3, 2019

A-28


User
Rectangle

User
Rectangle


Environment Research & Technology Company Limited
25/114 Mu 6 Soi Chinnakhet 1, Ngam Wong Wan Road,

Thung Song Hong, Lak Si, Bangkok 10210

Tel 0-2954-7745-6 Fax 0-2954-7747

E-mail : envi@enviresearch.co.th

=
envi research -
=

www.enviresearch.co.th

Head Office/Tax ID 0105 542 064 981

ENVIRONMENT RESEARCH & TECHNOLOGY Co., LTD.

PM10 HIGH VOLUME AIR SAMPLER CALIBRATION REPORT

Quotation 2024-00991 Date June 22, 2024
Sampler Location Audlazang Start Time 10:00 AM
Sampler Number PM-10 No.2 Transfer Standard Type Orifice Stop Time 10:10 AM
Instrument Model HIVOL-BMBBE Calibrator Model TE-5025A
Motor Serial Number 0604-417 Calibrator Serial Number 3142 Calibrated By Mr. Kitsada Rachchapun
Recorder Serial Number 7139
Piate (Delta H) (A) (X) (1) (Y) Temparalure | Barometric Start Slop
No. |Pressure Drop Across Orifice (inH,0) [AHzo(pa/p“d)(Tsw/Ta)]"2 Qstd = (1/m)[(A-b)] |ample Flow Rate Indicatio| |C = |[(P;;/Pm)(Tm/Ta)]1/2 Pressure Mele_lt Meter
Posilive | Negative [ AH,0 (m’/min) (1/min) (°K = °C+273) (mmHg)
5 1.7 1.7 34 1.82744 0.88887 30.0 29.73 301.0 754.0
7 27 27 54 2.30304 1.11845 38.0 37.66 301.0 754.0
10 43 43 8.6 2.90638 1.40970 44.0 43.61 301.0 754.0
13 54 54 10.8 3.25698 1.57895 50.0 49.55 301.0 754.0
18 6.5 6.5 13.0 3.57335 1.73167 54.0 53.52 301.0 754.0
Linear Regresstion YON X:Y=mX+b Average 301.0 754.0
1 |Slope (m) 2.07156|Linear Equation l'2 0.992977 |Pstd(mmHg) 760.0
2 |Intercept(b) -0.01390|Set Point Flow Rate (X)(mglmin) 1.133 r 0.9964823 | Ty1e 298.0
3 |Correlation Coefficient () 0.99980|Final Set Flow Rate = (1) 0 (Pa/Pstd)*(Tstd/Ta) 0.982217171
Result C=(Pa/Psld)*(Tstd/Ta)~0.5 0.991068701
COMMENT
Andersen Instruments, Inc.

IC (CFM) Qstd-IC y = 27.578219x + 5,706947
70.00 -R? = 0.992977

60.00 : - : . '

50.00

40.00

30.00

20.00

10.00

0.00

Qstd (m*min)
0.00 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.20 2.40

Checked By

Technician Environmental Scientist

F-AB-028, Rev. 02, June 3, 2019
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NAC

JIRANATEE ASSOCIATES CO.,LTD.

Jiranatee Associates Co.,Ltd.

63/14-15, 67/35-36

Petchkasem 7,7/1, Rd. Watthapra, Bangkokyai,
Bangkok 10600 (Thailand)

Tel: +6608680812

Mobile: +66863999453

E-mail: jnac-calibration@jiranatee.com

Web site: www.jiranatee.com

Certificate No. : COF-007-66

MEASUREMENT ITEM
MANUFACTURER
MODEL/TYPE

SERIAL NUMBER

ID NUMBER

CONDITION AS-RECEIVED
CUSTOMER

RECEIVED DATE
MEASUREMENT DATE
ISSUE DATE

ENVIRONMENTAL CONDITIONS:

Accredited calibration laboratory
ISO/IEC 17025:2017
NSC-TISI-TIS 17025
CALIBRATION 0367

Flow measurement laboratory
Calibration services department.

CALIBRATION 0367

CERTIFICATE OF CALIBRATION

: Top Load Orifice
: TISCH

: TE-5025A
13142

: Used item
: Environment Research & Technology Co., Ltd.

25/114 Moo 6 Soi Chinaket 1, Ngamwongwan Road,
Toongsonghong, Laksi, Bangkok 10210

127 Jul 2023
: 03 Aug 2023
1 03 Aug 2023

Ambient condition in the laboratory are as follow:

Temperature
Relative Humidity
Atmospheric Pressure

CALIBRATION CONDITION:
Preconditioning
Measurement Condition

:23.0+3.0 €
:55.0+15.0 %RH
:1010+ 10 hPa

: 24 hours at ambient conditions.
: The average values during measurement are 23.9 °C and 51.0 %RH.

NOTED: The certificate is valid only to the item calibrated on date and place of calibration.

TABULATION OF RESULTS:

The table on next page give the measured values.

Calibrated by:

I Mr. Sorawit Thachalad
3 Miss littraporn Lertsomphol

NAC—

JIRANATIE ASSOCIATES CO. ,LTD,

/

)
|

Approved signatory: ......

Page 1 of 2 Pages

Calibration procedure:

The Orifice gas flow device was calibrated against
Standard Rotary Displacement Meter (Roots
Meter) Model G65/IMC/W2-dp. The WI-CL-004
was used as a calibration guideline.

Traceability:

This certificate provides a traceability of The
measurement to recognized the national
standards, and to realization of the international
system of units (SI) through the VSL (National
Metrology Institute of Netherlands) via Certificate
number: G2211901

Uncertainty of Measurement:

The reported uncertainty of measurement is based
on the standard uncertainty multiplied by a
coverage factor k=2, Which for a normal
distribution corresponds to a coverage probability
of approximately 95%. The standard uncertainty
has been determined in accordance with the GUM
‘Evaluation of measurement

data - Guide to the expression of uncertainty in
measurement’

Calibration Department Manager

THIS CERTIFICATE REPORT MAY NOT BE REPRODUCED EXCEPT IN FULL UNLESS PERMISSION FOR REPRODUCTION HAS BEEN OBTAINED

IN WRITING FROM THE LABORATORY

A-30


User
Rectangle


NAC

JIRANATEE ASSOCIATES CO.,LTD.

Continuation of Certificate of Calibration Number COF-007-66

MEASUREMENT RESULTS:

Page 2 of 2 Pages

The Orifice gas flow device was calibrated by direct comparison method with the Standard Rotary Displacement Meter (Roots Meter). The Humid air was used as a
medium in the system. The standard conditions are 25°C (298.15 K) and 760 mmHg for standard temperature and standard pressure respectively.

Table 1: The results of Q Standard calibration data

Flow rate Pressure Temperature Temperature Ap_meter Ap_Orifice Standard Flow [Q]
Plate [Pa] [Ta] [Tm] Y
m’/min mmHg (= °c mmHg inH,0 m®/min

1 0.705 753.836 23.89 23.18 54.696 1.811 1.343 0.653
2 1.001 753.846 23.89 23.35 58.317 3.580 1.888 0.921
3 1.125 753.879 23.79 23.39 41.720 4.770 2.180 1.060
4 1.165 753.871 23.73 23.34 30.039 5.298 2297 1.116
5 1.419 753.850 24.05 23.64 30.331 7.879 2.800 1.357

Slope (m): 2.07156

Intercept (5): -0.01390

Correlation coefficient (r): 0.99980

Uncertainty (£=2): 0.015 m*/min

Table 2: The results of @ actual calibration data

Flow rate Pressure Temperature Temperature Ap _meter Ap_Orifice Standard Flow [Q,]
Plate [Pa] [Ta] [Tm] Y
m*/min mmHg °c §C mmHg inH,0 m®/min

1 0.705 753.836 23.89 23.18 54.696 1.811 0.845 0.656
2 1.001 753.846 23.89 23.35 58.317 3.580 1.188 0.925
3 1.125 753.879 23.79 23.39 41.720 4.770 1.371 1.064
4 1.165 753.871 23.73 23.34 30.039 5.298 1.444 1.120
5 1.419 753.850 24.05 23.64 30.331 7.879 1.762 1.363

Slope (m): 1.29751

Intercept (b): -0.00875

Correlation coefficient (r): 0.99980

Uncertainty (4 =2): 0.015 m®/min

***End of Certificate of Calibration***

NAC

i JIRANATEE ASSOCIATES CO.,LTh.
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Calibration Certificate ID M ETTLE R To L E Do
TH3067-067-011524-ACC-TH

Mettler-Toledo (Thailand) Ltd.

846/4 - 846/5 Lasalle Rd., Bangna Tai Sub-District
Bangna District, Bangkok 10260 ‘ ‘
+662 723 0382

MT-TH.ServiceSupport@mt.com NSC-TISI-TIS 17025
CALIBRATION 0062

Accuracy Calibration Certificate

Customer
Company: Environment Research & Technology Co., Ltd.
Address: 25/114 Moo 6, Soi Chinaket 1, Ngamwongwan Rd., Toongsonghong
City: Laksi Contact: Ramita Taengthai
Zip / Postal: 10210
State / Province: Bangkok
orcertumber NN
0332963611

Weighing Device

Manufacturer: Mettler Toledo Instrument Type: Weighing Instrument
Model: AB204-S Asset Number: ERTC-L-IN-0048
Serial No.: 1123103723 Terminal Model: N/A
Building: N/A Terminal Serial No.: N/A
Floor: 4 Terminal Asset No.: N/A
Room: 406
Max. Capacity Readability (d)
1 220 g 0.0001 g
Procedure
Calibration Guideline: EURAMET cg-18 v. 4.0 (11/2015)
METTLER TOLEDO Work Instruction: CP/W002/20

This calibration certificate contains measurements for As Found and As Left calibrations.
The sensitivity/span of the weighing instrument was adjusted before As Found and As Left calibrations with a built-in weight.

In accordance with EURAMET cg-18 (11/2015), the test loads were selected to reflect the specific use of the weighing device or to

accommodate specific calibration conditions.

e ot 1 iy |

As Found Start: 25.4 °C End: 25.3 °C Start: 36.4 % End: 34.9 %
As Left Start: 25.3 °C End: 25.2 °C Start: 34.9 % End: 34.1 %
As Found Calibration Date: 15-Jan-2024 Calibrator:
As Left Calibration Date: 15-Jan-2024
Issue Date: 15-Jan-2024
Approved Signatory:

Technical Manager / Head of Calibration Center

Software Version: 1.23.2.187 © METTLER TOLEDO Page 1 of 5
Report Version: 2.17.16 This is an original document and may not be partially reproduced without the
Form Number: F103C written permission of the issuing calibration laboratory.
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Calibration Certificate ID
TH3067-067-011524-ACC-TH

METTLER TOLEDO Service

Measurement Results

Repeatability

Test Load: 100 g

As Found As Left As Found

1 99.9993 g 100.0002 g ¢ As Left 1 (Test Point)
2 99.9993 g 100.0002 g T
3 99.9992 g 100.0003 g 4d T~
4 99.9992 g 100.0002 g
5 99.9993 g 100.0002 g
6 99.9994 g 100.0003 g
7 99.9993 g 100.0002 g
8 99.9992 g 100.0001 g
9 99.9993 g 100.0002 g
10 99.9994 g 100.0003 g
gz?:;‘;: 0.00007 g 0.00006 g
6
The "d" in the graph represents the readability of the range/interval in which the
test was performed.
The results of this graph are based upon the absolute values of the differences
from the mean value.
Eccentricity
Test Load: 100 g
Position As Found As Left
1 99.9993 g 100.0002 g
2 99.9994 g 100.0003 g
3 99.9994 g 100.0003 g
4 99.9992 g 100.0001 g
5 99.9992 g 100.0001 g
th::,(iiranﬁl::: 0.0001g 0.0001g As Found As Left

The "d" in the graph represents the readability of the range/interval in which
the test was performed.

Software Version: 1.23.2.187

Report Version: 2.17.16
Form Number: F103C

© METTLER TOLEDO

Page 2 of 5

This is an original document and may not be partially reproduced without the

written permission of the issuing calibration laboratory.
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Calibration Certificate ID
TH3067-067-011524-ACC-TH

METTLER TOLEDO Service

Error of Indication

As Found
Reference Value Indication Error of Indication Expanded Uncertainty k
1 0.0000 g 0.0000 g 0.0000 g 0.16 mg 2
2 0.0500 g 0.0501g 0.0001 g 0.17 mg 2
3 0.1000 g 0.1000 g 0.0000 g 0.17 mg 2
4 0.5000 g 0.5001 g 0.0001 g 0.17 mg 2
5 1.0000 g 1.0000 g 0.0000 g 0.17 mg 2
6 5.0000 g 4.9999 g -0.0001 g 0.17 mg 2
7 10.0000 g 9.9998 g -0.0002 g 0.18 mg 2
8 50.0000 g 49.9996 g -0.0004 g 0.21 mg 2
9 100.0001 g 99.9993 g -0.0008 g 0.26 mg 2
10 150.0001 g 149.9989 g -0.0012 g 0.36 mg 2
1 200.0000 g 199.9985 g -0.0015g 0.40 mg 2
As Left
Reference Value Indication Error of Indication Expanded Uncertainty k
1 0.0000 g 0.0000 g 0.0000 g 0.14 mg 2
2 0.0500 g 0.0500 g 0.0000 g 0.15 mg 2
3 0.1000 g 0.1000 g 0.0000 g 0.15 mg 2
4 0.5000 g 0.5000 g 0.0000 g 0.15 mg 2
5 1.0000 g 1.0000 g 0.0000 g 0.15 mg 2
6 5.0000 g 5.0000 g 0.0000 g 0.16 mg 2
7 10.0000 g 10.0000 g 0.0000 g 0.16 mg 2
8 50.0000 g 50.0000 g 0.0000 g 0.19 mg 2
9 100.0001 g 100.0002 g 0.0001 g 0.25 mg 2
10 150.0001 g 150.0002 g 0.0001 g 0.35 mg 2
11 200.0000 g 200.0001 g 0.0001 g 0.39 mg 2
’ As Found
2
€ AslLeft
5
S
_'S 0 I T Z For improved legibility of the graphics
2 X S N ——e -I L only increasing measurement points
5 e~ ———— _ are shown and measurement points
‘g . T O - - ~ - close to zero are not displayed.
w T m—— L
2
-3
0 50 100 150 200

Calibration Points [g]

The uncertainty stated is the expanded uncertainty at calibration obtained by multiplying the standard combined uncertainty by the

coverage factor A — which can be larger than 2 according to EURAMET cg-18. The value of the measurand lies within the assigned range

of values with a probability of approximately 95%.

The user is responsible for maintaining environmental conditions and the settings of the weighing instrument when it was calibrated.

The results of this calibration certificate relate only to the calibrated item.

Software Version: 1.23.2.187

Report Version: 2.17.16

Form Number: F103C

© METTLER TOLEDO

This is an original document and may not be partially reproduced without the

written permission of the issuing calibration laboratory.
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Calibration Certificate ID
TH3067-067-011524-ACC-TH

METTLER TOLEDO

Test Equipment

All weights used for metrological testing are traceable to national or international standards. The weights were calibrated and certified by

an accredited calibration laboratory.

Weight Set 1: OIML E2

Weight Set No.: WS52
Certificate Number: 182272

Thermo Hygrometer

Equipment No.: IN302
Certificate Number: SG-H-00656/66
Remarks

Date of Issue:

Calibration Due Date:

Date of Issue:

Calibration Due Date:

22-Nov-2022
21-May-2024

11-Oct-2023
08-Oct-2024

Value of the built-in weight adjusted
Equipment condition: Good
Next calibration according to customer's procedure

Calibration data not decide by calibration laboratory

End of Accredited Section

The information below and any attachments to this calibration certificate are not part of the accredited calibration.

Software Version: 1.23.2.187

Report Version: 2.17.16 This is an original document and may not be partially reproduced without the

© METTLER TOLEDO

Form Number: F103C written permission of the issuing calibration laboratory.
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Calibration Certificate ID METTLER TOI-EDO D 1iAA
TH3067-067-011524-ACC-TH JUul V

Measurement Uncertainty of the Weighing Instrument in Use

Stated is the expanded uncertainty with k=2 in use. The formula shall be used for the estimation of the uncertainty under consideration of
the errors of indication. The value R represents the net load indication in the unit of measure of the device.

Temperature coefficient for the evaluation of the measurement uncertainty in use: 3.0-10%/K
Temperature range on site for the evaluation of the measurement uncertainty in use: 3K

Linearization of Uncertainty Equation

1 0.0001 g 2209 =0.177 mg + 0.0136 mg/g - R =0.15mg + 0.00644 mg/g - R

To optimize the stability of the linearization, besides of the zero load only increasing measurement points with a test load of 5% of the
measurement range or larger are taken for the calculation of the linear equation.

Absolute and Relative Measurement Uncertainty in Use for Various Net Indications (Examples)

0.0220 g 0.17 mg 0.77% 0.15mg 0.68%
0.2200 g 0.17 mg 0.079% 0.15mg 0.069%
2.2000 g 0.20 mg 0.0091% 0.16 mg 0.0075%

22.0000 g 0.47 mg 0.0021% 0.29 mg 0.0013%

220.0000 g 3.2mg 0.0014% 1.6 mg 0.00071%

3 g

> 2

S £

= I

5 g

o

c <

5 S

g s

3 £

<

25 50 75 100 0.0001 0.001 0.01 0.1 1 10 100 1000
Weighing Range [%] Reading [g]
As Found As Left

Software Version: 1.23.2.187 © METTLER TOLEDO Page 5 of 5
Report Version: 2.17.16 This is an original document and may not be partially reproduced without the
Form Number: F103C written permission of the issuing calibration laboratory.
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Attachment to Calibration Certificate:
TH3067-067-011524-ACC-TH
GWP® Certificate

GWP®
Certificate

As As
Found Left

The weighing device meets the given The weighing device meets the given
process requirements. process requirements.
Tests Performed: As Found As Left

Process Requirements

Weighing Tolerance: 1% | Smallest Net Weight: 0.0500 g Safety Factor: 2

Safe Weighing Range

>
£
(]
©
8
3
=]
5
g Relative Measurement Uncertainty [%]
H
§ /
o
= /
Weighing Tolerance: 1%
Safe To Weigh
Weighing Range [g] Capacity
0.0001 g 0.01507 g 0.0500 g
Readability Smallest Net Weight
Minimum
Weight
Determined

While the values in this graph reflect the actual calibration results, the measurement uncertainty curves are simply a visual representation. This graph reflects As Left testing, unless only As Found
was performed.

Software Version: 1.23.2.187 © METTLER TOLEDO Page 1 of 4
Report Version: 2.17.16 This is an original document and may not be partially reproduced without the
Form Number: F103C written permission of the issuing calibration laboratory.
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Attachment to Calibration Certificate:
TH3067-067-011524-ACC-TH
GWP® Certificate

METTLER TOLEDO

Minimum Weight

As Found Minimum Weight Table

Minimum weights for different weighing tolerances and safety factors

Safety Factor
Tolerance 1 2 3 5 10
0.1% 0.17097 g 0.34671g 0.52742 g 0.90460 g 1.951109g
0.2% 0.08490 g 0.17097 g 0.25823 g 0.43643 g 0.90460 g
0.5% 0.03382 g 0.06783 g 0.10202 g 0.17097 g 0.34671g
1% 0.01689 g 0.03382¢g 0.05080 g 0.08490 g 0.17097 g
2% 0.00844 g 0.01689 g 0.02535g 0.04231g 0.08490 g
5% 0.00337 g 0.00675 g 0.01013 g 0.01689 g 0.03382 g
« Pass: The determined minimum weight meets the requirement for the smallest net weight.
As Left Minimum Weight Table
Safety Factor
Tolerance 1 2 3 5 10
0.1% 0.15153 g 0.30504 g 0.46056 g 0.77780 g 1.60910 g
0.2% 0.07552 g 0.15153 g 0.22803 g 0.38254 g 0.77780 g
0.5% 0.03015 g 0.06038 g 0.09068 g 0.15153 g 0.30504 g
1% 0.01507 g 0.03015¢g 0.04525 g 0.07552 g 0.15153 g
2% 0.00753 g 0.01507 g 0.02261 g 0.03770 g 0.07552 g
5% 0.00301 g 0.00602 g 0.00904 g 0.01507 g 0.03015g

« Pass: The determined minimum weight meets the requirement for the smallest net weight.

At these net minimum weight values, the measurement uncertainty of the weighing device is equal to or less than 1/1 (no safety factor), 1/2,

1/3, 1/5, or 1/10 of the required tolerance. The values are calculated with k = 2 and based on the linear formula of the measurement uncertainty

of the weighing device in use.

The safety factor for As Found is always 1. This implies no safety factor. As Found testing looks at the behavior of the instrument from the past
until test occurred. For the past, it is necessary to know that the tolerance was met, but not the safety factor. The safety factor is a proactive

measure to apply for future measurements.

Notes on minimum weight values in above table:
1. If "N/A" is shown above, no appropriate value could be calculated.

2. METTLER TOLEDO is not responsible for the definition of the process requirements.

Software Version: 1.23.2.187 © METTLER TOLEDO Page 2 of 4

Report Version: 2.17.16 This is an original document and may not be partially reproduced without the

written permission of the issuing calibration laboratory.
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Attachment to Calibration Certificate: METTLER TOLEDO alaVilaTa
TH3067-067-011524-ACC-TH ) ‘

GWP® Certificate

Measurement Results

Results Summary

v v v

As Found

As Left v v v

' =Passed
X =Failed

1\ = Safety Factor not met

Repeatability

Test Load: 100 g

Control Limit Std. Deviaton | Resut |  Std.Deviaton |  Resut |
N/A N/A

0.1% N/A

0.2% 0.00005 g X X

0.5% 0.00013 g v v
0.00007 g* 0.00006 g*

1% 0.00025 g v v

2% 0.00050 g v v

5% 0.00125 g v v

*The calculated standard deviation value is below the rounding error of the balance. The 0.41*d rule is used for the assessment of this
repeatability test and the calculation of the minimum weight.

The weighing tolerance is met if the standard deviation is less than or equal to the corresponding control limit.

Eccentricity

Test Load: 100 g

0.1% 0.0500 g v v
0.2% 0.1000 g v v
0.5% 0.2500 g v v
0.0001 g 0.0001 g
1% 0.5000 g v v
2% 1.0000 g v v
5% 2.5000 g v v
The weighing tolerance is met if the deviation is less than or equal to the corresponding control limit.
Software Version: 1.23.2.187 © METTLER TOLEDO Page 3 of 4
Report Version: 2.17.16 This is an original document and may not be partially reproduced without the
Form Number: F103C written permission of the issuing calibration laboratory.
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Attachment to Calibration Certificate: METTLER TOLEDO D ar 1iAA

TH3067-067-011524-ACC-TH
GWP® Certificate

Error of Indication

As Found

Control limits for various weighing tolerances

Refersnco Valuo

0.0000 g 0.0000 g
50.0000 g -0.0004 g 0.0250 g 0.0500 g 0.1250 g 0.2500 g 0.5000 g 1.2500 g
100.0001 g -0.0008 g 0.0500 g 0.1000 g 0.2500 g 0.5000 g 1.0000 g 2.5000 g
150.0001 g -0.0012 g 0.0750 g 0.1500 g 0.3750 g 0.7500 g 1.5000 g 3.7500 g
200.0000 g -0.0015g 0.1000 g 0.2000 g 0.5000 g 1.0000 g 2.0000 g 5.0000 g
L resut R v v v v v
As Left

Control limits for various weighing tolerances

Reference Value

0.0000 g 0.0000 g

50.0000 g 0.0000 g 0.0250 g 0.0500 g 0.1250 g 0.2500 g 0.5000 g 1.2500 g
100.0001 g 0.0001 g 0.0500 g 0.1000 g 0.2500 g 0.5000 g 1.0000 g 2.5000 g
150.0001 g 0.0001 g 0.0750 g 0.1500 g 0.3750 g 0.7500 g 1.5000 g 3.7500 g
200.0000 g 0.0001 g 0.1000 g 0.2000 g 0.5000 g 1.0000 g 2.0000 g 5.0000 g

Rt [RG v v v v v

The weighing tolerance is met if the error (of indication) for each test point is less than or equal to the corresponding control

limit for that particular weighing tolerance. Results at or close to the zero point cannot be assessed.

Software Version: 1.23.2.187 © METTLER TOLEDO Page 4 of 4
Report Version: 2.17.16 This is an original document and may not be partially reproduced without the
Form Number: F103C written permission of the issuing calibration laboratory.
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Environment Research & Technology Company Limited
25/114 Mu 6 Soi Chinnakhet 1, Ngam Wong Wan Road,

Thung Song Hong, Lak Si, Bangkok 10210

Tel 0-2954-7745-6 Fax 0-2954-7747

E-mail : envi@enviresearch.co.th

=
envi research -
V

www.enviresearch.co.th
Head Office/Tax ID 0105 542 064 981

ENVIRONMENT RESEARCH & TECHNOLOGY Co., LTD.

Calibration Data of CO Analyzer

Analyzer Performance Test

Equipment Gas Analyzer (CO) Customer Name v hsauliuv
Manufacture HORIBA Location Envi Research
Model APMA-370 Quatation 2024-00991
Serial No. YKACO90F Calibration Date April 18, 2024
Analyzer Unit ppm Time 1:35 PM

Instruments for Calibration

Instruments Manufacture Model Serial Number
Zero Air Supply Thermo Env. 111 0700419829
Dynamic Dilution Calibrator Tanabyte 300 0165
Standard Gas Components CO = 4,487 ppm
Cylinder No : EB0123013 NO = 46.1 ppm
Expire Date : Oct 22, 2027 SO,= 46.0 ppm
Single Point Calibration
Standard Gas Stan‘(:alrd Gas Analyzer Value ( ppm ) Stability % Abs Error
daille Before After Before | After
Zero 0 0.00 0.00 - - -
Span 40 38.24 40.00 - - 4.40
i_._._._._._._._._._._._._._._._._._._._.T_.y_:.;(__..-l_‘i
I Calibration Curve | |R?=1.00 !
50 |
I —_
£ I
|78 401 I
k7
I % 30 1 = @& == Before |!
| = P 0
o 20 4—m—— — :/?“ig.m, A e Ao it o After |.
| £ g SR
° > | 3
| § 10 = I
12 FZ
| 0 g" . ; . . I
[ 000 ST 20 30 40 50 |
Lot e ptandacteValue sl e T ;
STATUS TEST AND VALIDATION OF CO ANALYZER MODEL APMA-370
Observed Value
P i Nominal R
arameter Unit Hefore Adjust After Adjust ominal Range
SIGNAL(MAIN) mV 3.1 4.3 Voltage of the measured CO Value
SIGNAL (COMP) mV 0.3 0.1 Voltage of the interference component Value
CELL °c 32.1 31.4 Ambient + (5 to 10 C)
PUMP kpa 421 421 less than 65
AMBIENT kpa 101.0 100.9 Atmospheric pressure
DC 24V mV 23.9 23.9 24+/- 0.5V
DC 5V mV 4.9 4.9 5+/- 0.5\

Calibrate By :

April 18, 2024

April 18, 2024
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