
SIRIMAYA CO.,LTD.

OZO Samui
คุณเอกชัย 092-6425646

Jockey Pump CR 3-17 HQQE
A96516662 / P11315

Grundfos
MG90SB2

  1.5                     3*380-415
50              2900                   3.45

ทำการตรวจเช็ค PM Fire Pump & Jockey Pump ครั้งที่ 2/8 (2025)

         SPO/AOA

400342456

อะไหล่ที่ชำรุดทางกรุนด์ฟอสจะเสนอราคาซ่อมต่อไป

18       09      2025

ทำการเปลี่ยน Consumable parts Fire pump 1 Set

18       09      2025

18       09      2025



Package P/N:
Company      : SIRIMAYA CO.,LTD
Concact         : คณุเอกชยั 092-6425646
Location        : OZO CHAWENG SAMUI
Date               :

1.1)  ENGINE
1.1.1  Brand
1.1.2  type
1.1.3  S/N  
1.1.4  HP 104 HP.
1.1.5  RPM. 2800 RPM.
1.1.6 Battery Size 12 V.DC. 200 AMP
1.1.6 Diesel

1.2)  PUMP
1.2.1  Brand
1.2.2  MODEL
1.2.3  S/N 9927057461-10-A
1.2.4  GPM. 750 GPM.
1.2.5  Head 114 PSI 
1.2.6  Size 10.25  IMPELLER MM.

1.2.7  RPM.                   23502,800   RPM.

1.3)  CONTROL PANEL
1.3.1  Brand
1.3.2  Model
1.3.3  S/N
1.3.4  Part
1.3.5  Max. working pressure 300 Psi
1.3.6  Input voltage 220-240VAC/12VDC
1.3.7  Charger unit 2 Unit

-  S/N -

2. COMPONENTS CHECK LIST
2.1)  ENGINE 2.2)  PUMP

2.1.1  Shock Absorbers 2.2.1  Main Release Valve
2.1.2  Fuel Pipe 2.2.2  Suction Gauge
2.1.3  Engine Oil Cap. 2.2.3  Discharge Gauge
2.1.4  Battery 2.2.4  Air Release Valve
2.1.5  Fuel Tank 2.2.5  Waste cone
2.1.6  Fuel Level 2.2.6  Pressure sensing Line
2.1.7  Control Panel 2.2.7  Drainage piping 
2.1.8  Heat Exchanger
2.1.9  Tachometer
2.1.10  Running Hour Meter
2.1.11  Temp. Gauge
2.1.12  Oil Pressure Gauge
2.1.13  Fuel Pressure Gauge
2.1.14  Exhaust System
2.1.15  Cooling heat exhcanger system

GRUNDFOS(THAILAND) LTD.

Firetrol
FTA1100-JL12N

17 ธันวาคม 2567

Fire Pump Preventive Maintenance  Report 2023 คร ัง้ที ่7/8

1. ENGINE FIRE PUMP SPECIFICATIONS

CLARKE
JU4H-UF34
PE4045T909579

Peerless Pump
5AEF11

-
FZ1352598

Tel: 662 7258999,076 390569
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Dokmai, Pravej, Bangkok  10250
92 Chaloem Phrakiat Rama 9 Road

หนา้ที่ Fire-pump Engine drive DFPA1
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3.1)  INSTALLATION ENGINE FIRE PUMP CONTROL      Test
3.1.1  Charge Unit
3.1.2  Pressure Sensor

-  Start setting
-  Stop setting
-  Reset (option 3)

3.1.3  Pressure Recorder
3.1.4  Timer Program
3.1.5  Control Switch

-  Test
-  Auto on
-  Off
-  Man. 1
-  Man. 2

3.1.6  Alarm Bell
3.1.7 Lamp Show

-  Failure To Start
-  Low Oil Pressure
-  Battery 1 failure
-  Battery 2 failure
-  over speed
-  Auto on
-  Pump room temp. low
-  Low fuel level
-  Relief valve open
-  Reservoir low
-  Flow meter on
-  Reservoir Empty

3.2)  Operating engine fire pump
3.2.1  Vibration                   Good              Poor
3.2.2  Noise                   Good              Poor
3.2.3  Heating                   Good              Poor

3.3)  Manual Emergency (Handle) Operation
     (Minimum of 5 minutes)                   Good              Poor

3.4)  OPERATING DATA FOR ENGINE
3.4.1  Speed RPM.
3.4.2  Running hour Hr.
3.4.3  Temperature C.  
3.4.4  Oil pressure Psi
3.4.5  Fuel pressure Psi
3.4.6  No turbine load  :  Shut down the engine at speed RPM.
3.4.7  Full rate turbine load  :  The engine at a speed RPM.
3.4.8  Over speed Shut dow Divice  :  The engine at a speed RPM.
3.4.9  Cooling Heat exchanger system pressure Psi

 3. FIRE PUMP WITH ENGINE TEST REPORT

หนา้ที่ Fire-pump Engine drive DFPA1

2,851
46.7
68.6
24
-
-
-
-

31



3.5)  OPERATION DATA FOR PUMP
3.5.1  Suction Psi
3.5.2  Discharge Psi
3.5.3  Main relief valve setting Psi
3.5.4  Manual start

Start                   Good              Good  Poor
Stop                   Good              Good  Poor

3.5.5  Auto start
Start at Psi
Stop by Manual / Auto

3.5.6 Pressue keeping in line Psi

3.6)  FLOW TESTS

Speed(RPM)
Pressure (Psi)
Flow rate (GPM.)
Flow rate (%) 0% 50% 100% 150%

        Date Engine Fire pump run speed at 

500

400

300

200

100

0

3.7)  COMMENT

Date of test  
Withessed by
Approved by
Tested by

24/10/2024

SPO/AOA

Pr
es

su
re

(P
SI

)(
Ft

.)

Flow rate (GPM.)

หนา้ที่ Fire-pump Engine drive DFPA1

0
110
120

65

110

Oil Pressure Gauge,Temp Gauge,Volt Gauge Battery 1,2เสื่อมสภาพ
ท่อไอเสียผุเป็นรู

สถานะ Auto 

18/09/2025

แก้ไขเติมเติมน้ำกลั่นBattery



 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Package P/N :  GRUNDFOS(THAILAND) LTD.
Company       :   92 Chaloem Phrakiat Rama 9 Road
Concact          : คณุเอกชยั 092-6425646  Dokmai, Pravej, Bangkok  10250
Location         : Tel: 662 7258999,076 390569
Date                :

1)  MOTOR
1.1  Brand Grundfos
1.2  Type MG90SB2-24FT115-H3
1.3  MODEL 85U05906
1.4  KW. Or HP. 1.5 kW.  
1.5  Amp. 3.45 Amp.
1.6  Volt 380-415 Volt
1.7  HZ 50 HZ.
1.8  RPM. 2900 RPM.
1.9  Frame -

2)  PUMP  
2.1  Brand GRUNDFOS
2.2  MODEL A96516662   
2.3  TYPE CR3-17
2.4  GPM. 3 m3/hr
2.5  Head Feet 82.8 M
2.7  RPM. 2900 RPM.
2.8 Horizontal Vertical

3)  CONTROL PANEL
3.1  Brand Firetrol
3.2  Model FTA570F-AG002F  
3.3  S/N FZ1352601
3.4  Part -
3.5  Max.  Working pressure 300 Psi
3.6  Voltage 380-415 Volt
3.7  KW. Or HP. 2 HP
3.8  Phase 3 Phase
3.9  HZ 50/60 HZ.

4)  Operating Jockey pump
4.1  Vibration Good Poor
4.2  Noise Good Poor
4.3  Heating Good Poor

5)  Manual Emergency (Handle) Operation (Minimum of 5 minutes) Good Poor
      (Minimum of 5 minutes)
6)  OPERATIONG DATA FOR MOTOR

6.1  Voltage
7.1.1 L 1 - L 2 Volt
7.1.2 L 1 - L 3 Volt
7.1.3 L 3 - L 2 Volt

   JOCKY PUMP PREVENTIVE MAINTENANCE REPORT 2023 คร ัง้ที ่5/8

SIRIMAYA CO.,LTD

OZO CHAWENG SAMUI
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6.2  Ampere
7.2.1 L 1 Amp.
7.2.2 L 2 Amp.
7.2.3 L 3 Amp.

6.3 Over load 4.9 Amp.
6.4  Speed 2900 RPM.

6.5  Phase Reversal Test Right Wrong

7)  SWITCH BOARD CONTROL CHECK
7.1  Control Switch

8.1.1  Manual Good Poor
8.1.2  Off Good Poor
8.1.3  Auto Good Poor

8)  OPERATING DATA FOR PUMP
8.1  Manual Start

Start                   Good                     Poor
Stop                   Good                     Poor

8.2  Auto start
Start at Psi
Stop at Psi

8.3  Minimum running sec.
8.4  Release valve setting Psi.

9)  COMMENT :

Date of test
withessed by
Approved by
Tested by SPO/AOA

17/10/2024

2.58
2.51
2.70

85
100

5
115

สถานะ Auto
Insulation Motor 187 MΩ
ทำการปรับตั้งRelease Valve ใหม่ให้ระบายแรงดันที่ 115 Psi ก่อนปรับระบายแรงดันที่ 120 Psi

18/09/2025



 

 



SIRIMAYA CO.,LTD.

OZO Samui

Hydro MPC-F 3xNBG 50-32-200/190BAQE
A96703895 , P113060001

Grundfos
MMG:132S-2-38FF266-G2 , P/N 96382651

  5.5                     3*400
50              2900                   11.0

         SPO/AOA

501650409 11       11     2025

คุณเอกชัย 092-6425646

11       11     2025 11       11     2025

2.     IO351B 9616730                                                  1                                     
1.     Service Charge                                                      1                                       

-ตรวจสอบพบ IO351B ชำรุด

-แก้ไขเปลี่ยน IO 351B แทนที่ตัวเก่าที่ชำรุด

-รับประกันเฉพาะอะไหล่ที่เปลี่ยน 6เดือน ตามการใช้งานตามปกติเท่านั้น
-หลังจากเปลี่ยน IO351B ทำการทดการการทำงานระบบสามารถทำงาน Auto ได้ปกติ

-ตรวจสอบพบ CU352 Alarm Communication fault(10)ระบบไม่ทำงาน Auto

ความผิดปกติของระบบไฟฟ้า
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