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LABORATORY ACCREDITATION
BLADSS

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 NSC-TISI-TIS 17025  TESTING

UNITED ANALYST AND ENGINEERING

consuLTanT comeany umren  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063
ANALYSIS REPORT

CUSTOMER NAME : BOSTON PARK COMPANY LIMITED

ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240

CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com

SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE . EFFLUENT RECEIVED DATE : JULY 21, 2025

SAMPLING DATE 1 JULY 21, 2025 ANALYTICAL DATE + JULY 21-29, 2025

SAMPLING TIME : 14:50 HOUR ISSUE DATE : AUGUST 1, 2025

SAMPLING METHOD : GRAB REPORT NO. : 2025-U069229

SAMPLING BY WORK NO. : 2024-011423

ANALYZED BY ANALYSIS NO. : T25AP997-0002

RESULY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
RaiiuhdnAae1ms | STANDARD LiMIT | QUANTITATION
i Guannne (L0Q)
T25AP997-0002

pH? - ELECTROMETRIC METHOD (AT SITE) SM 7.1(318°C) 5590 - -
PART 4500-H* B AND 1060 B

BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 760 <20 - 20
PART 5210 B AND PART 4500-O G)

TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 323 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)

TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 341 <1,000 E 25
180 °C (SM: PART 2540 C)

SETTLEABLE SOLIDS® muL IMHOFF CONE (SM: PART 2540 F) <041 - 01 -

FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND R 01 R
METHOD (AT SITE)

SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 050
-8z F)

TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE. TP WAS 001 182 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C

OIL AND GREASE? mg/L LiQuID-LIQUID, 4 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID

SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 t“EDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bsi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ m;‘w s %"’ﬂv ® THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
e L e 1 0 00O 0O

- End of Analysis Report -
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NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
'UNITED ANALYST AND ENGINEERING
consuLrant cowpany Lmen  T€10 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com

SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : JULY 21, 2025
SAMPLING DATE 1 JULY 21, 2025 ANALYTICAL DATE : JULY 21-29, 2025
SAMPLING TIME : 15:10 HOUR ISSUE DATE : AUGUST 1, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U069228
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AP997-0001
RESHLY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
JaiAuthdudaans | STANDARD LIMIT  |QUANTITATION
dogintantu (LoQ)
T25AP997-0001
pH? - ELECTROMETRIC METHOD (AT SITE) SM:| 75 (346°C) 5590 - -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND2, mg/L MEMBRANE ELECTRODE METHOD (SM: 1446 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS® mg/L TOTAL SUSPENDED SOLIDS DRIED 316 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L. TOTAL DISSOLVED SOLIDS DRIED AT 1578 < 1,000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muUL IMHOFF CONE (SM: PART 2540 F) 05 - 0.1
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 01
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 175 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LIQUID-LIQUID, 642 <20 & )
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bsi<—m 15076001 5045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaity Envronmental Occupational
e [t sty ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
il il i 7 | 0000 OO A

- End of Analysis Report -



BLADSS

UAE United Analyst and Engineering Consultant Co., Ltd.

el B o 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
consuLTant company Lneo  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE + JULY 21, 2025
SAMPLING DATE 1 JULY 21, 2025 ANALYTICAL DATE : JULY 21-29, 2025
SAMPLING TIME : 14:30 HOUR ISSUE DATE : AUGUST 1, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U069231
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AP997-0004
PARAMETER UNIT METHOD OF ANALYSIS fety REGULATORY | DETECTION | HIMITOF
FaAmhssuninia STANDARD LMIT  |QUANTITATION
dudus (LoQ)
fugnnmnacnay
T25AP997-0004
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 72 (318°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 328 <20 - 20
PART 5210 B AND PART 4500-0 G)
TOTAL SUSPENDED SOLIDS® mgl. | TOTAL SUSPENDED SOLIDS DRIED 278 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mglL | TOTAL DISSOLVED SOLIDS DRIED AT 32 <1000 > 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL | IMHOFF CONE (SM: PART 2540 F) <01 . 01
FREE CHLORINE® mglCl, |MODIFIED DPD COLOURIMETRIC ND - 01 =
METHOD (AT SITE)
SULPHIDE® mglL | IODOMETRIC METHOD (SM: PART 4500 <050 <10 R 050
&R
TOTAL KJELDAHL NITROGEN? mgll | IN-HOUSE METHOD: UAE TPWAS 001 89 <35 15 50
(KJELDAHL METHODY); SM: PART
4500-Norg C
OIL AND GREASE® mgl  |LQUID-LQUD, <3 <20 " 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

P (T, LABORATORY ACCREDIATION

NSC-TISI-TIS 17025  TESTING
TESTING 0207 No. 0063

1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
© : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi 1509001 15074001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaity Emvironmental Occupational
@ ot Managemert Sttty © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
e s B e u A

- End of Analysis Report -

Q LABORATORY ACCREDITATION
L‘AE United Analyst and Engineering Consultant Co., Ltd. B\ SR\ s

s e 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, B_angkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTant coneany Lniren 110 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT

CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE 1 JULY 21, 2025
SAMPLING DATE : JULY 21, 2025 ANALYTICAL DATE : JULY 21-29, 2025
SAMPLING TIME : 15:00 HOUR ISSUE DATE : AUGUST 1, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U069230
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AP997-0003
RESULT % d LIMIT OF
PARAMETER UNIT METHOD OF ANALYSI! REGULATORY | DETECTION
900 SIS FaAuhsannina STANDARD LIMIT |QUANTITATION
ddus dowminde (LoQ)
TudvdudFaaaiu
T25AP997-0003
pH? - ELECTROMETRIC METHOD (AT SITE) SM;| 7.1(312°C) 5590 -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 732 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 460 <30 B 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 306 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mU/L IMHOFF CONE (SM: PART 2540 F) <0.1 - 01 -
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 01
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 = 0.50
s
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 136 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQUID-LIQUID, <3 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi<mam 15076001 150 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaiy Emaronmental Occupational
g Maragemt iethwiiier ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
eV il i i | 00 A O

- End of Analysis Report -
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LABORATORY ACCREDITATION
BLA-DSS

UAE United Analyst and Engineering Consultant Co., Ltd. E\ 22N\
Z/a -

et 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Blangkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTanT comeany ummep  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com

SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE . EFFLUENT RECEIVED DATE + AUGUST 18, 2025
SAMPLING DATE : AUGUST 18, 2025 ANALYTICAL DATE 1 AUGUST 18-25, 2025
SAMPLING TIME : 13:48 HOUR ISSUE DATE : AUGUST 28, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U077404
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AR959-0001
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS = REGULATORY | DETECTION
JeiAmhdudaa1ans | sTANDARD LimiT  |QUANTITATION
aginlalu (LoQ)
T25AR959-0001
pH2 = ELECTROMETRIC METHOD (AT SITE) SM:| 66 (32.3°C) 55-9.0
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| ~ mgiL MEMBRANE ELECTRODE METHOD (SM: 303 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 177 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 348 < 1,000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mU/L IMHOFF CONE (SM: PART 2540 F) 05 = 01 i
FREE CHLORINE® mg/LCl, MODIFIED DPD COLOURIMETRIC ND - 0.1 =
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 052 <10 - 0.50
)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE. TP WAS.001 159 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LIQUID-LIQUID, 185 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 lhEDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi 105001 15074001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaty Emvironmental Occupationsl
Ymmget Managenert oty © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
el o™ i “1 00 AP0 OO O
- End of Analysis Report -
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TESTING 0207 No;0063

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING
consuLTanT company Lreo  Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240

CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE 1 JULY 21, 2025
SAMPLING DATE : JULY 21, 2025 ANALYTICAL DATE 1 JULY 21-29, 2025
SAMPLING TIME : 14:40 HOUR ISSUE DATE 1 AUGUST 1, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U069232
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AP997-0005
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS T REGULATORY | DETECTION
e isnauszuag STANDARD LIMIT QUANTITATION
aananTAsums (LoQ)
T25AP997-0005
pH? - ELECTROMETRIC METHOD (AT SITE) SM;| 70 (316°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? ~ mg/L MEMBRANE ELECTRODE METHOD (SM: 325 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS® mg/L TOTAL SUSPENDED SOLIDS DRIED 323 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 289 <1,000 ® 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <0.1 - 0.1 =
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 01 -
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <0.50 <10 = 0.50
)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 938 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LIQUID-LIQUID, <3 <20 = 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDl'l'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bSi 1509001 15074001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Qualey Endroomental Cecupations
Beopn erm-«> reoaciadd © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
Wbl s n 0 A0 000

- End of Analysis Report -
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LABORATORY ACCREDITATION
BLA-DSS
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UAE United Analyst and Engineering Consultant Co., Ltd. UAE United Analyst and Engineering Consultant Co,, Ltd. o X ’
3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

e il NSC-TISI-TIS 17025  TESTING st i soise 20 Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhaneng, Bangkok 10260 NSC-TISI-TIS 17025  TESTING

consuLTanT cowpany mreo - Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  1esTiNG 0207 No. 0063

consuLTanT company Luireo 1610 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS 1 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240 ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : AUGUST 18, 2025 SAMPLE TYPE : EFFLUENT RECEIVED DATE : AUGUST 18, 2025
SAMPLING DATE : AUGUST 18, 2025 ANALYTICAL DATE 1 AUGUST 18-25, 2025 SAMPLING DATE : AUGUST 18, 2025 ANALYTICAL DATE : AUGUST 18-25, 2025
SAMPLING TIME : 13:40 HOUR ISSUE DATE : AUGUST 28, 2025 SAMPLING TIME : 13:35 HOUR ISSUE DATE : AUGUST 28, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U077429 SAMPLING METHOD : GRAB REPORT NO. 1 2025-U077428
SAMPLING BY WORK NO. 1 2024-011423 SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AR959-0003 ANALYZED BY ANALYSIS NO. : T25AR959-0002
RESULT LIMIT OF RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION PARAMETER UNIT METHOD OF ANALYSIS = = REGULATORY | DETECTION
Jaimhsininia | gTANDARD LIMIT |QUANTITATION Jaiuhdudne1ns | gTANDARD LIMIT |QUANTITATION
dudusa dowminie (LoQ) dulnsaznsastGuaIng (LoQ)
Tudvdudaanaiu T25AR959-0002
T25AR959-0003 pH? - ELECTROMETRIC METHOD (AT SITE) SM: 73 (312°C) 5590 & =
pH2 - ELECTROMETRIC METHOD (AT SITE) SM: 69 (316°C) 5590 - - PART 4500-H* B AND 1060 B
PART 4500-H" B AND 1060 B BIOCHEMICAL OXYGEN DEMAND? ~ mg/L MEMBRANE ELECTRODE METHOD (SM: 632 <20 - 20
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 416 <20 - 20 PART 5210 B AND PART 4500-O G)
PART 5210 B AND PART 4500-O G) TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 372 <30 - 50
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 231 <30 - 50 FROM 103 TO 105 °C (SM: PART 2540 D)
FROM 103 TO 105 °C (SM: PART 2540 D) TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 253 <1000 - 25
TOTAL DISSOLVED SOLIDS® mglL TOTAL DISSOLVED SOLIDS DRIED AT 242 <1,000 - 25 180 °C (SM: PART 2540 C)
180 °C (SM: PART 2540 C) SETTLEABLE SOLIDS® mlUL IMHOFF CONE (SM: PART 2540 F) 0.1 - 0.1 -
SETTLEABLE SOLIDS® muUL IMHOFF CONE (SM: PART 2540 F) <01 - 0.1
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 2
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 01 METHOD (AT SITE)
METHOD (AT SITE) SULPHIDE? mg/L IODOMETRIC METHOD (SM: PART 4500 <0.50 <10 - 0.50
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50 -8+ F)
-S*F) TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS.001 277 <35 15 50
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 236 <35 15 50 (KJELDAHL METHOD); SM: PART
(KJELDAHL METHOD); SM: PART 4500-Norg C
4500-Norg C OIL AND GREASE? mg/L LIQUID-LIQUID, 3 <20 - 3
OIL AND GREASE® mg/L LIQUID-LIQUID, <3 <20 - ) PARTITION-GRAVIMETRIC METHOD (SM:
PARTITION-GRAVIMETRIC METHOD (SM: PART 5520 B)
PART 5520 B) SAMPLE CONDITION
SAMPLECONDLTION WATER'S COLOUR/TURBID YELLOW/TURBID
WATER'S COLOUR/TURBID YELLOW/TURBID SEDIMENT BROWN
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 l“EDl'I"ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,

21 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

PART 233 D, DATED AUGUST 27, 2024. ND : NOT DETECTED.
ND : NOT DETECTED.
LABORATORY SUPERVISOR
bSi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY. bSi 1509001 15014001 150 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
TR AR B N\ B\
e Management mm © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED. @ Nesoenet Miamrwd mm © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
o) o) v 171 OO O R S 0 0 A A A

- End of Analysis Report -

- End of Analysis Report -



LABORATORY ACCREDITATION

UAE United Analyst and Engineering Consultant Co., Ltd. /P - % J

s M 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, sangkok 10260 NSC-TISI-TIS 17025  TESTING
consuLant coueany Lireo 11,0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  testiNG 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE 1 AUGUST 18, 2025
SAMPLING DATE : AUGUST 18, 2025 ANALYTICAL DATE 1 AUGUST 18-25, 2025
SAMPLING TIME : 13:27 HOUR ISSUE DATE : AUGUST 28, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U077432
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AR959-0005
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS —— REGULATORY | DETECTION
saiAnivisnausiing | STANDARD LIMIT QUANTITATION
2ananiasens (LoQ)
T25AR959-0005
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 6.9 (312°C) 5590 - -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 394 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 16.0 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 240 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 - 0.1 -
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 -
METHOD (AT SITE)
SULPHIDE® mg/L [ODOMETRIC METHOD (SM: PART 4500 <050 <10 ” 0.50
SR
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS.001 239 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LiQuUID-LIQUID, <3 <20 < 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 "'EDITION, 2023,

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bsi<mm AT « PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ E&m Pussinirg mﬁm © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
B o s n (000 0 0O A0

- End of Analysis Report -

£

LABORATORY ACCREDITATION

UAE United Analyst and Engineering Consultant Co., Ltd. e ’

oo i 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, ﬁangkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTant comeany Luren  T€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE 1 AUGUST 18, 2025
SAMPLING DATE : AUGUST 18, 2025 ANALYTICAL DATE : AUGUST 18-25, 2025
SAMPLING TIME : 13:31 HOUR ISSUE DATE : AUGUST 28, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U077430
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AR959-0004
PAl i REGULATORY crion | LIMIT OF
RAMETER UNIT METHOD OF ANALYSIS DETECTIO
opo saiunhsanninia | gTANDARD LIMIT  |QUANTITATION
dndusm (LoQ)
fununnnaznau
T25AR959-0004
pH? - ELECTROMETRIC METHOD (AT SITE) SM{ 70 (315°C) 55-90
PART 4500-H- B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? ~ mg/L MEMBRANE ELECTRODE METHOD (SM: 488 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mglL TOTAL SUSPENDED SOLIDS DRIED 165 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mglL TOTAL DISSOLVED SOLIDS DRIED AT 246 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muL IMHOFF CONE (SM: PART 2540 F) <04 - 01
FREE CHLORINE® mglL Cl, |MODIFIED DPD COLOURIMETRIC ND - 0.1
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 050
-s*F)
TOTAL KJELDAHL NITROGEN® malL IN-HOUSE METHOD: UAE.TPWAS 001 246 <35 15 50
(KJELDAHL METHODY); SM: PART
4500-Norg C
OIL AND GREASE® ma/L LiQuID-LIQUID, <3 <20 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

21 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSl 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Qualty Emronmental
‘Management Management ot sy © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
o L " 0 O OO

- End of Analysis Report -



LABORATORY ACCREDITATION
BLADSS

UAE United Analyst and Engineering Consultant Co., Ltd.
o 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

ConsuLrant courany e Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NS¢ -TISI-TIS 17025 TESTING

TESTING 0207 Ne,:0083

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT

RECEIVED DATE : SEPTEMBER 23, 2025

SAMPLING DATE : SEPTEMBER 22, 2025 ANALYTICAL DATE : SEPTEMBER 23-30, 2025
SAMPLING TIME : 13:55 HOUR ISSUE DATE : OCTOBER 3, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U089185
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AV327-0002
RESILY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS = REGULATORY | DETECTION TIT)
Jaiinhaudae1a1s | sTANDARD LIMIT  |QUANTITATION
duinsarnTaviduainie (LoQ)
T25AV327-0002
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 7.0 (30.3°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 478 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 161 <30 % 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 146 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 05 - 0.1
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 =
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 062 <10 - 0.50
-8 F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 455 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LiQUID-LIQUID, [ <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi 1509001 15014001 15045001 o TED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Qualty Emaronmental Occuptional

@ Management Management Heatth and Safety ® THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
Systems Managerent

| O O O

cermpiED cemmAED ceRTFIED 1/1

- End of Analysis Report -
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LABORATORY ACCREDITATION
BLA-DSS

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING

consuTanT coueany Liares T€l.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025 TESTING
TESTING 0207 Noy, 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS . 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE . EFFLUENT

RECEIVED DATE : SEPTEMBER 23, 2025

SAMPLING DATE : SEPTEMBER 22, 2025 ANALYTICAL DATE : SEPTEMBER 23-30, 2025
SAMPLING TIME : 14:15 HOUR ISSUE DATE : OCTOBER 3, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U089184
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AV327-0001
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
Jaiiunhduiae1m1s | gTANDARD LimMiT  |QUANTITATION
dodinlasu (LoQ)
T25AV327-0001
pH? - ELECTROMETRIC METHOD (AT SITE) SM; 59 (33.¥C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 309 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 175 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 186 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 - 0.1
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 0.1
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 067 <10 - 0.50
SR
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 534 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LIQUID-LIQUID, 114 <20 . g
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT YELLOW

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDl"l'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Qualty Endroamental Octupatonst
Lo Maagement. Sl © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
TR T 1 O 00 O

- End of Analysis Report -



. : . a LABORATORY ACCREDITATION
UAE United Analyst and Engineering Consultant Co.,, Ltd. N ’
sscmamrmne M momes 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

consuTant cousny res Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSCTISI-TIS 17025 TESTING
TESTING 0207 e

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT
SAMPLING DATE : SEPTEMBER 22, 2025

RECEIVED DATE
ANALYTICAL DATE

: SEPTEMBER 23, 2025
: SEPTEMBER 23-30, 2025

SAMPLING TIME : 13:50 HOUR ISSUE DATE : OCTOBER 3, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U089187
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AV327-0004
RESULY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
Jaimhsiuminia | gTANDARD LMt |QUANTITATION
dndusu (LoQ)
duuanninaznau
T25AV327-0004
pH? = ELECTROMETRIC METHOD (AT SITE) SM:| 6.8 (30.2°C) 5590 -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 162 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 271 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 155 <1,000 i 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 200 - 01 -
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 B
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 054 <10 - 0.50
5% F)
TOTAL KJELDAHL NITROGEN? mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 676 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LIQUID-LIQUID, 8 <20 S 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
© : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDIT[ON, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi 1509001 15014001 150 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaity Envioomental Occupational
@ Bomes Management ety © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
el B w {0 0 0 OO0 OO

- End of Analysis Report -

£

My, LABORNTORY ACCREDTATION
BIA-DSS

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING

consucrav comeany ures Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NS€ -TISI -TIS 17025 e
TESTING 0207 5906

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT
SAMPLING DATE : SEPTEMBER 22, 2025

RECEIVED DATE
ANALYTICAL DATE

: SEPTEMBER 23, 2025
: SEPTEMBER 23-30, 2025

SAMPLING TIME : 14:05 HOUR ISSUE DATE : OCTOBER 3, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U089186
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AV327-0003
RESULY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS — REGULATORY | DETECTION
Jafusanninie STANDARD LIMIT | QUANTITATION
thidusu damiwie (LoQ)
Tudvduranaaiu
T25AV327-0003
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 7.0 (30.7C) 5590 -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 18 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 187 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 220 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muL IMHOFF CONE (SM: PART 2540 F) 03 - 01
FREE CHLORINE® mglLCl, |MODIFIED DPD COLOURIMETRIC ND < 01
METHOD (AT SITE)
SULPHIDE® mglL IODOMETRIC METHOD (SM: PART 4500 31 <10 - 050
-§* F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS 001 473 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mglL LiQuID-LIQUID, 6 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
5 : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bSi 1509001 15014001 150 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ E"%vm 3—"&«"‘"’ mﬁkw © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
D i A 1 0 OO

- End of Analysis Report -
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TABORATORY ACCREDITATION
BLADSS

L‘AE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

UNITED ANALYST AND ENGINEERING . TESTING
consucTant cowany Liireo 1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  tesTiNG 0207 No. 0063
ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : OCTOBER 20, 2025
SAMPLING DATE : OCTOBER 20, 2025 ANALYTICAL DATE : OCTOBER 20-30, 2025
SAMPLING TIME : 14:30 HOUR ISSUE DATE : OCTOBER 31, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U099021
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AX748-0001
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS = REGULATORY | DETECTION
Faiinhduana1ns | sTANDARD LIMIT  |QUANTITATION
dodinluslu (LoQ)
T25AX748-0001
pH? . ELECTROMETRIC METHOD (AT SITE) SM; 62 (32.3°C) 5590 g 2
PART 4500-H B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?Y ~ mg/L MEMBRANE ELECTRODE METHOD (SM: 693 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 204 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 31 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 - 01 -
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND . 0.4
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 B 050
s+F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS 001 57 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQuID-LIQUID, 16 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT YELLOW

2 1 ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 t"EDl‘[‘[ON, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi 1509001 15014000 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Gy Evonmensl Oceuptins
@ Horoere Hanagement iemmisiey ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
e i e i 00O
- End of Analysis Report -

LABORATORY ACCREDITATION

\  BLADSS '

NSC-TISI-TIS 17025 TESTING
TESTING 0207 No- 0083

UAE United Analyst and Engineering Consultant Co., Ltd.

e e 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
consucTant coweany umneo Tel.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT
SAMPLING DATE . SEPTEMBER 22, 2025

RECEIVED DATE
ANALYTICAL DATE

: SEPTEMBER 23, 2025
: SEPTEMBER 23-30, 2025

SAMPLING TIME : 13:45 HOUR ISSUE DATE : OCTOBER 3, 2025

SAMPLING METHOD : GRAB REPORT NO. : 2025-U089188

SAMPLING BY WORK NO. 1 2024-011423

ANALYZED BY ANALYSIS NO. : T25AV327-0005

RESULT
PARAMETER LYSIS - REGULATORY | DETECTION |  LIMITOF
sauAumivisnausuny | gTANDARD LIMIT  |QUANTITATION
aananTAsoNs (LoQ)
T25AV327-0005

oH? - ELECTROMETRIC METHOD (AT SITE) SM: 69 (319°C) 55-90 . -
PART 4500-H* B AND 1060 B

BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 706 <20 - 20
PART 5210 B AND PART 4500-O G)

TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 714 <30 = 50
FROM 103 TO 105 °C (SM: PART 2540 D)

TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 130 < 1,000 - 25
180 °C (SM: PART 2540 C)

SETTLEABLE SOLIDS® muL IMHOFF CONE (SM: PART 2540 F) <01 o 0.1

FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND e 01
METHOD (AT SITE)

SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 050
S*F)

TOTAL KJELDAHL NITROGEN® mg/l. IN-HOUSE METHOD: UAE.TP.WAS.001 412 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C

OIL AND GREASE? mg/L LIQUID-LIQUID, <3 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID

SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
€ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDITION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bsi < N Eon « PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ Kw;m iy m&hs‘m  THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
i B i it 1 00 0 0 OO A

- End of Analysis Report -



Wy, ABORTORY ACCREDTATION
BLA-DSS

UAE United Analyst and Engineering Consultant Co., Ltd.

ey ey 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260 NSC-TISI-TIS 17025  TESTING

consuLTan cowpany Limiteo 1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  1esTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240

CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT

SAMPLING DATE : OCTOBER 20, 2025

RECEIVED DATE
ANALYTICAL DATE

: OCTOBER 20, 2025
: OCTOBER 20-30, 2025

SAMPLING TIME : 14:15 HOUR ISSUE DATE : OCTOBER 31, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U099023
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25AX748-0003
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
atimisanniala STANDARD LIMIT |QUANTITATION
dndus dowmiwia (LoQ)
Tusvdudanaaiu
T25AX748-0003
pH? - ELECTROMETRIC METHOD (AT SITE) SM;| 71(31.7rC) 559.0 - -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 121 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS® mg/L TOTAL SUSPENDED SOLIDS DRIED 948 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 237 < 1,000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 20 = 0.1 =
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1
METHOD (AT SITE)
SULPHIDE? mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
s )
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 358 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LIQUID-LIQUID, 3 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5620 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
5 : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSl 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quasty Emaronmentt Occupational
@ g Management s o by © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
e ) ) v i 0 0 0

- End of Analysis Report -

£

LABORATORY ACCREDITATION

\  BLADSS '

NSC-TISI-TIS 17025  TESTING

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

UNITED ANALYST AND ENGINEERING

consuLTant coueany neo  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063
ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240

CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT

SAMPLING DATE : OCTOBER 20, 2025

RECEIVED DATE
ANALYTICAL DATE

: OCTOBER 20, 2025
: OCTOBER 20-30, 2025

SAMPLING TIME : 14:25 HOUR ISSUE DATE : OCTOBER 31, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U099022
SAMPLING BY WORK NO. 1 2024011423
ANALYZED BY ANALYSIS NO. : T25AX748-0002
RESULN LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
Jainhdndae1ns | gTANDARD LIMIT  |QUANTITATION
fainsaznsaviAuaINA (LoQ)
T25AX748-0002
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 75 (314°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 102 <20 = 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 905 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 251 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 0.1 - 01
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 01
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
-S2 F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS 001 367 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LIQUID-LIQUID, 4 <20 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 t“EDI']'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi 1509001 15014001 150 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quairy Emsroomental Occupations
o Management v Sy © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
o B B A " O A 00O

- End of Analysis Report -
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LABORATORY ACCREDITATION
BLADSS

UAE United Analyst and Engineering Consultant Co., Ltd.

s o 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Qangkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTant company mren  Te1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com  testing 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT
SAMPLING DATE : OCTOBER 20, 2025

RECEIVED DATE
ANALYTICAL DATE

: OCTOBER 20, 2025
: OCTOBER 20-30, 2025

SAMPLING TIME : 14:40 HOUR ISSUE DATE : OCTOBER 31, 2025

SAMPLING METHOD : GRAB REPORT NO. : 2025-U099025

SAMPLING BY WORK NO. : 2024-011423

ANALYZED BY ANALYSIS NO. : T25AX748-0005

BESULY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS T REGULATORY | DETECTION
Jaiduiwisnausing STANDARD LIMIT QUANTITATION
aanINTATINIS (toQ)
T25AX748-0005

pH? - ELECTROMETRIC METHOD (AT SITE) SM: 7.1(312°C) 5580 - -
PART 4500-H* B AND 1060 B

BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 986 <20 - 20
PART 5210 B AND PART 4500-O G)

TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 614 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)

TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 217 < 1,000 - 25
180 °C (SM: PART 2540 C)

SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 01 - 0.1 e

FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND 2 0.1 -
METHOD (AT SITE)

SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 . 0.50
57 F)

TOTAL KJELDAHL NITROGEN’ mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 328 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C

OIL AND GREASE® mg/L. LIQUID-LIQUID, <3 <20 = 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID

SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 u'EDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi<mam TS B0 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
::_f“m iy avisie ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
il i i 1 | 0 R0 00
- End of Analysis Report -

(T, LABORSTORY ACCREDTATION

UAE United Analyst and Engineering Consultant Co., Ltd. "™ ’

cmepr i 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong,B‘angkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTanT company Lvreo  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

a W

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com

SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : OCTOBER 20, 2025
SAMPLING DATE : OCTOBER 20, 2025 ANALYTICAL DATE : OCTOBER 20-30, 2025
SAMPLING TIME : 14:20 HOUR ISSUE DATE : OCTOBER 31, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U099024
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25AX748-0004
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS = REGULATORY | DETECTION
FaAmhszuuinia STANDARD LMt |QUANTITATION
dndusm (LoQ)
fdullunnInaznau
T25AX748-0004
pH? - ELECTROMETRIC METHOD (AT SITE) SM:| 70 (312°C) 5590 - -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 62.0 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 339 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 248 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muUL IMHOFF CONE (SM: PART 2540 F) <041 - 01
FREE CHLORINE® mg/L Cl, |MODIFIED DPD COLOURIMETRIC ND - 0.1
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS 001 307 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/L LIQUID-LIQUID, <3 <20 = 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b ; ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDITION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bSi 1508001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaty Ensronmental Gecopatons!
@ x:m ww-ml) mm © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
s il o A A

- End of Analysis Report -
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UAE United Analyst and Engineering Consultant Co., Ltd. F
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3 Soi Ud k41, Sukh it Road, B hak, Phrakh , Bangkok 10260

TR e 0l omsu uknumvit Roa angcha rakhanong ‘ang 0 NSC -TISI -TIS 17025 TESTING

consuLTant company ummen 110 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT
SAMPLING DATE : NOVEMBER 17, 2025

RECEIVED DATE
ANALYTICAL DATE

: NOVEMBER 17, 2025
: NOVEMBER 17-24, 2025

SAMPLING TIME : 13:50 HOUR ISSUE DATE : NOVEMBER 26, 2025

SAMPLING METHOD : GRAB REPORT NO. : 2025-U108070

SAMPLING BY i WORK NO. 1 2024-011423

ANALYZED BY i ANALYSIS NO. : T25AZ944-0002

RESULY LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
ReuAuhdudaeas | sTANDARD LIMIT  |QUANTITATION
Foun Guane (Lo
T25AZ2944-0002

pH? - ELECTROMETRIC METHOD (AT SITE) SM: 7.3 (30.6°C) 5590 - -
PART 4500-H* B AND 1060 B

BIOCHEMICAL OXYGEN DEMAND?, mg/L MEMBRANE ELECTRODE METHOD (SM: 114 <20 - 20
PART 5210 B AND PART 4500-O G)

TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 84.1 <30 2 50
FROM 103 TO 105 °C (SM: PART 2540 D)

TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 229 <1000 - 25
180 °C (SM: PART 2540 C)

SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 - 01 =

FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 = e
METHOD (AT SITE)

SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
-S% F)

TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 338 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C

OIL AND GREASE? mg/L LIQUID-LIQUID, 4 <20 i 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)

SAMPLE CONDITION

WATER'S COLOUR/TURBID YELLOW/TURBID

SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDlTION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quality Emarcnmental Occupational

@ Spite ‘Management i © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
il i i . (A

- End of Analysis Report -
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LABORATORY ACCREDITATION

L‘AE United Analyst and Engineering Consultant Co., Ltd. \, B ’

e o 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, B_angkok 10260 NSC-TISI-TIS 17025  TESTING
consuLTANT conpany Lisen Tel.O 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE : NOVEMBER 17, 2025
SAMPLING DATE : NOVEMBER 17, 2025 ANALYTICAL DATE : NOVEMBER 17-24, 2025
SAMPLING TIME : 14:20 HOUR ISSUE DATE : NOVEMBER 26, 2025
SAMPLING METHOD : GRAB . REPORT NO. : 2025-U108069
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25A7944-0001
BESUTT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS = REGULATORY | DETECTION
Jaiuhdndnees | sTANDARD LIMIT  |QUANTITATION
doginlaulu (LoQ)
T25AZ944-0001
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 6.3 (29.8°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? ~ mg/L MEMBRANE ELECTRODE METHOD (SM: 720 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 684 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 452 <1,000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muUL IMHOFF CONE (SM: PART 2540 F) <01 0.1 =
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 =
METHOD (AT SITE)
SULPHIDE® mg/l IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE. TP.WAS 001 211 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mgiL LIQUID-LIQUID, 415 <20 = 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT YELLOW
@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
© 1 VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 MEDITION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.

bsi 1509001 15074001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quatty Emronmental Occupatioral
i Management Heaktn and Safety © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
e i A n 0O OO OO

- End of Analysis Report -
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UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING

; NSC -TISI -TIS 1702 TESTING
consuLrant coneany Limen 110 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com BOATISLTIS .

TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPT BANGKOK 10240

CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE : NOVEMBER 17, 2025
SAMPLING DATE : NOVEMBER 17, 2025 ANALYTICAL DATE : NOVEMBER 17-24, 2025
SAMPLING TIME : 14:10 HOUR ISSUE DATE : NOVEMBER 26, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U108072
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25A7944-0004
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
anxﬁu\l1-s=uuﬂ1ﬂn STANDARD LIMIT QUANTITATION
didusin domivie (LoQ)
Tudvdulananiu
T25AZ944-0004
pH? . ELECTROMETRIC METHOD (AT SITE) SM| 69 (29.9°C) 55-9.0
PART 4500-H B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 110 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mglL TOTAL SUSPENDED SOLIDS DRIED 664 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOLIDS DRIED AT 204 <1,000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 - 04
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND " 04
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 050
- F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS 001 294 <35 15 50
(KJELDAHL METHODY); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQUID-LIQUID, <3 <20 . 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 lﬂEDl'I'ION, 2023

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bsi<mwn S B  PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
R Wiluen ) Weamisey ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
‘Systems. Management
eV s B B n (OO 0 0 000 O

- End of Analysis Report -

LABORATORY ACCREDITATION

BLADSS

L‘AE United Analyst and Engineering Consultant Co., Ltd.

e Biessmal 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, ﬁangkok 10260 NSC-TISI-TIS 17025  TESTING
consuLtant conpany Liten  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPT BANGKOK 10240

CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com

SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : NOVEMBER 17, 2025
SAMPLING DATE : NOVEMBER 17, 2025 ANALYTICAL DATE : NOVEMBER 17-24, 2025
SAMPLING TIME : 13:55 HOUR ISSUE DATE : NOVEMBER 26, 2025
SAMPLING METHOD : GRAB REPORT NO. 1 2025-U108071
SAMPLING BY WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25A7944-0003
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS REGULATORY | DETECTION
JatAusauninie STANDARD LIMIT  |QUANTITATION
ddusm (LoQ)
fuuunninaznau
T25AZ944-0003
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 6.9 (30.5°C) 55-9.0 -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 96.3 <20 A 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 285 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 208 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL | IMHOFF CONE (SM: PART 2540 F) <01 . 01 B
FREE CHLORINE® mg/LCl, | MODIFIED DPD COLOURIMETRIC ND - 0.1 -
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
& F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE. TP.WAS 001 317 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LIQUID-LIQUID, <3 <20 . 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN

2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION

SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 "EDITION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Quaity Enronmental Ocaupational
ol Managerert o © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
i B 0 OO0 O o

- End of Analysis Report -

LABORATORY ACCREDITATION
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\ BLADSS '

NSC-TISI-TIS 17025  TESTING
TESTING 0207 Mo: 0083

UAE United Analyst and Engineering Consultant Co., Ltd.

3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260
UNITED ANALYST AND ENGINEERING
consutTant conpany Lmren  1€1.0 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE : DECEMBER 22, 2025
SAMPLING DATE : DECEMBER 22, 2025 ANALYTICAL DATE : DECEMBER 22, 2025 - JANUARY 5, 2026
SAMPLING TIME : 14:00 HOUR ISSUE DATE : JANUARY 5, 2026
SAMPLING METHOD : GRAB REPORT NO. 1 2026-U000462
SAMPLING BY : WORK NO. 1 2024-011423
ANALYZED BY ANALYSIS NO. : T25BC909-0001
T -l REGULATORY | DETECTION |  HIMITOF
PARAMETER UNT METHOD OF ANALYST!
ANAESLS qaiuihdudanins | sTANDARD LIMIT | QUANTITATION
dodnlaniu (LoQ)
T25BC909-0001
pH? - ELECTROMETRIC METHOD (AT SITE) SM; 6.7 (30.2°C) 5590
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?; mg/L MEMBRANE ELECTRODE METHOD (SM: 379 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mgl  |TOTAL SUSPENDED SOLIDS DRIED 1 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 260 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® muUL IMHOFF CONE (SM: PART 2540 F) 02 0.1 -
FREE CHLORINE® mg/L Cl, MODIFIED DPD COLOURIMETRIC ND - 0.1 -
METHOD (AT SITE)
SULPHIDE? mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
s+F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TP.WAS.001 92 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQUID-LIQUID, 116 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
© : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDl'I'ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSl 1509001 15014001 1S0 45001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
Enarorrmereal

Quakey Occupstionst
@ Managerent Managemert Health and Safety © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.

10 0 O

ceRnRED comne ceneeD 11

- End of Analysis Report -

(",  LABORATORY ACCREDITATION

UAE United Analyst and Engineering Consultant Co., Ltd. P o N S J

o2 i 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, ﬁangkok 10260 NSC.TISI-TIS 17025  TESTING
consuLTanT comeany e T€LO 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com TESTING 0207 No. 0063

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL

SAMPLE TYPE : EFFLUENT RECEIVED DATE : NOVEMBER 17, 2025
SAMPLING DATE : NOVEMBER 17, 2025 ANALYTICAL DATE : NOVEMBER 17-24, 2025
SAMPLING TIME : 14:00 HOUR ISSUE DATE : NOVEMBER 26, 2025
SAMPLING METHOD : GRAB REPORT NO. : 2025-U108118
SAMPLING BY H WORK NO. 1 2024-011423
ANALYZED BY - ANALYSIS NO. : T25A7944-0005
RESULT LIMIT OF
PARAMETER UNIT METHOD OF ANALYSIS o REGULATORY | DETECTION
Jeifnivivnauszing | STANDARD LIMIT  |QUANTITATION
aananiasens (LoQ)
T25AZ944-0005
pH? - ELECTROMETRIC METHOD (AT SITE) SM;| 6.9 (29.9°C) 55-90
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND?| mg/L MEMBRANE ELECTRODE METHOD (SM: 103 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 309 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L TOTAL DISSOLVED SOUIDS DRIED AT 217 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 0.1 -
FREE CHLORINE® mg/L Cl, |MODIFIED DPD COLOURIMETRIC ND - 01
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 0.50
-5 F)
TOTAL KJELDAHL NITROGEN’ mg/L IN-HOUSE METHOD: UAE.TPWAS.001 321 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQuID-LiQUID, <3 <20 % 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
2 ; ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDmON, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSi |50900| 15014001 150 45001 o PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ mﬂﬂv © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED,
e W RO O

- End of Analysis Report -
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TESTING
No. 0063

UAE United Analyst and Engineering Consultant Co., Ltd.
e s 3 Soi Udomsuk 41, Sukhumvit Road, Bangchak, Phrakhanong, Bangkok 10260

consuLTant company Lreo 1610 2763 2828 Fax 0 2763 2800 www.uaeconsultant.com E-mail: uae@uaeconsultant.com NSC-TISI-TIS 17025

TESTING 0207

ANALYSIS REPORT
CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : DECEMBER 22, 2025
SAMPLING DATE : DECEMBER 22, 2025 ANALYTICAL DATE : DECEMBER 22, 2025 - JANUARY 5, 2026
SAMPLING TIME : 13:30 HOUR ISSUE DATE : JANUARY 5, 2026
SAMPLING METHOD : GRAB REPORT NO. 1 2026-U000468
SAMPLING BY WORK NO. : 2024-011423
ANALYZED BY ANALYSIS NO. : T25BC909-0003
P P GULATORY | DETECTION |  LIMITOF
RE!
ARAMETER UNIT METHOD OF ANALYSIS Tt | EALOR TECTION | QUANTITATION
dndusu (LoQ)
duuanninaznau
T25BC909-0003
pH? - ELECTROMETRIC METHOD (AT SITE) SM: 7.3(29.9°C) 5590 -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 357 <20 - 20
PART 5210 B AND PART 4500-O G)
TOTAL SUSPENDED SOLIDS? mg/L TOTAL SUSPENDED SOLIDS DRIED 318 <30 - 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 267 <1000 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) <01 = 041 B
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 0.1
METHOD (AT SITE)
SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 - 050
S F)
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS 001 441 <35 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE? mg/L LiQUID-LIQUID, <3 <20 - 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
@ : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
©: VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDI'TION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE

MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,

PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
LABORATORY SUPERVISOR
bSi 1509001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
@ aﬁm g ﬁw © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
el el i th O O

- End of Analysis Report -

UAE United Analyst and Engineering Consultant Co., Ltd.
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LABORNTORY ACCREDITATION
BLADSS

NSC -TISI-TIS 17025
TESTING 0207

TESTING
No. 0063

CUSTOMER NAME

ANALYSIS REPORT

: BOSTON PARK COMPANY LIMITED

ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION : TEL.: 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE : EFFLUENT RECEIVED DATE : DECEMBER 22, 2025
SAMPLING DATE : DECEMBER 22, 2025 ANALYTICAL DATE : DECEMBER 22, 2025 - JANUARY 5, 2026
SAMPLING TIME : 13:40 HOUR ISSUE DATE : JANUARY 5, 2026
SAMPLING METHOD : GRAB REPORT NO. : 2026-U000463
SAMPLING BY ' WORK NO. 1 2024-011423
ANALYZED BY 3 ANALYSIS NO. : T25BC909-0002
PARAMETER UNIT METHOD OF ANALYSIS ) REGULATORY | DETECTION | LIMITOF
e udaa1n1s | sTANDARD LMIT | QUANTITATION
duinsaznsaviduaIné’ (LoQ)
T25BC909-0002
pH? ELECTROMETRIC METHOD (AT SITE) SM: 74 (296°C) - -
PART 4500-H* B AND 1060 B
BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 830 - 20
PART 5210 B AND PART 4500-0 G)
TOTAL SUSPENDED SOLIDS? mglL TOTAL SUSPENDED SOLIDS DRIED 942 50
FROM 103 TO 105 °C (SM: PART 2540 D)
TOTAL DISSOLVED SOLIDS® mg/L. TOTAL DISSOLVED SOLIDS DRIED AT 256 - 25
180 °C (SM: PART 2540 C)
SETTLEABLE SOLIDS® mUL IMHOFF CONE (SM: PART 2540 F) 10 01 -
FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND 0.1
METHOD (AT SITE)
SULPHIDE? mg/L. IODOMETRIC METHOD (SM: PART 4500 <050 0.50
-S> F)
TOTAL KJELDAHL NITROGEN mglL IN-HOUSE METHOD: UAE.TPWAS 001 494 15 50
(KJELDAHL METHOD); SM: PART
4500-Norg C
OIL AND GREASE® mg/l. LiQUID-LIQUID, 4 = 3
PARTITION-GRAVIMETRIC METHOD (SM:
PART 5520 B)
SAMPLE CONDITION
WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
¢ : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 mEDI‘I’ION, 2023.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE

MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

ND : NOT DETECTED.
bSl 150 9001 15014001 15045001 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
optional
R sy © THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
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UNITED ANALYST AND ENGINEERING
CONSULTANT COMPANY LIMITED

NSC -TISI-TIS 17025
TESTING 0207

TESTING

No. 0063 NSC -TISI-TIS 17025

TESTING 0207

ANALYSIS REPORT ANALYSIS REPORT

CUSTOMER NAME : BOSTON PARK COMPANY LIMITED CUSTOMER NAME : BOSTON PARK COMPANY LIMITED
ADDRESS : 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240 ADDRESS . 333 SRINAKARIN ROAD HUA MAK BANG KAPI BANGKOK 10240
CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com CONTACT INFORMATION  : TEL : 0 2378 8000 EXT.4001 e-mail : varinporn_t@grandfourwings.com
SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL SAMPLING SOURCE : THE GRAND FOURWINGS CONVENTION HOTEL
SAMPLE TYPE + EFFLUENT RECEIVED DATE : DECEMBER 22, 2025 SAMPLE TYPE : EFFLUENT RECEIVED DATE : DECEMBER 22, 2025
SAMPLING DATE : DECEMBER 22, 2025 ANALYTICAL DATE : DECEMBER 22, 2025 - JANUARY 5, 2026 SAMPLING DATE . DECEMBER 22, 2025 ANALYTICAL DATE - DECEMBER 22, 2025 - JANUARY 5, 2026
SAMPLING TIME : 13:20 HOUR ISSUE DATE : JANUARY 5, 2026 SAMPLING TIME : 13:50 HOUR ISSUE DATE : JANUARY 5, 2026
SAMPLING METHOD : GRAB REPORT NO. + 2026-U000470 SAMPLING METHOD : GRAB REPORT NO. : 2026-U000469
SAMPLING BY WORK NO. 1 2024011423 SAMPLING BY WORK NO. . 2024011423
ANALYZED BY ANALYSIS NO. : T25BC909-0005 ANALYZED BY ANALYSIS NO. - T25BC909-0004
PARAMETER UNIT METHOD OF ANALYSIS e REGULATORY | DETECTION |  LIMITOF RESULT LIMIT OF
e | ooy ks QUAN‘[]JATIQN PARAMETER UNIT METHOD OF ANALYSIS e e R;?:':SI(')(:;Y DE'ES;ITON QUANTIFATION
aananTasuNs (LoQ) dudusu devimbivie (LoQ)
T25BC909-0005 Tudodudanaaiu
pH? - ELECTROMETRIC METHOD (AT SITE) SM(| 74 (30.3°C) 5590 - » T25BC909-0004
PART 4500+ B AND 1060 B pH? > ELECTROMETRIC METHOD (AT SITE) SM 7.2 (30.0°C) 5590 -
BIOCHEMICAL OXYGEN DEMANDY| ~ mg/L | MEMBRANE ELECTRODE METHOD (SM: 361 <20 2 20 PART 4500-H" B AND 1060 B
PART 5210 B AND PART 4500-O G) BIOCHEMICAL OXYGEN DEMAND? mg/L MEMBRANE ELECTRODE METHOD (SM: 844 <20 20
TOTAL SUSPENDED SOLIDS? mglL | TOTAL SUSPENDED SOLIDS DRIED 312 <30 s 50 PART 5210 B AND PART 4500-O G)
FROM 103 TO 105 °C (SM: PART 2540 D) TOTAL SUSPENDED SOLIDS? malL TOTAL SUSPENDED SOLIDS DRIED 88.1 <30 50
TOTAL DISSOLVED SOLIDS? mg/L TOTAL DISSOLVED SOLIDS DRIED AT 27 <1000 - 25 FROM 103 TO 105 °C (SM: PART 2540 D)
100 ST SM: PART 240 6) TOTAL DISSOLVED SOLIDS® mgl | TOTAL DISSOLVED SOLIDS DRIED AT 236 <1000 25
SETTLEABLE SOLIDS® mUL | IMHOFF CONE (SM: PART 2540 ) <01 < 01 c 180°C (SN PART 2540 €)
FREE CHLORINE® mg/LCl, | MODIFIED DPD COLOURIMETRIC ND - 01 SETTLEABLE SOLIDS® mUL | IMHOFF CONE (SM: PART 2540 F) 05 . 01 s
METHOD (AT SITE) FREE CHLORINE® mg/LCl, |MODIFIED DPD COLOURIMETRIC ND - 01 s
SULPHIDE? mgl | IODOMETRIC METHOD (SM: PART 4500 <050 <10 050 METHOD (AT SITE)
il SULPHIDE® mg/L IODOMETRIC METHOD (SM: PART 4500 <050 <10 0.50
TOTAL KJELDAHL NITROGEN® mg/L IN-HOUSE METHOD: UAE.TPWAS.001 445 <35 15 50 -S% F)
(KJELDAHL METHOD); SM: PART TOTAL KJELDAHL NITROGEN? mgll | IN-HOUSE METHOD: UAE.TPWAS.001 464 <35 15 50
4500-Norg C (KJELDAHL METHODY); SM: PART
OIL AND GREASE? mgl  |LQUID-LIQUID, <3 <20 - 3 4500-Norg C
PARTITION-GRAVIMETRIC METHOD (SM: L A R moL |Lauin-uauD, e = 3
PART 5520 B) PARTITION-GRAVIMETRIC METHOD (SM:
SAMPLE CONDITION PART 5520 B)
WATER'S COLOUR/TURBID YELLOW/TURBID SAMPLE CONDITION
SEDIMENT BROWN WATER'S COLOUR/TURBID YELLOW/TURBID
SEDIMENT BROWN
2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS) 2 : ISO/IEC 17025 ACCREDITED BY THAI INDUSTRIAL STANDARDS INSTITUTE (TISI)
© : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION b : ISO/IEC 17025 ACCREDITED BY DEPARTMENT OF SCIENCE SERVICE (DSS)
m © : VERIFIED BY OWN LABORATORY QUALITY SYSTEM, BUT NOT IN SCOPE OF ACCREDITATION
SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 " EDITION, 2023.
th
REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE SM : STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER, APHA, AWWA, WEF, 24 “EDITION, 2023.

MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,
PART 233 D, DATED AUGUST 27, 2024.

REGULATORY STANDARD : RANGE OR MAXIMUM PERMITTED VALUE FOR BUILDING EFFLUENT STANDARDS CLASS A, NOTIFICATION OF THE
MINISTRY OF RESOURCES AND ENVIRONMENT, PUBLISHED IN THE ROYAL GOVERNMENT GAZETTE, VOL 141,

ND : NOT DETECTED. PART 233 D, DATED AUGUST 27, 2024.
ND : NOT DETECTED.
LABORATORY SUPERVISOR
bsi 1505001 15014001 1504500 © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY. bsi<—zwm ey o © PROHIBITED TO PARTIALLY COPY ANALYSIS REPORT PRIOR TO WRITTEN PERMISSION BY THE LABORATORY.
B it iSSwiiue ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED. @ :m_““l',... i {9 ) o THIS ANALYSIS REPORT APPROVES ONLY FOR THE SAMPLES AS RECEIVED.
o) o) e 1 0 O O O il i A A

- End of Analysis Report - - End of Analysis Report -
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