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TNP ENVIRONMENT CO. LTD.

@l 332/173 wy 3 duaursiniaun Snautedmas Saufauuny3 11110 Wedwi: 02-156-8273

E-mail: tnp.envi@gmail.com LavUszdeiafidant® 0125560008957 drinanilug)

NSC-TISI-TIS 17025

Tasting 1679

Data Provided by Customer
Customer Name
Project Name

Address Project

JadagayT 20110

Sampling Point
GPS. Coordinate

fyAraaIA1sYR AL AT3197 (KEEN SRIRACHA)
1A59M3 81A15%A KEEN SRIRACHA

Ladl 101 auuguNIn MuanIse §1noAITIN

vanrvaunminnnszuuiinunde

47P 709372 E 1456582 N

ANALYSIS REPORT

Data Provided by Laboratory

Report No.
Sample No.
Sample Type
Sampling Date
Sampling Time

Received Date

W68005
W68005/1
Wastewater
15 July 2025
01.24 p.m.
18 July 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 18 July — 01 August 2025
Sampling Method Grab Sampling Report Date 04 August 2025
Parameter Unit Analyticat Methad V Result Standard
pH at 25.0 °C - Electrometric Method (4500-H" B) 7.0 55-9.0
'Tota[ Dissowedgou.és ....................... — D”eda_t 150 - C(2540C) ........................... o S 1,_000 =
 Total Suspended Solids me/L | Dried at 103-105 °C (2540 D) _ 1 164 <30
Bloche_mlcaleygen Demand r r.‘r{g/L 5—_Day.B_OD -Test, Azide Modification (4500-O C, SZ_iO _B) 36.8 <20 |
set-tiéébte e i v 'mhoﬁ_ éoné (2540':) .............................. - o 10
Sulfie " me/L | lodometric Method (4500-5 F) | <060 <10
Oil and Grease " me/L quu1d—L|quld Partition Gravimetric Method (55208) | - <20 ............... < -éO ......
Tota[ "kjetdah( N|trogen2/ ....................... m_g/LN TR S ———— | | 28 ................... =

Sample Appearance

Yellow/Turbid/Little Sediment/Odorless

Standard

Remark

Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.

4 Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23 edition 2017.

H This item is out the scope ISO/IEC 17025:2017 Accreditation.

Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,
B.E. 2567 (2024), Building type A.
2 Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 1/1
TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.
lavil 3327173 vy 3 dvaunsinitann duneunatves Sarfauumy3 11110 Tnsdwi: 02-156-8273
NSC-TISLTIS 17025

E-mail: tnp.envi@gmail.com lavuisdndgiden 0125560008957 drvinaulve Testing 1675

ANALYSIS REPORT

Data Provided by Customer Data Provided by Laboratory

Customer Name  : ilfiyaAseain1sys fu A35191 (KEEN SRIRACHA) Report No. : W68005

Project Name ¢ lasanns 91A17YA KEEN SRIRACHA Sample No. ¢ W68005/1

Address Project . el 101 aUUFLNIV MuariTn gnerIIne Sample Type :  Wastewater

Fawinrays 20110 Sampling Date : 05 August 2025

Sampling Point 3 U'am'aﬂqmmwﬁqmniwuﬂ'\ﬁ'ﬂﬁnﬁﬂ Sampling Time ¢ 04.19 p.m.

GPS. Coordinate 1 4TP 709373 E 1456576 N Received Date : 06 August 2025

Sampling By : TNP ENVIRONMENT CO., LTD. Analytical Date : 06 - 25 August 2025

Sampling Method : Grab Sampling Report Date : 26 August 2025

Parameter Unit Analytical Method ¥ Result Standard
pH at 24.4 °C - Electrometric Method (4500-H* B) 7.1 55-90
Total Dissolved Solids mg/LM Dried at 180 °C (2540 Q) 285 < 1,000
Total Suspended Solids meg/L | Dried at 103-105 °C (2540 D) 46.0 <30
Biochemical O&(&/gen Demand " 5-Day BOD Test, Membrane Electrode Method (4500-O G, 24.1 <20
g/ 5210 B)
Settleable Solids * mL/L | Imhoff Cone (2540 F) 4.0 -
Sulfide * - mg/L | lodometric Method (4500-5* F) 1.05 <10
Oil and Grease " mg/L | Liquid-Liquid Partition Gravimetric Method (5520 B) <20 | <20
Total Kjeldahl Nitrogen "% mg/L N | APHA:4500-Norg (B) ¥ 31 <35
Sample Appearance Yellow/Turbid/Sediment/Smelly

Standard :  Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,

B.E. 2567 (2024), Building type A.
Remark &l Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.

Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
¥ standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23 edition 2017.
=] This item is out the scope ISO/IEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 1/1
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

\avil 332/173 ] 3 fwaureimiann sneuatanes Srsauumyg 11110 Tnsdw: 02-156-8273

E-maill: tnp.envi@gmail.com tavlssddagfidentd 0125560008957 dinamilvg]

NSC-TISKTIS 17025
Testing 1679

Data Provided by Customer

ANALYSIS REPORT

Data Provided by Laboratory

Customer Name  : {fiyanaeimsym Au A33120 (KEEN SRIRACHA) Report No.
Project Name : lawns 8113YA KEEN SRIRACHA Sample No.
Address Project ;i 101 ouugyeIn Fuaremn SuneiTn Sample Type

Jmiavay3 20110

Sampling Date

W68005
W68005/1

Wastewater

03 September 2025

Sampling Point : U'aomqqmmwﬁmnssvuﬁﬂﬁmﬁuﬁu Sampling Time 09.17 a.m.
GPS. Coordinate : 47P 709374 E 1456586 N Received Date 04 September 2025
Sampling By ¢ TNP ENVIRONMENT CO., LTD. Analytical Date 04 - 19 September 2025
Sampling Method :  Grab Sampling Report Date 22 September 2025
_Parameter Unit Analytical Method Result Standard
pH at 23.7 °C - Electrometric Method (4500-H* B) 7.1 55-9.0
Total Dissolved Solids mg/L. | Dried at 180 °C (2540 Q) 223 < 1,000
I Total Suspended Solids mg/I: Dried at 103-105 °C (2540 D) N 376 <30
Biocherﬁical Oxygen Demand " 5-Day BOD Test, Membrane Electrode Method (4500-O G, 17.7 <20 ]
gL 5210 B)
Settleable Solids© mL/L | imhoff Cone (2540 F) 20 -
Sulfide " me/L | lodometric Method (4500-5% F) 0.60 <10 |
Oil and Grease " mg/L | Liquid-Liquid Partition Gravimetric Method (5520 B) 2.2 <20
Total Kjeldahl Nitrogen "% mgLN | APHAGSOONOg ®) Y ) 29 <35
Sample Appearance Yellow/Turbid/Sediment/Smelly
Standard Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,

B.E. 2567 (2024), Building type A.
Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.
Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.

Remark

¥

Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23" edition 2017.

* This item is out the scope ISO/IEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 1/1

TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO,,LTD.

Wil 332/173 wyj 3 fvaunniniann suneumtaves Sorfauunys 11110 Tnsd: 02-156-8273

E-mail: tnp.envi@gmail.com Lawlssdsiidunt® 0125560008957 dminaulng)

Data Provided by Customer
Customer Name
Project Name

Address Project

Jwmriavays 20110

Sampling Point
GPS. Coordinate

liyanaa1n1IYn AU AT3197 (KEEN SRIRACHA)
1Asen1s @A stm KEEN SRIRACHA

< a o o o
laan 101 ﬂuuﬁ’qﬂ'}ﬂ NUAATINE a']lyﬂaﬂ%i"l'ﬁ']

deamnaaunmwiiainszuuiininge

47P 709397 E 1456594 N

ANALYSIS REPORT

NSCG-TISI-TIS 17025

Testing 1679

Data Provided by Laboratory

Report No.
Sample No.
Sample Type
Sampling Date
Sampling Time

Received Date

W68005
W68005/1
Wastewater

06 October 2025
08.35 am.

07 October 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 07 — 20 October 2025
Sampling Method Grab Sampling Report Date 21 October 2025
Parameter Unlt Analytical Method ¥ Result | Standard |
pH at 23.3 °C - Electrometric Method (4500-H" B) 74 55-9.0
Total Dls;olved Solids mg/L | Dried at 180 °C (2540 C) 369 < 1,000
Total Suspended Solids mg/L Driea at 10;105- ;‘C (2540 D) 57.8 <30
Biochemical Oxygen Demand * | mg/L | 5-Day BOD Test, Membrane Electrode Method (4500-O G, 314 <20
5210 B)
Settleable Solids * B mL/L | Imhoff Cone (2540 F) 3.0 -
Sulfide * me/L | lodometric Methed (4500-S% F) < 0.60 <10
Oil and Grease * mg/L | Liquid-Liquid Partition Gravimetric Method (5520 B) <20 <20
Total Kjeldahl Nitrogen * % mg/L | APHA:4500-Norg (B) - 21 <35
Sample Appearance Yellow/Turbid/Sediment/Smelly

Standard

Remark

E

Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23™ edition 2017.

i This item is out the scope ISOAEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 1/1

TNP-FM-108 Rev.04/ 30/09/2567

Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,
B.E. 2567 (2024), Building type A.

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.
Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
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TNP ENVIRONMENT CO.,LTD.

Wil 332/173 ) 3 Auaueiniian suaoureives Sminuuny3 11110 Tnsdwi: 02-156-8273
NSC-TISITIS 17025

E-mail: tnp.envi@gmail.com Lavuseddagidan® 0125560008957 driinamilug Testing 1679

ANALYSIS REPORT

Data Provided by Customer Data Provided by Laboratory
Customer Name  : #Ayanae1n15Yn AU A33191 (KEEN SRIRACHA) Report No. : W68005
Project Name : lasenns 21A199A KEEN SRIRACHA Sample No. : W68005/1
Address Project . awf 101 AUUFLNIN a3 SneaTIY sample Type : Wastewater
dardaways 20110 Sampling Date : 05 November 2025
Sampling Point g U'ammﬂmmwﬁ"'ﬁmniwuﬂwﬁ'mﬁuau Sampling Time : 0320 pm.
GPS. Coordinate : 47P 7093973 E 1456581 N Received Date : 06 November 2025
Sampling By 1 TNP ENVIRONMENT CO,, LTD. Analytical Date : 06 - 19 November 2025
Sampling Method : Grab Sampling Report Date : 20 November 2025
[ _;aramet_er Unit ST Analytncal Method ¥ ".-Result Standard—‘
pH at 23.0 °C - Electrometric Method (4500-H" B) 74 55-9.0
Total Dissolved Solids mg/L | Driedat 180°C (2540 C) o " 217 <1,000
T - SOUd; — i Drie'g"ét 1(_)3_._1;5 :.C_(EO_D)_ S = B 30 .............
..... Biochemical Oxygen Demand * | meg/L 5-_5ay_ BOD Test, Membrane“Ei;tr-c;de Methodagoo-o G, 49.0 <20
5210 B)
semeable g s s (2;&0 F) ..................................................................................................... 1 _1(_)6 S [— e
. Sulfide o . mg/L. | lodometric Method (4500-5% F) - - _ 1.07 <10
Oil and Grease * mg/L | Liquid-Liquid Partition Gravimetric Method (5520 B) <20 | <20 |
Total?(jglaahl Nitrogen * % mg/L APHA:4500—#I\_II;)rg (Bi“37 - Yi — g 35 |
Sample Appearance Grey/Turbid/Sediment/Smelly
Standard :  Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,
B.E. 2567 (2024), Building type A.
Remark ¥  Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 edition 2023.

Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23" edition 2017.
i This item is out the scope ISO/IEC 17025:2017 Accreditation.
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DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 1/1
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

\aufl 3327173 w) 3 druaureiniiann Suaeurnimes Foiaunmy3 11110 Tnsdwi: 02-156-8273

E-mail: tnp.envi@gmail.com tawlszdrsagidenti 0125560008957 dvinenilug]

Data Provided by Customer
Customer Name
Project Name

Address Project

Jaminmays 20110

Sampling Point
GPS. Coordinate
Sampling By

Sampling Method

fyrnaenA1IYe Au A35191 (KEEN SRIRACHA)
1A5an13 @1AN9YA KEEN SRIRACHA

e 101 auuaYin MuariTIe Sunenis

dansaagummbeinszuuthdadude
47P 709378 E 1456578 N
TNP ENVIRONMENT CO,, LTD.

Grab Sampling

NSC-TISI-TIS 17025

Testing 1679

ANALYSIS REPORT

Data Provided by Laboratory

Report No.
Sample No.
Sample Type
Sampling Date
Sampling Time
Received Date
Analytical Date

Report Date

W68005

W68005/1

Wastewater

10 December 2025
03.35 p.m.

11 December 2025

11 - 24 December 2025
25 December 2025

Paréfneter U;\it. : : An_a.lyticai Method_” . = .__—|_ . Résult Standard—
pH at 23.8 °C - Electrometric Method (4500-H" B) 7.4 55-9.0
: fotaL Dissolved Solids mg/L | Dried at 180 °C (2540 Q) 375 ".hgml,OOO
e = s e mg/_L ...... briéd e e = 7'9_ v .30 .......
- 5-Day BOD Test, Membrane .l.él-ect}.bde"!;/\ethod" S _36.4 ......... g 20
B (4500-0 G, 5210 B)
SQﬁLeabLeso[.ds* === [mhoﬁcOne(254oF) e e
..... e mg/L —— (4500-52 ez . 51_0
Oll and Gre;se“ * me/L L|qU|d—L|qu|dPart|t|on Gravimetric Method (5520 B) 21 IIIIIIIIIIII <20
— Kjetdah[ 'Ni'tréédén T i e S i St A — S. 35 ...............

Sample Appearance

Yellow/Turbid/Little Sediment/Smelly

Standard

B.E. 2567 (2024), Building type A.

Remark

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.
Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23" edition 2017.

. This item is out the scope ISO/AEC 17025:2017 Accreditation.

Notification of the Ministry of Natural Resources and Environment, under Enhancement and Conservation of National Environmental Quality Act,

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 1/1
TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.
Wit 332/173 wy 3 Fuaureiniaun Snsuiaiivas Smiauuwyd 11110 Insdwii: 02-156-8273

E-mail: tnp.envi@gmail.com Laruszwiadidun1® 0125560008957 drdnemilug)

NSC-TISI-TIS 17025

Testing 1679

ANALYSIS REPORT

Data Provided by Customer
Customer Name UfiynAaa1A1sYn AU M3197 (KEEN SRIRACHA)
Project Name 1A5911991A1579 KEEN SRIRACHA
Address Project Wit 101 ouuguin fuardsim suneriaen
Jaiaways 20110

Sampling Point asvieth daudu
GPS. Coordinate 47P 709426 £ 14562556 N
Sampling By TNP ENVIRONMENT CO., LTD.

Sampling Method Grab Sampling

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time
Received Date
Analytical Date

Report Date

Data Provided by Laboratory

‘W68005
W68005/2

Swimming pool Water

15 July 2025
01.47 p.m.
18 July 2025

18 July — 01 August 2025

04 August 2025

Parameter Unit Analytical Method ¥ Result Standard
Total Coliform Bacteria” MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected Not Detected

Samptle Appearance

Clear/Odorless

Standard

Remark Y

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 1/2

TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.LTD.

@it 332/173 wy 3 daurednifann Snaunetimes Saiauumy3 11110 Tnsdwyi: 02-156-8273

E-mail: tnp.envi@gmail.com arlsgdndddan® 0125560008957 drinynilueg

NSC-TISITIS 17025

Testing 1679

ANALYSIS REPORT

Data Provided by Laboratory

Data Provided by Customer
Customer Name
Project Name Iﬂiﬂmimmi‘qﬂ KEEN SRIRACHA
Address Project

Janinways 20110
Sampling Point aszdneni dudn
GPS. Coordinate 47P 709421 E 1456566 N
Sampling By TNP ENVIRONMENT CO,, LTD.

Sampling Method Grab Sampling

fuAnae1msn AU A35197 (KEEN SRIRACHA)

Laedl 101 auuaLLIv MuUa3su §1neA3TN

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time
Received Date
Analytical Date
Report Date

W68005
W68005/3

Swimming pool Water

15 July 2025
01.46 p.m.
18 July 2025

18 July - 01 August 2025

04 August 2025

Parameter Unit Analyticat Method ¥ Resutt Standard
Total Coliform Bacteria MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected Not Detected

Sample Appearance

Clear/Odorless

Standard

Remark

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.
This item is out the scope ISO/IEC 17025:2017 Accreditation.

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL

REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 2/2

TNP-FM-108 Rev.0d/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

@il 332/173 Wy 3 fuaunainiann Sunaurntmes Saviauamy3 11110 Inséwii: 02-156-8273

E-mail: tnp.envi@gmail.com tavUsesiagiden® 0125560008957 dminamilve]

Data Provided by Customer
Customer Name
Project Name

Address Project

ifyAraa1A1IYR AU A331Y1 (KEEN SRIRACHA)
1A5aN1381A5%A KEEN SRIRACHA

< o o o ~
Llaun 101 auuguNm FuarIsnt snerITEn

Jwminvay3 20110

Sampling Point
GPS. Coordinate

ST - |
A38NYU FIUAU

47P 709431 E 1456553 N

ANALYSIS REPORT

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampting Date
Sampling Time

Received Date

W68005
W68005/2

NSC-TISI-TIS 17025

Testing 1679

Swimming pool Water

05 August 2025
04.2% p.m.
06 August 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 06 — 22 August 2025
Sampling Method Grab Sampling Report Date 25 August 2025

Parameter Unit Analyticat Method ¥ Result Standard
Total Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria * MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detected

Sample Appearance

Clear/Odorless

Standard

Remark v,

*  This item is out the scope ISO/NEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.
Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.

Page 1/2
TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

(@i 3327173 W) 3 dwauiedmiann swnauinimes Sarfauumy3 11110 nséwi: 02-156-8273

E-mail: tnp.envi@gmail.com taruszdwalidantd 0125560008957 dvinamilue)

Data Provided by Customer
Customer Name
Project Name

Address Project

funraeIATIYR A AT3191 (KEEN SRIRACHA)
1ATan1781A15%0 KEEN SRIRACHA

o a o = o ~
Laun 101 ﬂuua"qu']'ﬂ AUBATINYT BILNBATINGI

Jmriaway3 20110

Sampling Point
GPS. Coordinate
Sampling By
Sampling Method

dseheth dadn
47P 709417 E 1456567 N

TNP ENVIRONMENT CO., LTD.
Grab Sampling

ANALYSIS REPORT

NSC-TISI-TIS 17025

Testing 1679

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time
Received Date
Analytical Date

Report Date

W68005
W68005/3

————

Swimming pool Water

05 August 2025
04.30 p.m.
06 August 2025

06 - 22 August 2025

25 August 2025

Parameter Unit Analytical Method “ Result Standard
Total Coliform Bacteria * MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detected

Sample Appearance

Clear/Odorless

Standard

Remark 4

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.
Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 2/2

TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT €O.LTD.
@il 332/173 wj 3 drauneinifann wnouratavies Sardauumyd 11110 Tnadwi: 02-156-8273

E-mait: tnp.envi@gmail.com Larussddagident 0125560008957 dminaulug)

Data Provided by Customer

Customer Name
Project Name

Address Project

Sampling Point
GPS. Coordinate

HAynrREIA1IYA AU A331971 (KEEN SRIRACHA)
1A39n1591A15%A KEEN SRIRACHA

< a o °
L@ 101 auugyin fuar3TY s1LneAIInn

Jawrinvays 20110

dsened daudiu

47P 709431 E 1456573 N

ANALYSIS REPORT

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time

Received Date

W68005
W68005/2

NSC-TISI-TIS 17025

Testing 1679

Swimming pool Water

03 September 2025

09.10 a.m.

04 September 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 04 - 19 September 2025
Sampling Method Grab Sampling Report Date 22 September 2025
Parameter Unit Analytical Method Result Standard
Total Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detected

Sample Appearance

Clear/Odorless

Standard

Remark Y

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

Page 1/2
TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.
W@l 3327173 wj 3 druauneiniann sunsuretavies Sordauuny3 11110 Tnsdwi: 02-156-8273

E-mail: tnp.envi@gmail.com wwalszdwiafident® 0125560008957 dinamilug)

Data Provided by Customer

Customer Name
Project Name

Address Project

Sampling Point
GPS. Coordinate
Sampling By
Sampling Method

AyARAB1IA1TYA AN A33191 (KEEN SRIRACHA)
1A54n1791A15%M KEEN SRIRACHA

< a o < o o
@il 101 pUUENAM AuariITn s1inarIsTn

Fawipvays 20110

asyned dudn

47P 709458 E 1456597 N
TNP ENVIRONMENT CO., LTD.

Grab Sampling

ANALYSIS REPORT

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time
Received Date
Analytical Date
Report Date

W68005
W68005/3

NSC-TISI-TIS 17025
Testing 1679

Swimming pool Water

03 September 2025

09.09 am.

04 September 2025

04 - 19 September 2025

22 September 2025

Parameter Unit Analytical Method ¥ Result Standard
Total Coliform Bacteria " MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) <18 <10
Fecal Coliform Bacteria” MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detected

Sample Appearance

Clear/Odorless

Standard

Remark &

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY
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TNP ENVIRONMENT CO.,LTD.

@il 332/173 wyj 3 Aruauiinian Suaeursimas S¥auumyF 11110 nsdwi: 02-156-8273

E-mail: tnp.envi@gmail.com tavUsysigldunis 0125560008957 dtinailvg]

NSC-TISI-TIS 17025

Data Provided by Customer

ANALYSIS REPORT

Data Provided by Laboratory

Testing 1679

—_—

Customer Name  : iliyanaeasys Au A35197 (KEEN SRIRACHA) Customer Code W68005

Project Name 3 Iﬂiﬂmiﬂ’lﬂﬁ‘qﬂ KEEN SRIRACHA Sample No W68005/2

Address Project . @il 101 DUUFLNIM FUarITIY SnerITITn Sample Type Swimming pool Water
dandavays 20110 Sampling Date 06 October 2025

Sampling Point . aszhedh dwiu Sampling Time 08.24 a.m.

GPS. Coordinate : 47P 709465 E 1456564 N Received Date 07 October 2025

Sampling By : TNP ENVIRONMENT CO,, LTD. Analytical Date 07 - 20 October 2025

Sampling Method : Grab Sampling Report Date 21 October 2025

Parameter Unit Analytical Method ¥ Result Standard
Total Coliform Bacteria * MPN/100 mL Multiple-Tunbe Fermentation Techniqtg (9221 B) <18 <_ 10

Fecal Coliform Bacteria *

MPN/100 mL

Multiple-Tube Fermentation Technique (9221 E)

Not Detected

Not Detected

Sample Appearance

Clear/Odorless

Standard :  Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

Remark v

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 edition 2023.

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY
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TNP ENVIRONMENT CO.,LTD.

(vl 332/173 v 3 drvaureiniiann Sunsurniavies fordauumy3 11110 Tnadwik: 02-156-8273

E-mail: tnp.envi@gmail.com audssindiidund 0125560008957 dinarulug

Data Provided by Customer
Customer Name
Project Name

Address Project

AyAAaeIATIYR A A33197 (KEEN SRIRACHA)
Tasn15e1A15%A KEEN SRIRACHA

P a o o
Lau? 101 auUAYAn MuarInY sunertsnm

Rriavays 20110

Sampling Point
GPS. Coordinate

dvenusl dwdn

47P 709410 E 1456590 N

ANALYSIS REPORT

NSC-TISI-TIS 17025

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time

Received Date

W68005
W68005/3

Testing 1679

Swimming pool Water

06 October 2025
08.24 a.m.
07 October 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 07 — 20 October 2025
Sampling Method Grab Sampling Report Date 21 October 2025
Parameter ~ unit Analytical Method ¥ Result | Standard
Total Coliform Bacteria . MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B} <18 <10 —
Fecal Coliform Bacteriqa.* MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detlgc_t-e_d_-
Sample Appearance Clear/Odorless

Standard

Remark !

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 edition 2023.
*  This iten is out the scope ISO/IEC 17025:2017 Accreditation.

Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY

Page 2/2
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TNP ENVIRONMENT CO.,LTD.

@it 332/173 Wi 3 duauieiniawn dneutnmes Smdauumy3 11110 Tnsdiw: 02-156-8273

NSC-TISI-TIS 17025
E-mai: tnp.envi@gmail com LawUszdmagidantd 0125560008957 dinaiulua) Testing 1679

ANALYSIS REPORT

Data Provided by Customer Data Provided by Laboratory
Customer Name  : fifiunnaena1syn A 33197 (KEEN SRIRACHA) Customer Code  : W68005
Project Name g Iﬂﬂmimms'qm KEEN SRIRACHA Sample No : W68005/2
Address Project . afl 101 auuguUIv shuadiTn dunaisen Sample Type : Swimming pool Water
Jamiavays 20110 Sampling Date : 05 November 2025
Sampling Point . aszheth dawiu Sampling Time  : 03.09 p.m.
GPS. Coordinate 1 47P 709428 E 1456559 N Received Date : 06 November 2025
Sampling By : TNP ENVIRONMENT CO., LTD. Analytical Date 1 06 -19 November 2025
Sampling Method  :  Grab Sampling Report Date 1 20 November 2025
[ Parar:rmeter ok HUnIt“ e Analytical Method ¥ o Resutt Standara ]
'_'E;;;l"toliform_ -B-aé‘ge;i-a . __NI’MOE)_m_L ! -l-\)\dltiple-Tube Fermentation Technique (_9-221 B) <18 <10
Fecal Colifo"rr.n Bactena* .............................. . MPN/100 mI; .......... M .&Giupunle-Tube Férme"n-{;a"tio"r.w?;ggni;q_ue_(92_2i E) Not Detected Not .bégécted
Sample Appearance Clear/Odorless
Standard  :  Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.

1

Remark Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

gl ?&"?’@Vﬁﬁiﬁ?WENT COLTD.
uidn hdud Bulasewaiud e

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 1/2
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

@il 332/173 vy 3 fuaunedniann Srnaunadves SmTauunyd 11110 nsdi: 02-156-8273

NSC-TISI-TIS 17025
E-mail: tnp.envi@gmail.com taruszi1afiduni® 0125560008957 dinalva) Testing 1679
————— —_———————————

ANALYSIS REPORT

Data Provided by Customer Data Provided by Laboratory
Customer Name  : #AyAA#EIA1TYA AU AT3191 (KEEN SRIRACHA) Customer Code  : W68005
Project Name 3 Tﬂidmimﬂﬁﬂqﬂ KEEN SRIRACHA Sample No : W68005/3
Address Project . iawil 101 auUETLIV uarITI dneiTm Sample Type :  Swimming pool Water
Jmingays 20110 Sampling Date : 05 November 2025
Sampling Point : ai:‘;"iwﬁ(ﬂ dudn Sampling Time : 03.09 p.m.
GPS. Coordinate 1 47P 709421 E 1456567 N Received Date ¢ 06 November 2025
Sampling By ;' TNP ENVIRONMENT CO.,, LTD. Analytical Date ;06 -19 November 2025
Sampling Method  :  Grab Sampling Report Date : 20 November 2025
: i’;ramelter- SR ‘_"D}}l{ S e A;\a;l;tical Method “ Result Star;d-afd }
-Tot-a_l C;le;r-rf;-Bact_ve_-ria_ « MPN/l_E)-(;-r;L Muttibl;; u_k.)é_F.ermentation Technique (9221 B) | <18 < 16 o
Fecal Coliform Bacteria * MPN/100 mL | Multiple-Tube Fermentation Technique (9221 ) | Not Detected | Not Detected
Sample Appearance Clear/Odorless
Standard @  Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.
Remark ¥ Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24" edition 2023,

*  This item is out the scope ISO/IEC 17025:2017 Accreditation.

uhin Aidud Bubaewaiud €0ts

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 2/2
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TNP ENVIRONMENT CO.,LTD.

W@l 332/173 myj 3 suaureiniann Suneuiadaves Serdmumys 11110 i 02-156-8273
NSC-TISITIS 17025

E-mail: tnp.envi@gmail.com \awuszsadidans 0125560008957 driaaulug Testing 1679

ANALYSIS REPORT
Data Provided by Customer Data Provided by Laboratory
Customer Name  : iliyana@1A1sya Au AS3191 (KEEN SRIRACHA) Customer Code  : W68005
Project Name : Tﬂsqmimmwm KEEN SRIRACHA Sample No : W68005/2
Address Project . iawil 101 auuEYNIv ATUEATIYE SnenTIT Sample Type ¢ Swimming pool Water
Favingays 20110 Sampling Date : 10 December 2025
Sampling Point . aszhenh ditu Sampling Time  : 03.28 pm.
GPS. Coordinate :  47P 709446 E 1456644 N Received Date : 11 December 2025
Sampling By 1 TNP ENVIRONMENT CO., LTD. Analytical Date : 11 - 24 December 2025
Sampling Method : Grab Sampling Report Date 1 25 December 2025
~ Parameter Uniit Analytical Method Y |  Result | Standard |
i E)H at ZZl:l °C - Electrometric Method (4500-H" B) - 6.6 7.2-84
_Tojcal Coliform Bacte;il;'la # MPN/100 mL | Multiple-Tube Fermentation Technique (9221 B) < 1?8 _______ <10
Fecal Coliform Bacteria * MPN/ 1 OOmL ......... Multipie"-%;gemFermentation Technique (9221 E) No% Detected Not Detected ........
I.E;E;;erichia coll . /100 mL Multiple-Tube Fermentation Technique (9221 F) Not Detected Not Detected
Staphylococcus aureus s /100 mL Standard Methods fc;r -the Examination of Water Not Dete-cmte-cgl. 1 N&Be%ected
and Wastewater. APHA, AWWA & WEF, 24"
Edition, 2023, Part 9213 B
Pseudomonas aeruginosa * ¥ / 100mL Standard Methods for the Examination of Water Not Detehcted Not Detected
and Wastewater, APHA, AWWA & WEF, 24
Edition, 2023, Part 9213 E
Alkalinity * mg/L as CaCO, Titrimefr-ic Method (2320 B) 12.7 . 80-i00
Calcium Hardness * mg/L as CaCO, | EDTA Titrimetric Method (3500-Ca B) 549 250-866 IIIIIIIIIIIII
Chloride * mg/L Argentometric Method (4500-CU B) 444 < 600
Cyanuric acid * ¥ mg/L Colorimetric ¥ 44 30-60
N-Ammonia * ¥ mg/L APHA:4500-NH, (Q) ¥ <0.14 <20
Nitrate®? me/L APHA@S0O-NO, ©Y 2.2 <50
Sample Appearance Clear/Odorless
Standard  :  Public Health Commission Recommendation (No. 1) B.E. 2550 (2007), on the control of the operation swimming pools or other.
Remark ¥ Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.
2

Analyzed by Environment & Laboratory Co.,Ltd. Registration number Wo-029.

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 1/2
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY TNP-FM-108 Rev.04/ 30/09/2567
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TNP ENVIRONMENT CO.,LTD.

@it 332/173 wj 3 dauieindiann Swaeunatmes favdaumyd 11110 nsfuvi: 02-156-8273
NSC-TISI-TIS 17025

E-mail: tnp.envi@gmail.com tauUsedsiadidun® 0125560008957 drtinarlug] Testing 1679

ANALYSIS REPORT

Data Provided by Laboratory

Data Provided by Customer

Customer Name fyAraeIA1IYR A A33197 (KEEN SRIRACHA) Customer Code  : W68005
Project Name Iﬂi\lmimﬂ”ﬁ"qﬂ KEEN SRIRACHA Sample No : W68005/3
Address Project il 101 auUEIn FvadinT snaeaITn Sample Type Swimming pool Water

Sampling Point
GPS. Coordinate

Janiaways 20110
dsginedn dwudn

47P 709501 E 1456581 N

Sampling Date
Sampling Time

Received Date

10 December 2025
03.29 p.m.

11 December 2025

Sampling By TNP ENVIRONMENT CO., LTD. Analytical Date 11 = 24 December 2025
Sampling Method Grab Sampling Report Date : 25 December 2025

Parameter Unit Analytical Method ¥ Result Standard
pH at 23.4 °C - Electrometric Method (4500-H" B) 6.7 5.5-9.0
Total Coliform Bacteria * MPN/100 mL | Multiple-Tube Fermentation Technigue (9221 B) <18 <10

Fecal Coliform Bacteria * MPN/100 mL | Multiple-Tube Fermentation Technique (9221 E) Not Detected | Not Detected

Escherichia coli* /100 mL

Multiple-Tube Fermentation Technique (9221 F) Not Detected | Not Detected

Staphylococcus aureus * /100 mL Standard Methods for the Examination of Water Not Detected Not Detected
and Wastewater. APHA, AWWA & WEF, 24"
Edition, 2023, Part 9213 B

Pseudomonas aeruginosa * ¥ /100 mL Standard Methods for the Examination of Water Not Detected Nét Detected
and Wastewater, APHA, AWWA & WEF, 24
Edition, 2023, Part 9213 E
Alkalinity * mg/l. as CaCO, | Titrimetric Method (2320 B) 92 <20
Calcium Hardness * me/L as CaCO, EDTA Titrimetric Method (3.500-(2a B) 447 30-60
Chloride * me/L Argentometric Method (4500- CU B) 541 250-600
| Cyanunc acid*? me/L Colorimetric ¥ 49 3060 |
N-Ammeonia * % me/L APHA:4500-NH, (C) ¥ <0.14 20.0
Nitrate * % : my/L APHA:4500-NO, (D) ¥ 20 500
Sample Appearance Clear/Odorless
Standard  :  Public Health Commission Recommendation (No. 1) B.E. 2550 (2007}, on the control of the operation swimming pools or other.

Remark

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24™ edition 2023.
Analyzed by Environment & Laboratory Co.,Ltd. Registration number Wo-029.

WEF, 23" edition 2017.

Page 2/2
TNP-FM-108 Rev.04/ 30/09/2567

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
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TNP ENVIRONMENT CO,LTD.
@il 332/173 wy 3 suausiniann Sunsunativas Sandauuvyd 11110 nsdwi: 02-156-8273

E-mail: tnp.envi@gmait.com LavUseitwadidun1d 0125560008957 drinaulval

NSC-TISITIS 17025

Testing 1679
ANALYSIS REPORT
Data Provided by Customer Data Provided by Laboratory
Customer Name fAyAARDIATYA AU AT31%7 (KEEN SRIRACHA) Customer Code W68005
Project Name 1AT9M1501A19YA KEEN SRIRACHA Sample No W68005/4
Address Project @it 101 AUUFYNIN FUaATIIY1 SNNBATIIYT Sample Type Water Supply
Jandaay3 20110 Sampling Date 15 July 2025
Sampling Point Safuilasu Sampling Time 01.52 p.m.
GPS. Coordinate 47 P 709723 E 1456567 N Received Date 18 July 2025
Sampling By TNP ENVIRONMENT CO.,LTD. Analytical Date 18 July - 01 August 2025
Sampling Method Grab Sampling Report Date 04 August 2025
Parameter Unit Analytical Method ¥ Result Standard

Escherichia coli’ /100 mL Multiple-Tube Fermentation Technique (9221 F) Not Detected

Turb|d|ty T = NTU .......... ApHA213QB3/ .......... : e g e, 057

%ra;Co[or e ptCo ................ ApHA2120 53/ ........ — <5 ;

Odour T Threshotd Odor ;I;est (2150 B) Nof ObJectlonabluty

Sample Appearance

Clear/Odorless

Standard

Remark A

2/

The Department of Health, Criterias of Supplied Drinkable Water Quality, B.E. 2563

Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029,

X This item is out the scope ISO/IEC 17025:2017 Accreditation.

Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 ™ edition 2023.

Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23 @ edition 2017.

vidn Abad dulasewdud Sils

DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL
REPORTED RESULTS REFERS TO SUBMITTED SAMPLE(S) ONLY
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TNP ENVIRONMENT CO, LTD.

il 332/173 v 3 shuauneindann Suaautedmas Sudauumgd 11110 i 02-156-8273

E-mail: tnp.envi@gmail.com U sz wigidan1d 0125560008957 drifnarulug

NSC-TISITIS 17025

Testing 1679

Data Provided by Customer

Customer Name
Project Name

Address Project

AyAnaoIATYA AU AT (KEEN SRIRACHA)
1AT9N301A3YA KEEN SRIRACHA
Wt 101 nuugyin duaaisnnn Suneris

Jaudaway3 20110

ANALYSIS REPORT

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date

W68005
W68005/5
Water Supply
15 July 2025

Sampling Point ffal,ﬁuﬁwmmﬂw Sampling Time 01.41 p.m.
GPS. Coordinate 47 P 709419 E 1456589 N Received Date 18 July 2025
Sampling By TNP ENVIRONMENT CO.,LTD. Analytical Date 18 July — 01 August 2025
Sampling Method Grab Sampling Report Date 04 August 2025
Parameter Unit Analyticat Method ¥ Result Standard
Escherichia coli’ /100 mL Multiple-Tube Fermentation Technigue (9221 F) Not Detected Not Detecte
Turbidity "# NTU APHA:2130 B ¥ 0.47 <5
True Color " # Pt-Co APHA:2120 B ¥ <45 <15
Odour” - Threshold Odor Test (2150 B) Not Objectionability
Sample Appearance Clear/Odorless
Standard : The Department of Health, Criterias of Supplied Drinkable Water Quality, B.E. 2563
Remark ! Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 ™ edition 2023.
o Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
¥ Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23  edition 2017.
*  This item is out the scope ISO/IEC 17025:2017 Accreditation.
ubhdn dibud Sulreutud i
DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 2/2
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TNP ENVIRONMENT CO.,LTD.
w7t 332/173 ] 3 Araunedniann uneuratmes Sedauumy 11110 Tnsdwii: 02-156-8273

E-mail: tnp.envi@gmail.com adssdwadidentd 0125560008957 dninaulug)

Data Provided by Customer

Customer Name
Project Name

Address Project

Sampling Point
GPS. Coordinate

TAyArae1A1TYR A A33191 (KEEN SRIRACHA)
lasen15e1A3Yn KEEN SRIRACHA
Wil 101 auugEAn Fuarise Snor3s

Jamingays 20110

v & % owa
gafuilanu

47 P 709433 E 1456576 N

ANALYSIS REPORT

NSC-TISI-TS 17025

Data Provided by Laboratory

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time

Received Date

W68005
W68005/4
Water Supply

06 October 2025
08.30 a.m.

07 October 2025

Testing 1679

Sampling By TNP ENVIRONMENT CO.,LTD. Analytical Date 07 — 20 October 2025
Sampling Method Grab Sampling Report Date 21 October 2025
Parameter Unit Analytical Method ¥ Result Standard
Escherichia coli* /100 mL Multiple-Tube Fermentation Technique (9221 F) Not Detected Not Detected
Turbidity * % NTU APHA:2130 B ¥ 2.0 <5
True Color * Pt-Co APHA:2120 B ¥ {5 <15
Odour* - Threshold Odor Test (2150 B) Not Objectionabillity -
Sample Appearance Clear/Odorless
Standard H The Department of Health, Criterias of Supplied Drinkable Water Quality, B.E. 2563
Remark Y Standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 ™ edition 2023.
% Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
¥ Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23 ™ edition 2017.
= This item is out the scope ISO/IEC 17025:2017 Accreditation.
= e ——— e e ety
DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 1/2
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TNP ENVIRONMENT CO.LTD.
(@ 332/173 myj 3 Aruaundniann suaeutmas Savimuumys 11110 nsdwi: 02-156-8273

E-mail: tnp.envi@gmail.com auussdiafiduntd 0125560008957 dninanilvg)

Data Provided by Customer

Customer Name
Project Name

Address Project

Sampling Point
GPS. Coordinate

ANALYSIS REPORT

Data Provided by Laboratory

HAuARaIATYA A AT (KEEN SRIRACHA)

lAsan1381A15YR KEEN SRIRACHA

< a a o o o
waan 101 ﬂuu:;j‘qu’m ATUEAIIIYY BILNBATINUN

Tningays 20110

o e 8
ganudaafin

47 P 709477 E 1456642 N

Customer Code
Sample No
Sample Type
Sampling Date
Sampling Time

Received Date

NSC-TISI-TIS 17025

W68005
W68005/5

Water Supply

06 October 2025
08.20 a.m.

07 October 2025

Testing 1679

Sampling By TNP ENVIRONMENT CO.,LTD. Analytical Date 07 — 20 October 2025
Sampling Method Grab Sampling Report Date 21 October 2025
Parameter Unit Analytical Method Y Result Standard
Escherichia coli * /100 mL Multiple-Tube Fermentation Technique (9221 F) Not Detected Not Detected
Turbidity * % NTU APHA:2130 B ¥ 1.1 <5
True Color » ¥ Pt-Co APHA:2120 B ¥ <5 <15
Odour * - Threshold Odor Test (2150 B) Not Objectionabillity -
Sample Appearance Clear/Odorless
Standard 1 The Department of Health, Criterias of Supplied Drinkable Water Quality, B.E. 2563
Remark Y standard Methods for the Examination of Water and Wastewater., APHA, AWWA, WEF, 24 ™" edition 2023.
¥ Analyzed by Environment & Laboratory Co., Ltd. registration number Wo-029.
¥ Standard Methods for the Examination of Water and Wastewater, APHA, AWWA, WEF, 23 ™ edition 2017.
*  This item is out the scope ISO/IEC 17025:2017 Accreditation.
T ==
DO NOT COPY PARTIAL OF THIS ANALYSIS REPORT WITHOUT OFFICIAL APPROVAL Page 2/2
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	โครงการเชื่อมท่อน้ำประปาเข้ากับท่อน้ำประปาส่วนภูมิภาคสาขาศรีราชา บริเวณถนนสุขุมวิท ด้านหน้าโครงการ ขนาดเส้นผ่านศูนย์กลางของท่อน้ำประปา 4 นิ้ว ผ่านมิเตอร์ของการประปา จำนวน 1 ชุด (ดังหนังสือยืนยันการให้บริการจ่ายน้ำประปาแก่โครงการในภาคผนวกที่ 1) มายังถังเก็บน้ำสำรองใต้ดิน และถังเก็บน้ำชั้นดาดฟ้าของอาคาร สำหรับถังเก็บน้ำสำรองใต้ดิน และดาดฟ้าทุกถังดังแสดงรายละเอียดในภาพที่ 2.4-2
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	ช่วงเปิดดำเนินการ
	4.1.2 ดิน และการชะล้างพังทลาย
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	เมื่อมีการเกิดขึ้นของโครงการจะทำให้มีปริมาณรถยนต์วิ่งเข้า-ออกโครงการมากขึ้น จำนวน 278 คัน โดยในช่วงเวลาที่มีรถยนต์วิ่งมากที่สุดจะเป็นช่วงเวลาเร่งด่วนเช้า ซึ่งจะทำให้มีการสะสมความร้อนของอากาศจากรถยนต์ จากการคำนวณโดยใช้สมการหาปริมาณความร้อนของอากาศ ดังสมการ
	4.1.4 ระดับเสียง
	ช่วงก่อสร้าง
	การก่อสร้าง มักก่อให้เกิดเสียงรบกวนขึ้น จากกิจกรรมการทำงานก่อสร้างต่างๆ ซึ่งหากขาดความระมัดระวัง หรือไม่มีการจัดการ และควบคุมที่ดี จะส่งผลกระทบต่อผู้ที่พักอาศัยโดยรอบพื้นที่ก่อสร้างได้ ซึ่งการก่อสร้างโครงการ คาดว่าจะก่อให้เกิดเสียงจากกิจกรรมต่างๆดังนี้
	1. วางแผน เวลา และวิธีการก่อสร้าง เพื่อลดเสียง และแรงสั่นสะเทือนให้มากที่สุด โดยจัดช่วงเวลาให้เหมาะสม และเลือกใช้วิธีการก่อสร้างที่สามารถลดระดับความดังของเสียง และแรงสั่นสะเทือนได้ดี
	2. มีแผนงาน และกำหนดเวลาที่ชัดเจน แจ้งให้ผู้พักอาศัยข้างเคียงทราบล่วงหน้าอย่างน้อย 3 วัน เมื่อมีความจำเป็นต้องทำงานที่ก่อให้เกิดเสียงดัง
	3. สำรวจร่วมกันระหว่างผู้รับเหมาก่อสร้าง และเจ้าของอาคารข้างเคียงที่ติดกับโครงการ หรือคาดว่าอาจได้รับผลกระทบจากการก่อสร้างโครงการ เพื่อร่วมกันวางแผนหรือจัดการร่วมกันในการป้องกันผลกระทบที่อาจเกิดขึ้น
	4. จัดให้มีคณะกรรมการร่วมระหว่างอาคารข้างเคียงโครงการ และเจ้าของโครงการ เพื่อประสานงาน และตรวจสอบการก่อสร้างของโครงการ และหาแนวทางการลดผลกระทบต่อชุมชนโดยรอบ
	5. จัดช่องทางรับเรื่องราวร้องทุกข์กับชุมชนใกล้เคียง กรณีมีการร้องเรียนให้แก้ไขปัญหาดังกล่าวโดยทันที
	6. ดำเนินการก่อสร้างในวันจันทร์-วันเสาร์ ช่วงเวลา 8.00-17.00 น. แต่หากมีกิจกรรมการก่อสร้างที่ต่อเนื่อง และที่จำเป็นเท่านั้น (เป็นครั้งคราว) อาทิเช่น การเทปูน เป็นต้น ต้องแจ้งผู้ที่อยู่อาศัยข้างเคียงให้ทราบล่วงหน้า อย่างน้อย 1 วัน แต่ทั้งนี้ จะต้องไม่เกินเวลา 20.00 น. สำหรับวันอาทิตย์ และวันหยุดนักขัตฤกษ์จะไม่มีการก่อสร้างใดๆ
	7. กรณีที่เกิดผลกระทบต่อบ้านพักอาศัยใกล้เคียง ที่มีผู้สูงอายุ ผู้ป่วยและเด็กเล็กพักผ่อนอยู่ในช่วงเวลาดังกล่าว จนไม่สามารถดำรงชีวิตประจำวันอยู่ได้ ทางโครงการจะจัดหาที่พักชั่วคราวไว้ให้ เพื่อลดผลกระทบที่เกิดขึ้น จนกว่าโครงการดำเนินการแล้วเสร็จ หรือจบขั้นตอนที่มีเสียงดังรบกวน พร้อมทั้งรับผิดชอบค่าใช้จ่ายทั้งหมด
	8. จัดลำดับงานที่ทำให้เกิดเสียงดังให้มีความถี่ของกิจกรรมน้อยที่สุด และควรเป็นช่วงเวลาที่เหมาะสม
	9. จัดให้มีกำแพงกันเสียงชั่วคราวที่สามารถเคลื่อนที่ได้โดยรอบแหล่งกำเนิดเสียงเป็นผนังกันเสียง ที่สามารถลดระดับเสียงลงได้ 47 dB(A) ออกแบบให้ประกอบและถอดได้ โดยนำไปวางรอบแหล่งกำเนิดเสียง
	การประเมินผลกระทบด้านเสียงในช่วงก่อสร้างโครงการ ต่อพื้นที่ข้างเคียง
	การก่อสร้างทุกประเภทจะมีเสียงดังรบกวนอยู่เสมอ แหล่งกำเนิดเสียงส่วนใหญ่เกิดจากการทำงานของเครื่องจักรกล อุปกรณ์และเครื่องมือชนิดต่างๆ ภายในระยะเวลาสั้นๆ ระดับความดังของเสียงรบกวนที่เกิดขึ้นในช่วงก่อสร้างสามารถเรียงลำดับจากน้อยมาหามากได้ดังนี้
	ช่วงเปิดดำเนินการ
	1) เสียงจากเครื่องยนต์ของเครื่องกำเนิดไฟฟ้า
	2) เสียงจากรถยนต์
	ทั้งนี้ได้กำหนดแนวทางลดผลกระทบสิ่งแวดล้อมด้านเสียง ช่วงเปิดดำเนินการไว้ ดังนี้
	4.1.5 แรงสั่นสะเทือน
	ตารางที่ 4.1-18 ระดับของแรงสั่นสะเทือนจากกิจกรรมการก่อสร้างประเภทต่างๆ
	ช่วงก่อสร้าง และเปิดดำเนินการ

	4.1.7 ทรัพยากรน้ำ
	2) การจัดการระบบสระว่ายน้ำ
	สภาพพื้นที่โครงการปัจจุบัน เป็นพื้นที่ราบ มีระดับความสูงของพื้นที่ใกล้เคียงกับระดับของถนนสุขุมวิท ทางด้านทิศตะวันตก และทางสาธารณะประโยชน์ ทางด้านทิศใต้ของโครงการ ปัจจุบันอยู่ระหว่างก่อสร้างอาคารสำนักงานขายโครงการ และเป็นพื้นที่ว่างรอการใช้ประโยชน์มีวัชพืชขึ้นปกคลุมทั่วไป พืชที่พบในพื้นที่โครงการปัจจุบัน ได้แก่ ต้นไผ่รวก (Thyrsostachys siamensis) ต้นกระถิน (Leucaena leucocephala (Lamk.) de Wit) ต้นมะขามเทศ (Pithecellobium dulce Benth.) ต้นตะขบ (Flacourtia jangomas (Lour.) Raeusch.) และวัชพืช (ภาพที่ 2.1-3) พื้นที่โดยรอบมีการใช้ประโยชน์เป็นอาคารพาณิชย์ ร้านค้า บริษัท บ้านพักอาศัย ห้างสรรพสินค้า โรงแรม อพาร์ทเม้นท์ โรงพยาบาล
	พืชพรรณที่พบในบริเวณใกล้เคียง ส่วนใหญ่เป็นไม้ประดับทั่วไป ซึ่งเจ้าของบ้านปลูกและดูแลเองในบริเวณอาคาร สำหรับสัตว์ที่พบเห็น ได้แก่ สัตว์เลี้ยงตามบ้าน จึงไม่ปรากฏว่าพื้นที่ใกล้เคียงและพื้นที่โครงการมีสัตว์ที่หายากแต่อย่างใด

	4.3 คุณค่าต่อการใช้ประโยชน์ของมนุษย์
	4.3.1 การใช้น้ำ
	ช่วงก่อสร้าง
	ช่วงเปิดดำเนินการ

	4.3.2 การใช้ไฟฟ้า
	รายงานผลการศึกษา ค่าการถ่ายเทความร้อนรวมของอาคารตามกฎกระทรวง (พ.ศ.2552) ตามชนิดของผนังอาคารและกระจกที่ใช้ภายในโครงการ มีรายละเอียดค่าการถ่ายเทความร้อนดังต่อไปนี้
	- ค่าการถ่ายเทความร้อนรวมของผนังอาคาร (OTTV) ตามกฎกระทรวง พ.ศ.2552 ของอาคาร มีค่าเท่ากับ 28.80 วัตต์/ตารางเมตร (เป็นไปตามกฎกระทรวงอนุรักษ์พลังงาน พ.ศ.2552 กำหนดไว้ที่ 30 วัตต์/ตารางเมตร)
	- ค่าการถ่ายเทความร้อนรวมของหลังคา (RTTV) ของอาคาร มีค่าเท่ากับ 9.60 วัตต์/ตารางเมตร (เป็นไปตามกฎกระทรวงอนุรักษ์พลังงาน พ.ศ.2552 กำหนดไว้ที่ 10 วัตต์/ตารางเมตร)
	- ขยะที่นำไปใช้ในการปรับถมที่ ได้แก่ คอนกรีต และอิฐ เท่ากับ 1,860.0 ลูกบาศก์เมตร
	ช่วงเปิดดำเนินการ

	4.3.4 การระบายน้ำ และการป้องกันน้ำท่วม
	ช่วงก่อสร้าง

	(1) การออกแบบอาคารโครงการ
	เมื่อ Q = อัตราการไหลนองของฝน, ลบ.ม./วินาที
	C = สัมประสิทธิ์การไหลนองของฝน
	I = ความเข้มเฉลี่ยของฝน, มม./ชม (ข้อมูลน้ำฝนของสำนักอุทกวิทยาและบริหารน้ำ กรมชลประทาน สถานีวัดชลบุรี โดยพิจารณาที่ Tr 5 ปี )
	A = พื้นที่รับน้ำฝน, ตร.กม.
	4.3.5 ระบบบำบัดน้ำเสียรวม
	4.3.6 การคมนาคม
	2.2) การตัดกระแสการจราจรภายในโครงการ
	- การเดินรถภายในโครงการโดยรอบอาคารเป็นถนนคอนกรีตเสริมเหล็ก มีขนาดทางรถวิ่งกว้าง 6.00 เมตร จัดให้มีการเดินรถแบบทิศทางเดียว (One way) บริเวณโดยรอบตัวอาคารโครงการ และแบบ 2 ทิศทาง (Two Way) บริเวณทางเข้า-ออก และบริเวณพื้นที่จอดรถยนต์ โดยบริเวณทางเข้า-ออกโครงการ มีการตัดกระแสจราจรหนึ่งจุด ซึ่งบริเวณดังกล่าวจัดให้มีเจ้าหน้าที่ รปภ. คอยดูแลอำนวยความสะดวก และจัดการจราจรบริเวณทางเข้า-ออกโครงการ ตลอด 24 ชม. ดังนั้นคาดว่าผลกระทบจะเกิดในระดับต่ำ
	จากการตรวจสอบกฎกระทรวงฉบับที่ 7 (พ.ศ. 2517) ออกตามความในพระราชบัญญัติควบคุมการก่อสร้างอาคาร พ.ศ. 2479ในส่วนที่เกี่ยวข้องกับโครงการสรุปได้ดังนี้
	กรณีที่ 1 คิดจำนวนที่จอดรถจากกิจกรรมภายในอาคารขนาดใหญ่รวมกัน
	4.3.7 การใช้ประโยชน์ที่ดิน
	จากการศึกษาภาพถ่ายทางอากาศ (Google Earth 2007) ในบริเวณโดยรอบโครงการ รัศมี 1 กิโลเมตร และแปลภาพถ่ายทางอากาศด้วยสายตา และการสำรวจภาคสนามของบริษัท อีโคซิสเต็ม เอ็นจิเนียริ่ง คอนซัลแตนท์ จำกัด เมื่อวันที่ 29 พฤศจิกายน 2559 เพื่อแสดงการใช้ประโยชน์ที่ดิน พบว่า โดยรอบพื้นที่โครงการมีการใช้ประโยชน์ที่ดินเป็นอาคารพาณิชย์ ร้านค้า บริษัท บ้านพักอาศัย ห้างสรรพสินค้า โรงแรม อพาร์ทเม้นท์ โรงพยาบาล โรงเรียน ศาสนสถาน สถานพยาบาล และอาคารชุดพักอาศัย (ภาพที่ 3.3-5) โดยมีการใช้ประโยชน์ที่ดิน ดังรายละเอียดต่อไปนี้
	4.3.8 การสื่อสาร และโทรคมนาคม


	บทที่
	4.4 คุณภาพชีวิต
	4.4.1 สภาพเศรษฐกิจ และสังคม
	ช่วงก่อสร้าง

	การก่อสร้างอาคารของโครงการเป็นการสร้างแหล่งงานให้กับแรงงาน และระบบธุรกิจก่อสร้างที่เกี่ยวข้องทั้งระบบ และเป็นการเพิ่มมูลค่าให้กับที่ดิน ทำให้มีเงินหมุนเวียนภายในระบบหลายร้อยล้านบาทจึงเป็นการกระตุ้นของระบบเศรษฐกิจโดยรวมด้วย ในส่วนของ
	- ค่าจ้างแรงงานก่อสร้างประมาณ 300 คน วันละ 300 บาท รวมเป็นค่าจ้าง (300x300x30) 2.70 ล้านบาท/เดือน ระยะเวลาก่อสร้าง 36 เดือน รวมเป็นเงินทั้งสิ้น 97.2 ล้านบาท
	- ค่าซื้อวัสดุก่อสร้าง ดิน ทราย ปูน เหล็ก ไม้ และอุปกรณ์ตกแต่ง คิดที่ 20,000 บาท/ตารางเมตร พื้นที่ใช้สอยประมาณ 54,594ตารางเมตร ตารางเมตร รวมเป็นค่าใช้จ่าย (20,000 x 54,594ตารางเมตร) ประมาณ 1,091.88 ล้านบาท
	- การซื้อของอุปโภค บริโภคของแรงงาน และผู้ควบคุมงาน
	2) สภาพสังคม
	3) ประเมินผลกระทบทางด้านสังคม
	1. วางแผน เวลา และวิธีการก่อสร้าง เพื่อลดเสียง และแรงสั่นสะเทือนให้มากที่สุด โดยจัดช่วงเวลาให้เหมาะสม และเลือกใช้วิธีการก่อสร้างที่สามารถลดระดับความดังของเสียง และแรงสั่นสะเทือนได้ดี
	3. สำรวจร่วมกันระหว่างผู้รับเหมาก่อสร้าง และเจ้าของอาคารข้างเคียงที่ติดกับโครงการ หรือคาดว่าอาจได้รับผลกระทบจากการก่อสร้างโครงการ เพื่อร่วมกันวางแผนหรือจัดการร่วมกันในการป้องกันผล กระทบที่อาจเกิดขึ้น
	8. จัดลำดับงานที่ทำให้เกิดเสียงดังให้มีความถี่ของกิจกรรมน้อยที่สุด และควรเป็นช่วงเวลาที่เหมาะสม
	ด้านศาสนา
	ประชากรส่วนใหญ่ของเขตเทศบาลเมืองศรีราชา นับถือศาสนาพุทธ รองลงมา ได้แก่ ศาสนาคริสต์ และศาสนาอิสลาม โดยวัฒนธรรมและประเพณีท้องถิ่น ได้แก่ ประเพณีสงกรานต์ ประเพณีวันลอยกระทง ประเพณีวันขึ้นปีใหม่ ประเพณีแห่เทียนวันเข้าพรรษา ประเพณีตักบาตรเทโว งานวันระลึกวันคล้ายวันถึงแก่อสัญกรรมของท่านจอมพลมหาอำมาตย์เอกเจ้าพระยาสุรศักดิ์มนตรี ประเพณีสงกรานต์ศรีมหาราชา และประเพณีกองข้าว
	ด้านประวัติศาสตร์
	ลักษณะทัศนียภาพบริเวณใกล้เคียงโครงการ จากการตรวจสอบข้อมูลโบราณสถานต่างๆ ในบริเวณรัศมี 1 กิโลเมตร รอบพื้นที่โครงการ ไม่มีแหล่งโบราณสถาน
	3. จัดผ้าใบก่อสร้าง (Mesh Sheet)ในการคลุมอาคารเท่ากับความสูงอาคาร ณ ขณะก่อสร้าง ซึ่งต้องมีการตรวจสอบความมั่นคงแข็งแรง การฉีกขาดของผ้าใบสม่ำเสมอ เพื่อป้องกันการสอดส่องสายตาของคนงานเมื่อมีการขึ้นโครงการในชั้นที่สูงมากขึ้น
	4. เจ้าของโครงการทำหนังสือแจ้งมาตรการต่ออาคารบ้านพักอาศัยใกล้เคียง ในรัศมี 100 เมตร รอบโครงการ ที่คาดว่าจะได้รับผลกระทบจากการบดบังทัศนียภาพ แสงแดด และทิศทางลมจากตัวอาคารโครงการ สามารถแจ้งหรือหารือกับเจ้าของโครงการในการแก้ไขผลกระทบดังกล่าวได้ ทั้งนี้ให้แจ้งเจ้าของโครงการได้ตั้งแต่เริ่มการก่อสร้างอาคารจนแล้วเสร็จจนถึงภายหลังการเปิดดำเนินการแล้วเป็นเวลา 1 ปี กรณีที่ทั้ง 2 ฝ่ายตกลงกันไม่ได้ ต้องจัดตั้งคณะทำงานประสานขึ้นมา เพื่อเจรจาหาข้อยุติที่เป็นธรรมต่อทั้งสองฝ่าย ประกอบด้วย เจ้าของโครงการ ผู้ได้รับผลกระทบจากการก่อสร้างโครงการ และบุคคลหรือหน่วยงานที่เป็นกลาง และทั้งสองฝ่ายยอมรับโดยเจ้าของโครงการเป็นผู้รับผิดชอบต่อความเดือดร้อนของพื้นที่ที่ได้รับผล กระทบดังกล่าว
	ด้านศาสนา
	ประชาชนในเขตเทศบาลเมืองศรีราชา นับถือศาสนาพุทธ รองลงมา ได้แก่ ศาสนาคริสต์ และศาสนาอิสลาม โดยวัฒนธรรมและประเพณีท้องถิ่น ได้แก่ ประเพณีสงกรานต์ ปะเพณีวันลอยกระทง ประเพณีวันขึ้นปีใหม่ ประเพณีแห่เทียนวันเข้าพรรษา ประเพณีตักบาตรเทโว งานวันระลึกวันคล้ายวันถึงแก่อสัญกรรมของท่านจอมพลมหาอำมาตย์เอกเจ้าพระยาสุรศักดิ์มนตรี ประเพณีสงกรานต์ศรีมหาราชา และประเพณีกองข้าว
	ด้านประวัติศาสตร์
	ด้านศาสนา
	- การบดบังทัศนียภาพ
	- การบดบังทิศทางลม
	- การบดบังแสงแดด
	ด้านสุนทรียภาพ
	- การบดบังทิศทางลม
	พื้นที่ที่จะได้รับผลกระทบด้านทิศทางลม ได้แก่ กลุ่มอาคารที่อยู่ด้านทิศใต้ และตะวันตก เป็นเวลาประมาณ 3 เดือน (ฤดูหนาว) และกลุ่มอาคารที่อยู่ด้านทิศเหนือและตะวันออก เป็นเวลาประมาณ 6 เดือน (ฤดูฝน)
	- การบดบังแสงแดด
	4.4.2 การสาธารณสุข
	ช่วงก่อสร้าง

	1. วางแผน เวลา และวิธีการก่อสร้าง เพื่อลดเสียง และแรงสั่นสะเทือนให้มากที่สุด โดยจัดช่วงเวลาให้เหมาะสม และเลือกใช้วิธีการก่อสร้างที่สามารถลดระดับความดังของเสียง และแรงสั่นสะเทือนได้ดี
	3. สำรวจร่วมกันระหว่างผู้รับเหมาก่อสร้าง และเจ้าของอาคารข้างเคียงที่ติดกับโครงการ หรือคาดว่าอาจได้รับผลกระทบจากการก่อสร้างโครงการ เพื่อร่วมกันวางแผนหรือจัดการร่วมกันในการป้องกันผลกระทบที่อาจเกิดขึ้น
	8. จัดลำดับงานที่ทำให้เกิดเสียงดังให้มีความถี่ของกิจกรรมน้อยที่สุด และควรเป็นช่วงเวลาที่เหมาะสม
	ช่วงเปิดดำเนินการ

	4.4.3 อาชีวอนามัย และความปลอดภัย
	ภายในโครงการ กิจกรรมที่มักเกิดขึ้นกับคนงาน หรือเจ้าหน้าที่ในช่วงก่อสร้าง ได้แก่ ฝุ่นละออง อุบัติเหตุ เสียงดัง แสงจ้า และสารระเหยจำพวกทินเนอร์ และแลคเกอร์ โดยผลเสียต่ออาชีวอนามัยที่เกิดจากกิจกรรมต่างๆ ข้างต้นสามารถจำแนกได้โดยสังเขป ดังนี้
	4.4.4 การศึกษา
	ช่วงก่อสร้าง และเปิดดำเนินการ

	4.4.5 ศาสนา
	4.4.6 ความปลอดภัยสาธารณะ
	ช่วงก่อสร้าง
	ช่วงเปิดดำเนินการ

	4.4.7 การป้องกันอัคคีภัย
	ช่วงก่อสร้าง
	ช่วงเปิดดำเนินการ

	1.2) การอพยพคนออกจากอาคาร และความเพียงพอของจุดรวมพล
	1.3) การเข้าอำนวยการดับเพลิงภายในพื้นที่โครงการ
	2) ความสามารถ และศักยภาพการป้องกันอัคคีภัยของหน่วยงานราชการ
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	* เพื่อความสุนทรียภาพและการนันทนาการ
	* เพื่อการระเหยความชื้น
	* เพื่อสุขอนามัย
	* เพื่อการเจริญเติบโตและรูปทรงของพันธุ์พืช
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